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FOREWORD

With the advent of light and relatively inexpensive helicopters, interest in helicopter
flying has increased tremendously as evidenced by the steady increase in the number of ap-
plicants for pilot certificates with a helicopter rating.  This-increase in interest has given
added emphasis to the need for adequate helicopter training materidls available to the
general aviation public.

Generally, current helicopter training manuals consist of two types—those published
by the military services and those published by various helicopter manufacturers for their
own particular helicopters. Both are excellent publications but the former are not available
to the public and the latter, for the most part, are applicable only to a particular helicopter.

This handbook, developed by Flight Standards Service and published as advisory cir-
cular number 61-134, was prepared as a technical manual for applicants preparing tor pri-
vate, commercial, and flight instructor pilot certificates with a helicopter rating. Currently
certificated helicopter flight instructors will also find it valuable as an aid in training stu-
dents since it gives detailed coverage of helicopter acredynamics, performance, and fight
maneuvers. It does not include material on such things as weather, navigation, radio
navigation and communications, use of a computer, 11z of flight information publications,
and pertinent Federal Aviation Regulations. These common topics, with the exception of
regulations, may be found in the FAA publication. Pilot's Handbook of leronautical
Knowledge, and in other FAA publications listed in the references. Up-to-date ap-

“plicable regulations should be purchased and studied by the airman applican. All perti-

nent regulations, as well as the Pilor's Handbook of Aleronantical Knowledze, are sold by
the Superintendent of Documents, U.S. Government Printing Office,

Comments regarding this publication should be directed to the Departiient of Trans-
portation, Federal Aviation Administration, Flight Standards Technical Division, P.O. Box
25082, Oklahoma City, Oklahoma 73125, ;
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Chapter 1. GENERAL AERODYNAMICS

Unless otherwise indicated, this huﬁdbook is based on
a helicopter with the following characteristics:

1—An unsupercharged reciprocating engine.

2—A single main rofor rolating in a counterclock-
wise direction (looking dowrward on the rotor}.

3——An antitorque (tail} rotor.
4-—Skid-tyre landing gear,
Information is intended to be general in nature and

should apply o most helicoplers having these charac-
teristics.

Before launching into a detailed discussion of the vari-
ous forces acting on a helicopter in flight, it is first neces-
sary that you understand the meaning of a few basic aero-
dynamic terms, how the foree of lift is created, and the
effect that certain factors have on lift.

Airfoil—An airfoil is any surface designed to pro-
duce lift or thrust when air passes over it. The wings
of airplanes are airfoils. also the propellers.  Airfoils on
a helicopter are the rotor blades. ‘The wing of an air-
plane is normally an unsymmctrical airtoil, that is, the
top surface has more curvature than the lower surface.

The main rotor blades of most helicopters are sym-
metrical- aiefoils: that is, having the same curvature on
both upper and lower surfaces (fig. 1), Much research.
however, 15 being conducted in the use of unsymmetrical
airfoils Tor main rotor blades, and at least one currently
manufaceered make of helicopter is equipped with niain
rotor blades that are not considered true symmetrical

airfoils.
On an unsymmetrical .airfoil, the center of pressure is
variable—as the angle of attack increases, the center of

Fleere L ~—Symmetrical and unswymmetrical airfoils.

"' LEADING EDGE

. CHURD UNE' "+ .~

Fioere 2.—~Chord line of an airfoil is the imaginary line joining
the leading and trailing edges of the airfoil.

pressure moves forward along the airfoil surface; as the
angle of attack decreases, the center of pressure moves
rearward. On a symmetrical airfoil, center of pressure
movement is very limited. A symmetrical airfoil is pre-
ferred for rotor blades so that a relatively stable center of
pressure is maintained. Improvements in control systems
may allow more latitude in blade designs in the future,

Chord line—~The chord line of an airfoil is an im-
aginary straight line from the leading edge to the trailing
edge of the airfoil (fig. 2).

Relative wind.~-Relative wind is the direction of the
airflow with ‘respect to an airfoil. If an airfoil moves
forward horizontally, the relative wind moves backward
horizontally (fig. 3)... If an airfoil moves backward hori-
zontally, the relative wind moves forward horizontally.
If an airfoil meves forward and upward, the relative wind
moves backward and downward. If an airfoil moves back-
ward and downward, the relative wind moves forward and
upward, Thus, the flight path and relative wind are
parallel but travel in opposite directions. (i‘orward and
backward as used here are relative to the fore and aft axis
of the helicopter—forward meaning in the direction that
the nose of the helicopter points, and backward meaning
the direction the tail points.)

Relative wind may be affected by several factors includ-
ing the rotation of the rotor blades, horizontal movement

1
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Fioure 3—Rclationship between the Aight path of an airfoil and relative wind.  Relative wind is parallel and in the opposite

dircetion to the fight path.

of the helicopter, flapping of the rotor blades, and wind
speed and direction.

Relative wind is ereated by the motion of an airfoil
through the air, by the motion of air past an airfoil,
or by a combination of the two. For a helicopter, the
relative wind is the flow of air with respect to the rotor
blades.  When the rotor is stopped, wind blowing over
the blades creates a relative wind; when the helicopter is
hovering in‘a no-wind condition, relative wind is created
by the motion of the rotor blades through the air; when
the helicopter is hovering in a wind, the relative wind is
-a combination of the wind and the motion of the rotor
blades through the air; and when the helicopter is in
horizontal ﬁ_ight, the relative wind is a combination of
the rotation of the rotor blades and the movement of the
helicopter.

Pitch angle.—~The rotor blade pitch angle s the acute
angle between the blade chord line and a reference plane
determined by the main rotor hub. Since the rotor plane
of rotation is parallel to the plane containing the main
rotor hub, the rotor blade pitch angle could also be de-
scribed "as the acute angle between the blade chord line
and the rotor plane of rotation (fig. 4). The pitch angle
can be varied by the pilot through the use of cockpit con-
trols {collective and cyclic pitch controls) provided for
this purpose. -

Angle of attack.—The angle of attack is the angle
between the chord line of the airfoil and the direction of
the relative wind (fig. 5). The angle of attack should not
be confused with the pitch angle of the rotor blades. The
nirch angle is deterniined by the position of the appro-
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priate  cockpit controls, (collective and cyclic pitch),
whereas the angle of attack is determined by the dircc-
tion of the relative wind. The angle of attack may be
less than, equal to, or greater than the pitch angle as
shown in figure 6. The pilot can increase or decrease the
angle of attack by changing the pitch angle of the rotor
blades.  IFf the pitch angle is increased, the angle of attack
is increased; if the pitch angle is decreased, the angle of
attack is decreased.  Since the angle of attack is de-
pendent on the relative wind, the same factors that affect
the relative wind also affect the angle of attack.
Lift—The force, lift, is derived from an airfoil through

a principle often referred to as Bernoulli’s Principle or the

Freure +.—The pitch angle of a rotor blade is”the angle be-
tween the chord line and a reference plane determired by

the rotor hub or the plane of rotaton,
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~surface of the airfoil.

ANGLE OF ATTACK

QR

PN — .
- Jh—fi -

DIRECTION OF RELATIVE WIND

Frarre S—Angle of attack is the angle between the relative
wind line and the chord line,

“venturi effect.”  As air velocity increases through the con-

stricted portion of a venturi tube, the pressure decreases.

Compare the upper surface of an airfoil with the constric-
tion in the venturi tube (fig. 7). They are very similar.
The upper haif of the venturi tube is replaced by layers
ol undisturbed air.  Thus, as air flows over the upper
surface of an airfoil. the curvature of the airfoil causes an
increase in the speed of the airflow.  The increased sneed
of airflow results i a decrease in pressure on che upper
At the same time, airflow strikes
the lower surface of the airfoil at an ang'e, building up

pressure.  The combination of decreased pressure on the

upper surface and increased pressure on the lower sur-
face results in an upward force.  This is the force, lift.

Drag (airfoil).—At the same tine the sirfoil is pro-
ducing lift, it also is subject to a drag force. Drag is the
term used for the force that tends to resist movement of”
the airfoil through the air—the retarding force of inertia
and wind resistance. It acts parallel and in the opposite
direction to the movement of the airfoil or, if you prefer,
in the same direction as the relative wind. It is this farce
that causes a reduction in rotor RPM (revolutions per
minute) when ‘the angle of attack is increased. An
increase in angle or attack then not only produces an
increase in lift, but it also produces an increase in drag
(hg. 8).

Stall.—When the angle of attack increases up to a cer-
tain point, the air can no longer flow smoothly over the
top surface because of the excessive change of direction
required.  This loss of screamlined flow results in a swirl-
ing, turbuient airflow and a large increase in drag. The
turbulent airflow also causes a sudden increase in pressure
on the top surface resulting in a large loss of lift. At this
point, the airfoil is said to be in a statled condition,

Lift and angle of attack.—As the angle of attack of
an airfoil increascs, the lift increases (up to the stall angle)
providing the velocity of the airflow (relative wind) re-
mains the same (fig. 8). Since the pilot cau increase or
decrease the angle of attack by increasing or decreasing
the pitch angle of the rotor blades through the use of the
collective pitch cockpit control, then he can increase or
decrease the lift produced by the rotor blades.  He must
remrember, however, that any increase in angle of attack

Figurk 6~The relationship between- the angle of attack and pitch angle for various positions of the rotor blade in the planc
of rotation during forward flight.  Angle of autack is less than pitch angle 90° to pilot’s right (Lop); greater than pitch angle
90° to pilot’s left (bottom); and equal to pitch angle in the fore (left) and aft (right) positions.
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more power must be applied to prevent a decrease in rotor
RPM. This is why a helicopter requires more power to
hover at higher altitudes than under the same conditions
at lower altitudes. (See fig. 52 and the accompanying
discussion.)

Due to the atmospheric changes in temperature, pres-
: sure, or humid.ily, the density of the air may be different,
A_’__ even at the same altitude, from one day to the next or from
————— £ - one location in the country to another. Because air ex-
————————— ‘ pands when heated, Aot air is less dense than cold air. In
i LIFT order for the helicopter to produce the same amount of
lift on a hot day as on a cold day, the rotor blades must be
operated at a higher angle of attack. This requires that
the blades be operated at a greater pitch angle which

incrases the drag and wnds to reduce rotor RPN There-

fore to maintain a constant ritor RPN, more throttle is

required. For this reason. a helicopter requires more power

Ry to hover on + hot day than on a cold day.  (See tig. 53
‘Ncms‘so’“-\ and the accompanving discussion,)

’ Because air expands as pressure is decreased, there will

be fluctuations in the air density due to changes in atmos-

heric pressure. The lower the pressure, the less dense
Ficere 7.—~(Top) Bernoulli’s Principle: Increased air velocity P p ?

I the ol ! ©saMC reason state : :
produces decreased pressure; (Bottom) Lift is produced by an wir and, for the s.mu reason stated previously, the
airfoil tnrough a combination of decreased pressure above the greater the power required to hover.
airfoil (as per Bernoulli’s Principle), and increased pressure Because water vapor weighs less than an equal amount
beneath, .

of dry air, moist air (high relative humidity) /s Zess dense

) : ) than dry air (low relative humidity). Because of this, a
will also increase drag on the rotor blades tending to

slow down the rotor rotation. Additional power will
be required to prevent this slowing down of the rotor.
Lift and velocity of airflow.—As the velocity of the
airflow (relative wind) increases, the lift increases for any
given angle of attack. Since the pilot can increase or o S | UFT,
decrease the rotor RPM which, in turn, increases or de-
creases the velocity of the airflow, he can change the amount

of lift. As a general rule, however, the pilot attempts to s % @ DRAG
muaintain a constant rotor RPM and changes the lift force ' : v
‘ 12 SR ’

by varying the angle of attack. .

Lift and air density.~—Lift varies directly with the ' - - I
density of the air—as the air density increases, lift and ' :
drag increase; as air density decreases, lift and drag
decrease.

What affects air density?. Altitude and atmospheric
changes affect air density. The higher the altitude :he
less dense is the air. At 10,000 feet the air is only two-
thirds as dense as the air at sea level. Therefore, if a
helicopter is to maintain its lift, the angle of attack of the
rotor blades must be increased. In order to increase
the angle of attack, the pildt must increase the
pitch angle of the blades. We have already scen that, o ]

R . . Ficure 8, —Relationship between angle of attack and lift and
as the pl[Ch anglg Increases, dmg on the rotor System 1n- drag forces. As the angle of attack increases, lift and drag
creases and the rotor RPM tends to decrease. Therefore, increase.

[E— o:Ac
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helicopter will require more power to hover on a humid
day than on a dry day. (See fig. 54 and the accompanying
discussion.) This is especially true on hot, humid days
because the hotter the day, the greater the amount of water
vapor the air can hold. The morc moisture (water
vapor) in the air, the less dense the air.

From the above discussinn, it is obvious that a pilot
should beware of high, hot, and humid conditions—high
altitudes, hot temperatures, and high moisture conten.
(Sec fiz. 55 and the accompanying discussion.) He
should be especially aware of these conditions at his desti-
nation, since sufficient power may not be available to com-
plete a landing safely, particularly when the helicopter is
operating at high gross weights. (Sec fig. 64 and the
accompanying discussion.) .

Lift and weight.—The total weight (gross weight) of
a helicopter is the first force that must be overcome before

O
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flight is possible. Lift, the lforcc which ovircomes or
balances the force of weight. is obtained from the rotation
of the main rotor blades,

Thrust and drag.—Thrust moves the aircraft in the
desired dircction; drag, the rctarding force of inertia and
wind resistance, tends to hold it back. In vertical flight,
drag acts downward; in horizontal flight, drag acts hori-
zontally and oppositc in direction to the thrust component.
Thrust, like [ift, is obtaincd from the main rotor. Drag,
as discussed here, is the drag of the entire helicopter--not
just the drag of the rotor blades which was discussed
earlier. The use of the term “drag” in subsequent portions
of this handbook should be considered as having this same
connotation. In future references to the drag of the rotor

blades, the statement “drag of the rotor blades, or rotor

system” will be use.’.
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Chapter 2. AERODYNAMICS OF FLIGHT

POWERED FLIGHT
|

In any kind of flight (hovering, vertical, forward, side-

“ ward, or rearward), the total lift and thrust forces of a

rotor are perpendicular to the tip-path plane or plane of
rotation of the rotor (fig. 9). The tip-path plane is the
imaginary circular plane outlined by the rotor blade tips
in making a cycle of rotation.

Forces acting on the helicopter

During any kind of horizontal or vertical flight, there
are four forces acting on the helicopter—lift, thrust, weight,
and drag. Liftis the force required to support the weight
of the helicopter. Thrust is the force required to over-
come the drag on the fuselage and other helicopter com-
ponents.

Hovering flight~During hovering flight in a no-wind
condition, the tip-path plane is horizontal, that is, parallel
to the ground. Lift and thrust act straight up; weight
and drag act straight down. The sum of the lift and
thrust forces must equal the sum of the weight and drag
forces in order for the helicopter to hover.

Vertical flight—During vertical flight in a no-wind

condition, the lift and thrust forces both act vertically

.

upward. Weight and drag both act vertically downward.
When lift and thrust equal weight and drag, the helicopter
hovers; if lift and-thrust are less than weight and drag,
the helicopter descends verdcally; if lift and thrust are
greater than weight and drag, the helicopter rises vertically
(fig. 10). -

Forward flight—For forward flight, the tip-path planc
is tilted forward, thus tilting the total lift-thrust force
forward from the vertical. This resultant lift-thrust force
can be resolved into twa components—Iift acting vertically
upward and thrust acting horizontally in the direction of
flight. In addition to lift and thrust, there are weight,
the downward acting force, and drag, the rearward acting
or retarding force of inertia and wind resistance- (fig. 11).

In straight-and-level, unaccelerated forward flighr, lift
cquals weight and thrust equals the drag.  (Straight-and-
level flight is flight with a constant heading and at a con-
stant altitude.) If lift exceeds weight, the helicopter
climbs; if the lift is less than weight, the helicopter de-
scends. If thrust exceeds drag, the helicopter speeds up;
if thrust is less than drag, it slows down.

Sideward flight—In sideward flight, the tip-path plane
is tilted sideward in the direction that flight is desired
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Ficure 10.—Forces acting on the helicopter during a hover and vertical flight,
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Ficure 11.—Forces acting on the helicopter during forward, sideward, and rearward flight.
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Fi6uRrg 12.~—Thil rotor thrust compensates for the torque effcct of the main rotor.

thus tilting the total lift—thrust vector sideward. In this
case, the vertical or lift component is still straight up,
weight straight down, but the horizontal or thrust com-
ponent now acts sideward with drag acting to the opposite

side (fig. 11).

Rearward flight—For rearward flight, the tip-path °

plane is tilted rearward tilting the lift=thrust vector rear-
ward. The thrust component is rearward-and drag for-
ward, just the opposite to forward flight. The lift com-
ponent is straight up and weight straight down (fig. 11).

Torgue.—Newton's third law of motion states, “To
every action there is an equal and opposite reaction.” As
the main rotor of a helicopter turns in one direction, the
fuselage tends to rotate in the opposite direction (fig.
12). 'This tendency for the fuselage to rotate is called
torque. Since torque eflect on the fuselage is a direct
result of engine power supplied to the main rotor, any
change in engine power brings about a corresponding
change in torque effect. The greater the engine power, the

greater the torque effect. Since there is no engine power °

being supplied to the main rotor during autorotation,
there is no torque reaction during autorotation.
Auxiliary rotor—The force that compensates for
torque and keeps the fuselage from turning in the di-
rection opposite to the main rotor is produced by means of
an auxiliary rotor located on the end of the tail boom.
This auxiliary rotor, generally referred to as a tail rotor,
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or antitorque rotor, produces thrust in the direction op-
posite to.torque reaction developed by the main rotor
(fig. 12). Foot pedals in the cockpit permit the pilot
to increase or decrease tail-rotor thrust, as needed, to
reutralize torque effect.

Gyroscopic precession.—The spinning main rotor of
a helicopter acts like a gyroscope. As such, it has the
properties of gyrosconic action, one of which is preces-
sion. Gyroscopic precession is the resultant action.or
deflection of a spinning object when a force is applied to
this object. This action occurs approximately 90° in the
direction of rotation from the point where the force is
applied (fig. 13). Through the use of this principle, the
tip-path plane of the main rotor may be tilted from the
horizontal. -

The movement of the cyclic pitch control in a two-
bladed rotor system increases the angle of attack of one
rotor blade with the result that a greater lifting force is
applied at this point-in the plane of rotation. This same
control movement simultaneously decreases the angle of
attack of the other blade a like amount thus decreasing
the lifting force applied at this point in the plane of ro-
tation. The blade with the increased angle of attack tends
to rise; the blade with the decreased angle of attack tends
to lower, However, because of the gyroscopic precession
property, the blades do not rise or lower to maximum de-
flection until a point approximately 90° later in the
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Figure 13.—Gyroscopic Precession Principle: When a force is applied to a spinning gyro, the maximum reaction occurs 90° later
in the direction of rotation. ’ :

LOW PITCH APPLIED

_LOW FLAP RESULT

HIGH FLAP RESULT -

Ficure 14.—Rotor disc acts like a gyro. When a rotor blade pitch change is made, maximum reaction occurs approximately 90°
later in the direction of rotation.

plane of rotation. In the illustration (fig. 14), the re-
treating blade angle of attack is increased and the ad-
vancing blade angle of attack is decreased resulting in a
tipping forward of the tip-path plane, since maximum de-
flection takes place 90° later when the blades are at the
rear and front respectively.

In a three-bladed rotor, the movement of the cyclic
pitch control changes the angle of attack of each blade an
appropriate amount so that the end result is the same—a
tipping forward of the tip-path plane when the maximum
change in angle of attack is made as each blade passes
the same points at which the maximum increase and de-

crease are made in the illustration (fig. 14) for the two-
bladed rotor. As each blade passes the 90° position on
the left, the maximum increasc in angle of attack occurs.
As each blade passes the 90° position to the right, the
maximum decrease in angle of attack occurs. Maximum
deflection takes place 90° later—maximum upward de-
flection at the rear and maximum downward deflection
at the front—and the tip-path plane tips ~ -ward.
Dissymmetry of lift—The area within the tip-path
plane of the main rotor is known as the disc ares or rotor
disc.  When hovering in still air, lift created by the rotor
blades at all corresponding positions around the rotor disc

11
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FiGure 15.~—Comparison of rotor blade speeds for the advancing blade and retreating blade during hovering and forward flight.
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is equal. Dissymmetry of lift is created by horizontal
flight or by wind during hovering flight, and is the dif-
ference in lift that exists between the advancing blade haif
of the disc area and the retreating blade half.

At normal rotor operating RPM and zero airspeed, the
rotating blade-tip speed of most helicopter main rotors
is approximately 400 miles per hour. When hovering in
a no-wind condition, the speed of the relative wind at the
blade tips is the same throughout the tip-path plane (fig. 15
bottom). The speed of the relative wind at any specific
point along the rotor blade will be the same throughout
the tip-path plane; however, the speed is reduced as this
point moves closer to the rotor hub as indicated by the

" two inner circles. . is the helicopter moves into forward

Q

flight, the relative wind moving over each rotor blade
becomes a combination of the rotational speed of the rotor
and the forward movement of the helicopter (fig. 15 top).
At the 90° position on the right side, the advancing blade
has the combined speed of the blade velocity plus the speed
of the helicopter. At the 90° position on the left side,
the retreating blade speed is the blade velocity less the
speed of the helicopter.  (In the illustration, the helicopter
is assumed to have a forward airspeed of 100 miles per
hour.) In other words, the relative wind speed is at a
maximum at the 90° position on the right side and at a
minimum at the 90° position on the left side.

Earlier in this handbook, the statement was made that
for any given angle of attack, lift increases as the velocity
of the airflow over the airfoil increases. [t is apparent
that the lift over the advancing blade half of the rotor disc
will be greater than the lift over the retreating blade half
during horizontal flight or when hovering in a wind unless
some compensation is made, It is equally apparent that
the helicopter will roll to the left unless some compensation
is made, What compensation is made to equalize the lift
over the two halves of the rotor disc? :

Blade flapping.—In a three-bladed rotor system, the
rotor blades are attached to the rotor hub by a horizontal

"
. -

~ FLAPPING HINGE

hinge which permits the blades to move in a vertical plane,
i.e., flap up or down, as they rotate (fig. 16). In forward
flight and assuming that the blade-pitch angle remains
constant, the increased lift on the advancing blade will
cause the blade to flap up decreasing the angle of attack
becuuse the relative wind will change from a horizontal
direction to more of a downward direction. The de-
creased lift on the retreating blade will cause the blade o
flap down increasing the angle of attack because the rela-
tive wind changes from 2 horizontal direction to more of
an upward direction (fig. 3). The combination of de-
creased angle of atwtack on the advancing blade and in-
creased angle of attack on the retreating blade through
blade flapping action tends to equalize the lift over the two
halves of the rotor disc. ]

In a two-bladed system, the blades flap as a unit, As
the advancing blade flaps up due to the increased lift, the
retreating blade flaps down due to the decreased lift.  The

change in angle of attack on each blade brought about

by this flapping action tends to equalize the lift over the
two halves of che rotor disc.

The position of the cyclic pitch control in forward fight
also causes a decrease in angle of attack on the advancing
blade and an increase in angle of attack on the retre:ting
blade. This together with blade flapping equalizes lift
over the two halves of the rotor disc.

Coning.—Coning is the upward bending of the blades »

caused by the combined forces of lift and centrifugal force.
Before takeoff, the blades rotate in a plane nearly perpen-
dicular to the rotor mast, since centrifugal force is the
major force acting on them (fig. 17).

As a vertical takeoff is made, two major forces are acting
at the samc time—centrifugal force acting outward per-
pendicular to the rotor mast and lift acting upward and
parallel to the mast. The result of these two forces is
that the blades assume a conical path instead of remain-
ing in the plane perpendicular to the mast (fig. 17).

" FLAPFING ACTION

o —

Ficure 16.—Flapping action about the flapping hinges. Drag hinges can also be seen.
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Coning results in blade bending in a semirigid rotor; in
an articulated rotor, the blades assume an upward angle
through movement abeut the flapping hinges.

Axis of rotation.—The axis of rotation of a helicopter
rotor is the imaginary line about which the rotor rotates.
Tt is represented by a line drawn through the center of,
and perpendicular to, the tip-path plane. It is not to be
confused with the rotor mast. The only time the rotor
axis of rotation coincides with the rotor mast is when the
‘tip-path plance is perpendicular to the rotor mast (fig. 18).

Coriolis effect.—In a three-bladed rotor system, when
a rotor blade flaps upward, the distance of the center of
mass of the blade from the axis of rotation decreases
(Ag. 19). (Keep in mind that, duc to coning, the rotor
blades will not flap below a plane passing through the

r////////////////'////

BEFORE TAKEOFF

Pl ) . ;\‘
//////////////////)&\\\‘\“.\‘.\"~\-\\§\

7

DURING TAKEOFF

Ficure 17.—Blade coning is a

rotor hub and perpendicular to the axis of rotation.) The
distance of the center of mass- from the axis of rotation
{measured perpendicular to the uxis of rotation) times the
rotational velocity must always remain the same for a
given rotor DM, Since this distance becomes shorter
when the blade flaps upward (fig. 19), the rotational
velocity must increase for the product of the two to re-
main the same; conversely, when the blade flaps down-
ward, the blade rotation must slow down, since the center
of mass is moved farther from the axis of rotation. This
change in blade velocity in the plane of rotation causes a
hunting action about the vertical (drag) hinge. This
tendency of the blade to increase or decrease its velocity

is known as coriolis effect. The acceleration or decelera-

e S NS S K S S e e

uFr)

RESULTANT BLADE
ANGLE -

CENTRIFUGAL FORCE

result of lift and entrifugal force.

Ficure 18.—The axis of rotation is the imaginary line about which the rotor rotates and is perpendicular to the tip-path planc.
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AXIS OF
ROTATION -

BLADE FLAPFING

CENTER OF MASS '

Figure  19.—Coriolis cffect is the change in blade velocity to
compensate for the change in distance of the center of mass from
the axis of rotation as the blades flap,

tion is absorbed by dampers or the blade structure itself
depending on the design.

Coriolis effect might be compared to a spinning skater.
When the skater cxtends her arms, her rotation slows
down because the center of mass moves farther from the

axis of rotation.  When she pulls in her arms, the rotation

St

- MAIN ROTOR THRUST 1

speeds up because the center of mass moves closer to the
axis of rotation,

Two-bladed rotcr systems are normally subject to
coriolis effect to a much lesser degree since the blades are
generally “underslung” with respect to the rotor hub and
the change in the distance of the center of mass {rom the
axis of rotation is small. The hunting action is absorbed
by the blades through bending, If a two-bladed rotor
system is not ‘“inderslung” then it will be subject to
coriolis effect comparable to a fully articulated system.

Translating tendency or drift—The entire helicopter
has a tendency to move in the direction of tail rotor thrust
(to the right) when hovering, This movement is often
referred to as drift. To counteract this drift, the rotor
mast in some helicopters is rigged slightly to the left side

5o that the tip-path plane has a built-in tilt to the [eft thus

producing a small sideward thrust. In other helicopters,
drift is overcome by rigging the cyclic pitch system to give
the requirsd amount of tilt to the tip-path plane (fig, 20).

Ground effect—When a helicopter is in a hovering
position close to the ground, the rotor blades will be dis-
placing air downward through the disc faster than it can
escape from beneath the helicopter. This builds up a
cushion of denser air between the ground and the heli-
copter (fig. 21), This cushion of denser air, referred to
as ground effect, aids in supporting the helicopter while

Figure 20.—Drift, caused by tail rotor thrust, is compensated for by rigging the mast or cyclic pitch system to have a built-in tilt
of the tip-path plane to the left.

Aruitoxt provided by Eic:
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Ficure 21.—Ground effect results from the cushion of denser air
built up between the ground and helicopter by the air dis-
placed downward by the rotor.

hovering. It is usually effective to a height of approxi-
mately one-half the rotor disc diameter. At approxi-
mately 3 to 5 miles per hour groundspecd, the helicopter
will leave its ground cushion.

Translational lift.—Translational lift is that addi-
tional lift obtained when entering horizontal flight, due
to the increased efficiency of the rotor system. The rotor

‘system produces more lift in forward flight because the

higher inflow velocity supplies the rotor disc with a greater

mass of air per unit time upon which to work than it

receives while hovering. Translationa! lift is present with
any horizontal movement although the increase will not
be noticeable until airspeed reaches approximately 15 miles
per hour. The additional lift available at this speed is
referred to as “effective translational 1ift” and is easily
recognized in actual flight by the increased performance
of the helicopter.

Since translational lift depends upon airspeed rather
than groundspeed, the helicopter does not have to be

in horizontal flight to be affected. Translational lift will

be present during hevering flight in a wind—the amount
being proportional to the wind velocity—and effective
translational lift will be present when hovering in winds
of 15 MPH or more.

Transverse flow effect.—In forward flight, air passing
through the rear portion of the rotor disc has a higher
downwash velocity than air passing through the forward
portion. This is because the air passinig through the rear
portion has been accelerated for a longer time than the air
passing through the forward portion. In other words,

16

the relative wind has a higher velocity at the rear portion
of the rotor disc than at the forward portion. This in-
crease in relative wind velocity and resultant increased lift,
in combination with gyroscopic precession, causes the rotor
disc to tilt to the left side. The lift on the rearward part
of the rotor disc is greater than on the forward part.  Ac-
cording to the principle .of gyroscopic precession, maxi-
mum deflection of the rotor blades occurs 90° later in the
direction of rotation. This means that the rotor blades
will reach maximum upward deflection on the right side
and maximum downward deflection on the left side. The
overall effect is a tendency of the helicopter to roll to the
left. ‘This effect is most noticeable on entry into effective
translational lift where it may be accompanied by
vibration.

Pendular action.—Since the fuselage of the helicopter -
is suspended from a single point and has considerable
mass, it is free to oscillate either longitudinally or laterally
in the same way as a pendulum (fig. 22). This pendular
action can be exaggerated by overcontrolling; therefore,
control stick movements should be decidedly moderate.

AUTOROTATION

Autorotation is the term used for the flight condition
during which no engine power is supplied and the main
rotor is driven only by the action of the relative wind.
It is the means of safely landing a helicopter after engine
failure or certain other emergencies. The helicopter
transmission or power train is designed so that the engine,
when it stops, is automatically disengaged from the main ;
rotor-system to allow the main rotor to votate freely in its
original diréczion. For obvious reasons, this autorota-
tional capability is not only a most desirable characteristic
but is indeed a capability required of all helicopters before
FAA certification is granted.

When engine power is being supplied to the main rotor,
the flow of air is downward through the rotor. When
engine power is not beiny, supplied to the main rotor, that -
is, when the helicopter is in autorotation, the flow of air
is upward through the rotor. It is this upward flow of
air that causes the rotor to continue turning after engine
failure.

The portion of the rotor blade that produces the forces
that cause the rotor to turn when the engine is no longer
supplying power to the rotor, is that portion between
approximately 25 percent and 70 percent of the radius
outward from the center. This portion is often referred
to as the “autorotative or driving region” (fig. 23). Aero-
dynamic forces along this portion of the blade tend to
speed up the blade rotation.
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The inner 25 percent of the rotor blade, referred to as the
“stall region,” operates above its maximum angle of attack
(stall angle), thereby contributing little lift but consider-
able drag which tends to slow the blade totation.

The outer 30 percent of the rotor blade is known as the -

“propcller or driven region,” Aerodynamic forces here

result in a small drag force which tends to slow the tip

portion of the blade.

The aerodynamic regions as described above are for
vertical autorotations.  During forward flight autorota-
tions, these regions are displaced across the rotor disc to

the left (Ag. 23).
Rotor RPM during autorotation

Rotor RPM stabilizes when the autorotative forces
(thrust) of the “driving region” and the antiautorotative
forces (drag) of the “driven region” and “stall region”
are cqual.  Assume that rotor RPM has been increased by
entering an updraft; a gencral lessening in angle of at-
tack will follow along the cntire blade. This produces
a change in aerodynamic force vectors which. results 11
an overall decrease in the autorotative forces and the rotor

- HOVERING

~ FORWARD FLIGHT

T sure 22.—Since the helicopter is suspended from the rotor mast head, it acts much like a pendulum.

tends to slow down. If rotor RPM has been decreased
by entering a downdraft, autorotative forces will tend to
acceler=te the rotor back to its equilibrium RPM.
Assuming a constant collective pitch setting, that is,
a constant rotor blade pitch angle, an overall greater angle
of attack of the rotor disc (as in a flare) increases rotor
RPM: a lessening in overall angle of attack (such as
“pushing over” into a descent) decreases rotor RPM.

Flares during autorotation

Forward speed during autorotative descent permits a
pilot to incline the rotor disc rearward, thus causing a
flare.  The additional induced liit created by the greater
volume of air momentarily checks forward speed as well
as descent. The greater volume of air acting on the
rotor disc will normally increase rotor RPM during the
flare.  As the forward speed and descent rate near zero,
the upward flow of air has prastically ceased and rotor
RPM again decreases; the helicopter settles at a slightly
increased ratc but with reduced forward speed. The
flare enables the pilot to make an emergency landing on
a definite spot with little or no landing roll or skid,

17
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Figure 23. —Contnbuuon of various portions of the rotor disc to the maintenance of RPM during an autorotation—vertical
autorotation (left); forward flight autorotation (right).
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Chapter 3. LOADS AND LOAD FACTORS

Before discussing loads and load factors, it is first nec-
essary to discuss the lift forces during turns,

Lift components of a turn

Turns are made in a helicopter, as in an airplane, by
banking. In forward flight, the rotor disc is tilted for-
ward which also tilts the total lift—thrust force of the rotor
chsc forward. This total force is the resultant of a verti-
cal component, lift, and a horizontal component, thrust,
acting forward, When the helicopter is placed in a bank,
the rotor disc is further tilted sideward. This causes the
lift- component to be tilted sideward, which in turn, is
divided into two components—one acting vertically that
opposes weight, the other acting horizontally to the side
and opposes centrifugal force (fig. 24). Tt is this horizon-
tal component of lift that pulls the helicopter in the direc-
tion of barik and thus causes it to turn. Briefly then, we
can say that @ turn is produced by banking the helicopter
thus allotuiﬁg the lift of the rotor disc to pull the helicop-
ter from Its straight course,

As the angle of bank increases, the total {ift force is
tilted more toward the horizontal, thus causing the rate
of turn to increase because miore lift is acting horizontally.
Since the resultant lifting force acts more horizontally,

Aruitoxt provided by Eic:

the effect of lift acting vertically (vertical component) is
decreased (fig. 25). In order to compensate for this de-
creased vertical lift, the angle of attack of the rotor blades
must be increased in order to maintain altitude. The
steeper the angle of bank, the greater the angle of attack
of the rotor blades required to maintain altitude. Thus,
‘with an increase in bank and a greater angle of attack, the
resultant lifting force will be increased and the rate of turn
will be faster, '

Loads

Helicopter strength is measured basically by the total
load the rotor blades are capable of carrying without per-
manent damage. The load imposed upon the rotor blades
depends largely on the type of flight. The blades must
support not only the weight of the helicopter and its con-
tents (gross weight), but also the additional loads imposed
during mancuvers,

In straight-and-level flight, the rotor blades support a
weight equal to the helicopter and its contents.  So long as
the helicopter is moving at a constant altitude and air-
speed in a straight line, the load on the blades remains
constant, When the helicopter assumes a curved flight
path—all types of turns (except hovering turns utilizing

- Ry
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Ficure 25.—Relationship between angle of bank and total lift force. As the angle of bank increases, the total lift force is tilted
more horizontally, resulting in a faster rate of turn.

pedals only), flares, and pullouts from dives—the actual
load on the blades will be much greater because of the
centrifugal force produczd by the curved flight. This
additional load results in the development of much greiter:
stresses on the rotor blades.

helicopter. The tighter the curved flight path, that is,
the steeper the bank, or the more rapid the flare or pull-
out from a dive, the greater the load supported by the
rotor; therefore, the greater the load factor. .
The load factor and, hence, apparent gross weight'in-

Load factor crease is relatively small in banks up to 30° (fig. 26).

O
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The load factor is the actual load on the rotor blades
at any time, divided by the normal load or gross weight
(weight of the helicopter and its contents). Any time a
helicopter flies in a curved flight path, the load supported
by the rotor blades is greater than the total weight of the

- 20

Even so, under the right set of adverse circumstances, such
as high-density altitude, gusty air, high gross weight, and
poor pilot technique, sufficient power may not be available
to maintain altitude and airspeed. Above 30° of bank, the
apparent increase in gross weight soars. At 30° of bank,



the apparent increase is only 16 percent, but at 60°, it is M
100 percent (fig. 26). I
If the weight of the helicopter is 1,600 pounds, the 8 ' [
weight supported by the rotor in a 30° bank at a constant
altitude would be 1,856 pounds (1,600+4256). In a 60°
bank, it would he 3,200 pounds; and in an 80° bank, it
would be almost six times as much, or 8,000 pounds.
One additional cause of large load factors is rough or
turbulent air. The severe vertical gusts produced by tur-
bulence can cause a sudden increase in angle of attack,
resulting in increased rotor blade loads that are resisted
by the inertia of the helicopter.
In order to be certificated by FAA, each helicopter must

LOAD FACTOR — G UNITS
»

have a maximum permissible limit load factor that should
not be exceeded. As a pilot, you should have the basic "

information necessary to-fly a helicopter safely within its

structural limitations. Be familiar with the situations

. . . 60 70 80 90
in which the load factor may approach maximum, and o 1o 20 30 40 50

avoid them. If you meect such situations inadvertently, BANK ANGLE = IN DEGREES

you must know the proper technique. Figure 26.—Load factor chart.
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Chapter 4 FUNCTION OF THE CONTROLS

There are four controls in the helicopter that the
pilot must use during flight (fig. 27). They are (1)
collective pitch control; (2) throttle control; (3) anti-
torque pedals (auxiliary or tail rotor control); and (4)
cyclic piteh control.

Co.lective pitch control

The collective pitch lever or stick is located by the
left side of the pilot’s seat and is operated with his left
hand (fig. 28). This lever moves up and down pivoting
about the aft end and, through a serics of mechanical
linkages, changes the pitch angle »f the main rotor blades.
As the collective pitch lever is raised, there is a simul-
tancous and equal increase in the pitch angle of all the
main rotor blades; as the lever is lowered, there is a simul-
The
amount of movement of the fever determines the amount
of blade pitch change.

As the pitch angle of the rotor blades is changed, the
angle of attack of each blade will also be changed. A
change in the angle of attack changes the drag on the rotor

tancous and equal decrease in the pitch angle.

blades. As the angle of attack increases, drag increases
and the rotor RPM and the engine RPM (the needles are
wined) tend to decrease; as the angle of attack decreases.
drag decreases and the RPM tends to increase.  Since it
is essential that the RPM remain constant, there must be
some means of making a proportionate change in power
to compensate for the change in drag.  This coordination
of power change with blade pitch angle change is con-
trolled through a collective pitch lever-throttle control cam
linkage which automatically increases power when the
collective pitch lever is raised and decreases power when
the lever is lowered.

The collective pitch control is the primary altitude con-
trol.  Raising the collective pitch lever increases the
rotor’s lift and, through the cam linkage with the throttle,
increases engine powcer. The collective pitch control is,
therefore, the primary manifold pressure control (fig. 29).
Throttle control

The throttle is mounted on the forward end of the col-
lective pitch lever in the form of a motorcycle-type twist
grip.  The function of the throule is to regulate RPM.

Figure 27.—Controls of the helicopter and the principal 1unction of each control.
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Fioure 28.—Collective pitch stick movement produces equal
changes in blade pitch angles.

If the collective pitch-throttle synchronization unit does
not automatically maintain a constant RPM when a change
is made in the collective pitch stick position, the throttle
may be moved manually with the wwist grip to make far-
Twisting the throttle
outhoard increases RPAM: twisting it inboard ducreases
RPA (fig. 30).

The throtde must be coordinated with the colleetive
pitch so that a correct rotor RPM is maintained. The
throttle, therefore, is the primary RPM control (fig, 29).

ther adjustments of engine RPM,

’MANIFOLD PRESSLREV

'~ COLLECTIVE' PITCH, CONTROL

Collective pitch~throttle coordination

Collective pitch is the primary control for manifold
pressure: the throttle is the primary control fqr RPN
Since the collective pitch control also influences RPN
and the throttle also influences manifold pressure, each
is considered to be a secondary control of the other’s func-
tions. Therefore, the pilot must analyze both his tachom-
cter (RPM indicator) and his manifold pressure gage to
determine which control to use and how much. To best
illustrate the relationship, a few problems with solutions

follow:

Problem: RPM low, manifold pressure tow.,

Solution: Increasing the throtde will inerease the
RPM azd the manifold pressure.

Problem: RPM low, manifold pressure high.

Solution: lowering the collective pitch will reduce
the manifold pressure, decrease drag on the rotor,
and therefore, increase the RPM.

Prohlem: RPN high, manitold pressure high'

Solution: Decreasing the throttle reduces the RPM
and the manifold pressure.

Problem: RPAL high, manifold pressure Jow.

Solution: Raising the collective pitch will increase the
manifold pressure, increase drag on the rotor. and
therefore, decrease the RPM.

These problems illustrate how one control change ac-
complishes zwo purposes. An extension of the reasoning
used in the solutions will show how various combinations
of contsol inputs can be coordinated to achieve any desired

e~

FiGURE 7‘) —Collective pitch stick is primary control for manifold pressure: throttle is primary control for RPM,

A change in either

control results in a change in both manifold pressure and RPM,
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RPM-manifold pressure setting.  As with any other air-
craft controls, large adjustments of either collective pitch
or throttle should be avoided. All corrections should be

accomplished through the use of smooth pressures.

Antitorque pedals

The thrust produced by the auxiliary (tail) rotor is
governed by the position of the antitorque pedals.  These
pedals arc located as shown in figure 27, They are linked
to a pitch change mechanism in the tail rotor gear box to
permit the pilot to increase or decrease the pitch of the
tail rotor blades. The primary purpose of the tail rotor

and its controls is to counteract the torque cffect of the

main rotor.
Heading control

The tail rotor and its controls not only enable the pilot
to counteract the torque of the main rotor during flight,
but also enable him to control the heading of the helicopter
during hovering flight, hovering turns, and hovering pat-
terns. It should be thoroughly understood that in forward
flight, the pedals are not used to control the heading of the
helicopter (except during portions of crosswind takeoffs
and approaches); rather, they are used to compensate for
torque to put the helicopter in longitudinal trim so that
coordinated flight (that is, neither slipping nor skidding)
can be maintained. The cyclic control is used to change

eading by making a coordinated turn to the desired
direction.

Fioure 30.—Throttle control: Rotating the throttle outboard
(viewed from the top) increases RPM: rotating it inboard
decreases RPM. ’

The thrust of the tail rotor is dependent upon the pitch
angle’of the tail rotor blades and, to a certain extent, upon
the main rotor RPM. (For this particular discussion, we
will assume that the main rotor RPM remains constant.)

_The pitch angle of the tail rotor blades determines the size

of the bite of air the blades take as they rotate. The tail
rotor may have a positive pitch angle, that is, the rotor
bites the air to the right which tends to pull the tail to the
right; or it may have a negative pitch angle in which case
the rotor bites the air to the left, tending to puI.I the tail

"to the left; or it may have zero pitch, in which case it

produces no thrust in either direction.

With the right pedal moved forward, the tail rotor
either has a negative pitch angle or a small positive pitch
angle—the farther forward the right pedal is, the larger
the negative pitch angle; the nearer the right pedal is to
the neutral position, the more positive pitch angle the tail
rotor will have; and somewhere in between, the tail rotor

‘will have a zero pitch angle. As the left pedal is moved

forward of the neutral position, the positive pitch angle of
the tail rotor increases until it becomes maximum with
full forward displacement of the left pedal. ]

With a negative pitch angle, the tail rotor thrust is
working in the same direction as torque reaction of the
main rotor. With a small positive pitch angle, the tail
rotor does not produce sufficient thrust to overcome the
torque effect of the main rotor during cruising flight.
Therefore, if the right pedal is displaced forward of neu-
tral during cruising flight, the tail rotor thrust will not
overcome the torque effect and the nose will yaw to the
right (fig. 31 left).

With the pedals in the neutral position, the tail rotor
has a medium positive pitch angle. In medium positive
pitch, the tail rotor thrust approximately equals the torque
of the main rotor during cruising flight, so the helicopter
will maintain a constant heading in level flight (fig. 31
center).

With the left pedal in a forward position, the tail rotor
is in a high positive pitch position. In a high positive pitch
position, tail rotor thrust exceeds the thrust needed to over-
come torque effect during cruising flight so the helicopter
nose will yaw to the left (fig. 31 right).

The above explanation is based on cruising power and
airspeed. Since the amount of torque is dependent on the
amount of engine power being supplied to the main rotor,
the relative positions of the pedals required to counteract
torque will depend upon the amount of power being used
at any time. In general, however, the less power being
used, the greater the forward displacement of the right
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NEGATIVE OR LOW

TAIL MOVES - POSITIVE PITCH

MEDIUM HIGH POSIT”

POSITIVE PITCH PITCH TAIL MOVES
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%

.

Fioure 31.—Tail rotor pitck angle and thrust in relation to pedal positions during cruising flight.

pedal that is required; the greater the power heing used,
the greater the forward displacement of the left pedal.

The maximum positive pitch angle of the tail rotor is
generally somewhat greater than the maximum negative
pitch angle available. This is because the primary pur-
pose of the tail rotor is to counteract the torque of the
main rotar. The capability for tail rotors to produce
thrust to the left {negative pitch angle) is necessary be-
cause, during autorotation, the drag of the transmission
tends to yaw the nose to the left—in the same direction
that the main rotor is turning.

Cyclic pitch control

As discussed previously, the total lifi-thrust force is
always perpendicular to the tip-path planc of the main

rotor.  When the tip-path plane is tilted away from the

horizontal, the lift-thrust force is divided into two com-
ponents—the horizontal acting force, thrust; and the up-
ward acting force, lift (fig. 11). The purpose of the
cyclic pitch control is to tilt the tip-path plane in the direc-
tion that horizoatal movement is desired. The thrust
component then pulls the helicopter in the direction of
rotor tilt.  The cyclic contral has no effect on the magni-
wde-of the total lift~thrust force, but merely changes the
direction of this force, thus controlling the attitude and
airspeed of the helicepter. 4

The rotor disc tilts in the direction that pressure is ap-

plicd to the cyclic.  If the cyclic stick is moved forward, the

«
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rotor disc tilts forward; if the cyclic is moved aft, the
rotor disc tilts aft, and so on (fg. 32). ’

So that the rotor dist will always tilt in the direction
that the cyclic stick is displaced, the mechanical linkage
between the cyclic stick and the rotor (through the swash
plate) niust be such that the maximum downward deflec-
tion of the blades is reached in the direction the stick

- is displaced and maximum upward deflection is reached
in the opposite direction. Otherwise, the pilot would have
a difficult job of relating the direction of cyclic stick
displacement to the rotor disc tile. This is accomplished
through the mechanical linkage which decreases the pitch
angle of the rotor blades .90° before they reach the direc-
tion of displaccment of the cyclic stick and increases the
pitch angle of the rotor blades 90° after thiey pass the
direction of displacement of the cyclic stick.  Any in-
crease in pitch angle increases the angle of attack; any
decrease in pitch angle decreases the angle of attack.

For example, as the cyclic stick is displaced forward,
the angle of attack is decrensed as the rotor blades pass the
90° position to the pilols right and is increased as the
blades pass the 90° position to the pilot’s left. Because
of gyroscopic precession, maximum downward deflection
of the rotor blades is forward and maximum upward de-
fection is aft, causing the rotor disc to tilt forward in the
same direction as cyclic stick displacement. A similar
analysis could be made for any direction of displacement
of the cyclic stick.
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Ficure 32.—Relationship of cyclic stick position to rotor disc positiol
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Chapter 5. OTHER HELICOPTER COMPONENTS AND
~ THEIR FUNCTIONS

In the preceding chapter, the control system and its
functions were discussed in detail. In this chapter, some
of the other components and their functions will be dis-
cussed briefly to give the reader some familiarity with the
aircraft he will be flying.

TRANSMISSION SYSTEM

The transmission system transmits engine power to
the main rotor, tail rotor, generator, and other accessories.

The engine of a helicopter must operate at a relatively
high speed while the main rotor turns at a much lower
speed. This speed reduction is accomplished through re-
duction gears in the transmission system and is generally
somewhere between 6 to 1 and 9 to 1 (that is, between 6
and 9 engine RPM’s to 1 main rotor RPM). In a heli-
copter with a 6 to 4 ratio, if the engine turns at 2770
RPM, the main rotor turns at 450 RPM. With a 9 to 1

. ratio, if the engine turns at 2700 RPM, the main rotor

turns at 300 RPM. When the rotor tachometer needle and
the engine tachometer needle are superimposed over each
other (fig. 29), the ratio of the engine RPM to the rotor
RPM is the same as the gear reduction ratio.

CLUTCH

In the conventional airplane, it is standard practice to
have the engine and the propeller permanently connected.
The propeller serves as a flywheel; there is no reason for
the propeller to be at a standstill when the engine is
running. In the helicopter, there is a different relation
between the engine and rotor.

Because of the much greater weight of a helicopter rotor
in relation to the power of the engine than the weight of
a propeller in relation to the power of the engine in an
airplane, it is necessary to have the rotor disconnected from
the engine to relieve the starter load. For this reason, it
is necessary to have a clutch between the engine and rotor.
The clutch allows the engine to be started and gradually
assume the load of driving the heavy rotor system.

The clutch does not provide disengagement of the engine

from the rotor system for autorotation. This is provided
through another device. ’

Centrifugal clutch

In this type of clutch, contact between the inner and
outer parts of the clutch is made by the spring-loaded
clutch shoes. The inner portion of the clutch, the clutch
shoes, is rotated by the engine; the outer portion of the
clutch, the clutch drum, is connected to the main rotor
through the transmission. At low engine speeds, the
clutch shoes are held out of contact with the clutch drum
by the springs. As engine speed increases, centrifugal
force throws the clutch shoes outward until they contact
the clutch drum and motion is transmitted from the en-
gine drive shaft to the input drive shaft of the transmission.
The rotor starts to turn, slowly at first, but with increasing
speed as the friction between the clutch shoes and drum
increases. Slippage of the clutch will be experienced until
this friction develops sufficiently to drive the drum at
engine RPM. As the clutch becomes fully engaged, the
rotor system will be driven at the equivalent of engine
RPM and the rotor tachometer needle and engine tachom-
eter needle will join or “marry,” that is, one needle will be
superimposed over the other.

The rotor RPM equivalent to the engine RPM depends
upon the gear reduction ratio between the engine and

rotor system for the particular helicopter. {See Transmis-
sion System.)

Friction or belt drive system clutch

This type of clutch is manually engaged by the pilot
through a lever in the cockpit. Power from the engine
drive shaft is transmitted to the transmission drive shaft
by a series of friction discs or belts. With this type of
clutch, it is possible to start the engine and warm it up
without engaging the rotor.

FREEWHEELING UNIT

The freewheeling coupling provides for autorotative
capabilities by automatically disconnecting the rotor system
from the engine when the engine stops or slows below
the equivalent of rotor RPM. When the engine is dis-
connected from the rotor system through the automatic
action of the freewheeling coupling, the transmission
continues to rotate with the main rotor thereby enabling
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Ficure 33.—Various components of the rotor system in one helicopter. -
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the tail rotor to continue turning at its normal rate: This
permits the pilot to maintain directional control during

autorotation.

SWASH PLATE ASSEMBLY

The «wvash platé consists of two primary clements
through which the rotor mast passes (figs. 33, 36, and
37). One element is a disc, linked to the cyclic pitch con-
trol. This disc is capable of tilting in any direction but
does not rotate as the rotor rotates. This nonrotating
disc, olten referred to as the “stationary star”, is attached

by a bearing surface to a second disc, often referred to as

the “rotating star,” which turns with the rotor and is
mechanically linked to the rotor blade pitch horns.

The rotor blade pitch horns are placed approximately
90° ahead of or behind the blade on which they control the
pitch change (figs. 33 and 37). If this were not done,
gyroscopic precession would cause the movement of the
helicopter to be 90° out of phase with the movement of
the cyclic pitch stick, that is, if the cyclic stick were dis-
placed to the right, the helicopter would move forward;
if the cyclic stick were displaced forward, the helicopter
would move to the left, and so on.

The illustration in figure 34 shows the pitch horns 90°
ahead of the blade in the plane of rotation. Figure 37
shows them 90° behind. Whether they are ahead of or
behind the blade will depend on the mechanical linkage
arrangement between the cyclic stick, swash plate, and
pitch horns. Tt might help to understand the relationship
between cyclic stick movement and blade pitch change if
the relationship between cyclic stick movement and the
rotor blade pitch horn is understood. If the pitch horn
is 90° ahcad of the blade, blade pitch decrease takes place
as ‘the pitch horn passes the direction in which the cyclic

CYCUC PITCH

Fioure 34.—Rotor blade pitch horns are located 90° ahead
of or behind (depending on the manufacturer) the rotor
blade so that helicopter reaction will be in the direction of
cyclic stick displacement.

~.stick is displaced. Blade pitch increase takes place as the

pitch horn passes the direction opposite to the displace-
ment. If the pitch horn is 90° behind the blade, blade
pitch. decrease takes place as the pitch horn passes the di-
rection opposite to the displacement of the cyclic stick.
Blade pitch increase takes place as the pitch horn passes
the direction of displacement. In either case, however,
blade pitch decrease takes place 90° ahead of cyclic stick
position and blade pitch increase takes place 90¢ after
passing cyclic stick position. Thus, maximum downward
deflection of the rotor blades occurs in the same dircection
as cyclic stick displacement and maximum upward deflec-
tion occurs in the opposite direction.

As an example, when the cyclic stick is displaced for-
ward, the swash plate nonrotating disc tilts forward and
the swash plate rotating disc follows this forward tilt
(fig. 35). Since the mechanical linkage from the rotating
disc to the rotor blade pitch horns is 90° ahead of or behind
the cyclic pitch change, the pitch angle is decreased as the
rotor blades pass 90° to the pilot’s right and increased as
the rotor blades pass 90° to the pilot’s left. Because of
gyroscopic precession, maximum blade deflection occurs
90° later in the cycle of rotation. Thus, maximum down-
ward deflection of the rotor blades is forward (same direc-
tion as cyclic stick displacement) and maximum upward
deflection is aft, causing the rotor disc to tilt forward in
the same direction as cyclic stick displacement.

MAIN ROTOR SYSTEM

There are three fundamental types of main rotor sys-
tems: fully articulated rotors, semirigid rotors, and rigid
rotors.

Fully articulated rotor systems

Fully articulated rotor systems generally consist of three
or more rotor blades. In a fully articulated rotor system
each rotor blade is attached to the rotor hub by a horizontal
hinge, called the flapping hinge, which permits the blades
to flap up and down. Each blade can move up and down
independently of the others. The flapping hinge may be
located at varying distances from the rotor hub, and there
may be more than one. The position is chosen by each
manufacturer primarily with regard to stability and
control.

Each rotor blade is also attached to the hub by a vertical
hinge, called a drag or lag hinge, that permits each blade,
independently of the others, to move back and forth in the
plane of the rotor disc. This movement is called dragging,
lead-lag, or hunting. The location of this hinge is chosen
primarily with regard to controlling vibration. Dampers
are normally incorporated in the design of this type rotor
system to prevent excessive motion about the drag hinge.
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e - DIRECTION OF ROTATION:

Fiure 35.—Cyclic stick movements are transmitted by a mechanical linkage through the swash plate to the rotor pitch horns
and resuft in a change in the pitch angle of each rotor blade.

The purpose of the drag hinge and dampers is to absorb
the acceleration and deceleration of the rotor blades caused
by coriolis effect. Figure 37 points out the flapping hinges
and drag hinges.

The blades of a fully articulated rotor can also be
feathered, that is, rotated about their spanwise axis. To
put it more simply, feathering means the automatic and
periodic changing of the pitch angle of the rotor blades,

Summarizing then, cach blade of a fully articulated
rotor system can flap, drag, and feather independently of
the other blades.

Semirigid rotor systems

In a semirigid rotor system, the rotor blades are rigidly
interconnected to the hub, but the hub is free to tilt and
rock with respect to the rotor shaft. In this system, only

32

two-bladed rotors are used. The rotor flaps as a unit,
that is, as one blade flaps up, the other blade flaps down
an equal amount.

The hinge which permits the flapping or scesaw effect
is called a teetering hinge (fig. 38). The rocking hinge is
perpendicular to the teetering hinge and parallel to the
rotor blades. This hinge allows the head to rock in re-
sponse to tilting of the swash plate by cyclic pitch control,
thus changing the pitch angle an equal amount on
cach blade—decreasing it on one and increasing it on the
other.

The rotor blades of a semirigid rotor system may or
may not require drag hinges depending on whether the
system is “underslung.” Tn an underslung system, the
rotor blades lie in a plane below the plane containing the
rotor hub pivot point. Because of coning, normal rotor
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Courtesy Beli Helicopter €

and rocking hinges on a two-bladed rotor system.

£ 38.—Tectering

FiGUr
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operating RPM will place the center of mass of the rotor
bladis in approximately the same plane as the rotor hub
pivot point. Consequently, the distance of the center of
mass from the axis of rotation varies very little.  Drag
hinges are not neceded since the hunting action can be
absorbed through blade bending 2nd the movement of
the gimbal in the underslung system.

Collective pitch control changes the pitch of each blade
simultaneously and an equal amount, either increasing the
pitch of both or decreasing the pitch of both.
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Summarizing, a semirigid rotor system can flap and
feather as a unit.

Rigid rotor systems

In a rigid rotor system the blades, hub, and mast are
rigid with respect to each other. In this system, the blades
cannot flap or drag but can be feathered.

Extensive research is being donc in this area and, at the
time of this writing, two makes of rigid rotor helicopters
have received FAA certification.
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Chapter 6. INTRODUCTION TO THE HELICOPTER
FLIGHT MANUAL

[t is the responsibility of each pilot to know all pertinent
information for each helicopter that he flies. The heli-
copter flight manual is designed to provide pilots with a
general knowledge of the particular helicopter and the
information necessary for safe and efficient operation. * Its
function is not to teach a pilot to fly, Lut rather to provide
the best possible operating instructions under most cir-
It is not intended as a substitute for sound
judgment; emergencies or other unforesecen situations may
require modification of the procedures. A thorough un-

cumstances.

derstanding of the contents of the helicopter flight manual .

will enable pilots to complete flights with maximum effi-
ciency and safety.

A helicopter flight manual accompanies each certificated
helicopter.  Although the manual for a particular heli-
copter may contain much information identical to that
contained in the flight manual for other helicopters of the
same make and model, it may also contain information
which is peculiar only to that helicopter, especially weight
and balance information. Helicopter flight manuals are
prepared ‘and furnished by the manufacturers. Much of
the information in them is required by Federal Aviation
Regulation, Part 27, Airworthiness Standards: Normal
Category Rotorcraft. However, manufacturers often in-
clude additional information that is helpful to the pilot
but which is not required.

When the helicopter flight manual contains information
required by regulations that does not appear as placards
in the helicopter, the manual must be carried in the heli-
copter at all times. The statement: “This document must
be carried in the aircraft at all times” will appear some-
where on the manual if such conditions exist.

The information required by regulations to be included
in the helicopter flight manual is generally listed as follows
under chapters, sections, headings, or some similar break-
down:

Operating Limitations
Operating Procedures
Performance Information

Operating limitations

All important operating limitations that must be ob-
served during normal operations are covered in this por-

tion ou the flight manual. This includes airspeed and
rotor limitations, powerplant limitations, weight and load-
ing distribution, flight crew, type of operation, and un-

~ usable fuel if the unusable supply in any tank exceeds

1 gallon or 5 percent of the tank capacity. A brief dis-
cussion of each of these, along with actual examples
excerpted from various FAA-approved helicopter flight
manuals follows,

Airspeed limitations—Required information includes
those limiting airspeeds which must be shown on the
airspeed indicator by a color coding or must be displayed
in the form of a placard. A red radial line must be
placed on the airspeed iudicator to show the airspeed limit
beyond which operation is dangerous (never-exceed speed
Vie); a yellow arc is used to indicate cautionary operating
ranges; and a green arc is used to indicate safe or normal
operating ranges. Here are excerpts from this portion of
various helicopter flight manuals:

Vi 100 mph from sea level to 2000 feet. Above
2000 feet, decrease V, 3 mph per 1000 feet.
* ok K '
Ve 105 mph sea level to 6000 feet. Above 6000 feet
decrease Vy,e 5 mph per 1000 feet. .
This information is sometimes given in the form of a
chart (fig. 39).

Rotor limitations—Required information in this section
of the manual includes limiting rotor RPM’s and caution-
ary ranges. These limitations are marked on the ta-
chometer by red radial lines and yellow arcs respectively,
with normal operating ranges marked with a green arc.
Here are excerpts from two helicopter flight manuals:

Maximum 370 RPM; minimum 333 RPM.

* ok )
Maximum 500 RPM for 248-40, 46, -53 blades.
Maximum 472 RPM for 248-100, and ~101 blades.
Minimum 400 RPM.

In the latter case, the pilot must know the type of rotor
blade used on his particular helicopter.

Powerplant limitations—Information contained in this
portion must explain all powerplant limitations and the
required markings on the powerplant instruments. This
will include such items as fuel octane rating, idling RPM,
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Fieurt 39.—Chart showing never-cxceed (Vie) speed limits.

operating RPM, manifold pressure, oil pressure, oil tem-
perature, cylinder head temperature, fuel pressure, mix-
ture control and others. See figure 40 for information
contained in one flight manual coricerning instrument
markings.

Weight and loading distribution.—This section must
include rotorcraft weights and center-of-gravity limits, to-
gether with the items of equipment on which the empty
weight is based. This will generally require the inclu-
sion of a chart or greph such as that illustrated in figure 41
" from which the pilot can compute the center-of-gravity
position for any given loading situation. (See pages 45
and 46 for instructions on the use of this chart.)

Flight crew~When a flight crew of more than one
is required, the number and functions of the minimum
fight crew will be described.

Type of operation—Examples of statements appearing
in helicopter fight manuals for light helicopters are:

Basic configuration of the helicopter permits its use
as a two-place aircraft. Tk basic helicopter is ap-
proved for VFR operations.

* 0k ok

Basic configuration of the helicopter permits its use

as a three-place aircraft. _ ’
Unusable fuel —If the unusable fucl supply in any tank
exceeds 1 gallon or 5 percent of the tank capacity, which-
evcr is the greater, a warning shall be provided to indicate
to the flight personnel that when the quantity indicator
reads zero the remaining fuel in the tank cannot be used

for flight.

Operating procedures

This section of the manual contains information con-
cerning normal and emergency procedures, takeofl and
tanding procedures, appropriate airspeeds peculiar to the
rotorcraft’s operating characteristics, and other pertinent
information necessary for safe operation. This section may
include, but not necessarily all, the following procedures:
a preflight checklist; before starting engine, starting,
warmup, and shutdown procedures; inflight procedures;
and such emergency procedures as engine failure, tail
rotor failure, hydraulic boost failure, ditching with and
without power, and others. The following is an excerpt
from one flight manual on the emergency procedure to
use in case of engine failure.

TABLE OF INSTRUMENT MARKINGS
Rotor Yellow Arc 200 to 230 RPM|
Tachometer |Red Line “ 333 RP
Green Arc 333 to 370 RP
Red Line 370 RP
[Engine Red Line " 3000 RP
Tachometer |Green Arc 3000 to 3200 RP
Red Line 3200 RP
Airspeed
Indicator Red Line 105 MPH
anifold Yellow Arc | 24.0 to 27.4 in. Hg.
ressure Red Line 27.4 in, Hg |
age
Eil Temp Red Line 40°(Q
ngine Green Arc 40° to 107°Q
Red Line 107°Q
0il Temp Green Arc 40° to 130°
Transmisgion{Red Line 130°
Cylinder Red Line 100°C
ead Temp |Green Arc 100° to 2468°C
age Red Line 246°
Engine 0il Red Line 65 PSE
Pressure Green Arc 65 to 85 psl
iGage Red Line 85 psu
Carouretor |Red Line -30°C and + 54°Q
Air Temp Green Arc ~30°C to -2°C
Indicator Yellow Arc -2°C to +32°Q
Green Arc +32°C to +54°C

Courtesy Bell Hellcopter Corporation

Ficurk 40.—Tablc of instrument markings. .~
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o

WEIGHT-POUNDS

Engine failure while hovering or on takeoff be-
low 10 fect: A power failure is indicated by a
sudden yawing of the ship to the left. In the event
of such failure, do not reduce collective pitch. Ap-
ply right pedal to prevent excessive yawing. Ap-
ply collective pitch as necessary in order to cushion
landing,

. Engine failure during takeoff; altitude above 10

feet, below 500 feet: Caution: In order to effect a
safe autorotation landing in the event of engine
failure, takcoff operation should be conducted in
accordance with the restrictions shown on Height-
Velocity diagram. In the event of power failure
during takeoft, the collective pitch must be initially
lowered in order that the rotor speed may be main-
tained. The amount and duration of collective
reduction  depends upon the height above the
ground at which the engine faiture occurs. As the
ground is approached, back cyclic and collective
should be used as reeded to decrease forward and
vertical velocity.  Ground contact should be es-
tablished in alevel attitude. -

. Engine failure above 500 fect altitude:

a. Enter normal autorotation.
b. Establish a steady glide of 61 to 63 mph 1AS.
c. At an altitude of about 50 fect, begin to steadily

apply back cyclic stick to decrease forward

speed.

d. At approximately 10 feet, coordinate collective
pitch with aft movement of cyclic stick to
cushion landing. At ground contact, a level
landing on the skid is accomplished.

e. Avoid rapid lowering of collective pitch.

f. In event of enginc failure at night, do not turn
on landing light above 1,000 feet above terrain
in order to prescrve battery power.

The emergency procedure just given is excerpted from

the helicopter flight manval for one model of helicopter

and should be used only for that particular model.

Check the helicopter flight manual for each model of heli-

copter you fly to obtain the procedure to use in case of
engine failure.

1

Performance informaution

This section should include information concerning (1)
steady rates of climb and hovering ceilings together with
the corresponding: airspeeds and other pertinent informa-
tion, including the calculated effect of altitude and tem-
perature; (2) maximum wind allowable for safe operation
near the ground; and (3) sufficient information to outline
the limiting heights and corresponding speeds for safc
landing alter power failure. -

The chart in figure 42 is an example taken from one
manual from which rates of elimb and best rate of climb
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Ficure 41.—Loading chart.
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airspeed can be computed. It can be used to compute
the rate of climb for various density altitudes. The steps
are as follows:

1. Compute the density altitude for the temperature/

pressure altitude conditions by using a density altitude -

chart (fig. 51). Some flight manuals contain density
altitude charts.

2. Locate the resulting density altitude along the left
side of the chart (fig. 42), move horizontally from this
point to the diagonal line, then vertically downward to
the bottom line where the rate of ciimb in feet per minute
is read. For example, if the computed density altitude is
1,000 feet, the rate of climb should be 1,250 feet per
minute. ’

3. The best rate of climb airspeed can be found by mov-
ing horizontally from the density altitude point to the
diagonal line in the chart on the right side, then moving‘
vertically downward to the bottom line where the air-
speed giving the best rate of climb in miles per hour can
be read. In the example given in 2 above, it is approxi-
mately 57 MPH. At a density altitude of 8,500 feet, the
best rate of climb airspeed is approximately 50 MPH and
the rate of climb is approximately 425 feet per minute.

Maximum allowable wind for safe operations near the
ground will be noted by a statement in most flight manuals
similar to the following (excerpted from two helicopter

flight manuals):
it
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Ficure 42.—Rate of climb and best rate of climb speed chart.
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Figure 43.—Airspeed vs. ahitude limitations chart,

Rearward flight or hovering downwind can be con-
ducted up to speeds of 23 mph IAS. Maximum
possible operating wind velocities have not been

established.

L B

The maximum wind in which cross-wind takeoffs
and landings and cross-wind and tail-into-the-wind
hovering is safe is 20 mph; however, this is not to be
considered the limiting value for flight as normal
takeoffs, landings, and other maneuvers made close
to the ground which do pst require turning more
than 45 degrees out of the wind may be made in much
higher winds with the upper limit depending on
experience and skill of the pilot.

Limiting heights and corresponding speeds for safe
landing after power failure are generally incorporated in
a chart called the Airspeed vs. Altitude Limitations Chart
but often referred to as the Height—Velocity Curve or Dia-
gram. This chart generally appears in the performance
section of the helicopter flight manual, but occasionally
may be found in the Operating Limitations section. Tig-
ures 43 and 44 represent such charts. These charts will
be discussed in detail in a later chapter.

Placard information

All helicopters will generally have one or more placards
displayed in conspicuous places that have a direct and im-
portant bearing on safe operation of the helicopter.
These placards will generally appear in the helicopter
fiight manual in the operating limitations section under
the heading of “Placards.” Here are some examples from
‘various flight manuals:
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The following placard is installed on the baggage com- APPROVED ROTORCRAFT FLIGHT MAN-

partment door. UAL.
MAXIMUM BAGGAGE WEIGHT 50 POUNDS. *oxox
SEE FLIGHT MANUAL FOR WEIGHT AND SOLO FLIGHT PROHIBITED FROM LEFT
BALANCE DATA. . SEAT.
* % K A thorough understanding of the contents of the heli-

THIS HELICOPTER TO BE OPERATED IN  copter flight manual for the helicopter you fly will enable
COMPLIANCE WITH THE OPERATING you to complete flights with maximum efficiency and
LIMITATIONS SPECIFIED IN THE FAA-  safety.

400
)i
300 ‘ UNSHADED AREA SAFE FOR
AUTOROTATION LANDINGS |
ALTITUDE
FEET
200
100
0
0 20 40 60 80 100

M.P.H.

Courtesy Bell Helicopter Corporation

Ficure 44.—Airspeed vs. altitude limitations chart.
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Chapter 7. WEIGHT AND BALANCE

All helicopters are designed for certain limit loads and
Lalance conditions. The pilot is responsible for making
sure that the weight and balance limitations are met before
takeoff. Any pilot who takes off in a helicopter that is
not within the designed load and balance condition is
not only violating the FAA regulations but is inviting
disaster.

Three kinds of weight must be considered in the load-
ing of every helicopter. These are empty weight, useful
load, and gross weight.

Empty weight—The weight of the helicopter including
the structure, the powerplant, all fixed equipment, all
fixed ballast, unusable fuel, undrainable oil, total quantity
of engine coolant, and total quantity of hydraulic fluid.

Useful load (payload)—The weight of the pilot, pas-
sengers, baggage (including removable ballast), usable
fuel, and drainable oil.

Gross weight.—The empty weight plus the useful load.

Maximum gross weight—The maximum weight for
which the helicopter is certificated for flight.

Some helicopter manufacturers use the term “basic
weight” in determining the weight and balance of their
helicopters. It includes the empty weight, as just defined,
plus the weight of the drainable oil. Whenever the term
“basic weight” is used in this handbook, it should be under-
stood that this is the meaning. The term is not used in
Federal Aviatica Regulation, Part 27, Airworthiness
Standards: Normal Category Rotorcraft.

Although a helicopter is certificated for a specified maxi-
mum gross weight, it will not be safe to take off with
this load under all conditions. Conditions that affect take-
off, climb, hovering, and landing performance may re-
quire the “off loading” of fuel, passengers, or baggage to
some weight less than maximum allowable. Such condi-
tions would include high altitudes, high temperzatures, and
high humidity, the combination of which determines the
density altitude at any given place. Additional factors to
consider are takeoff and landing surfaces, takeoff and
landing distances available, and the presence of obstacles.

Because of the various adverse conditions that may
exist, many times the helicopter pilot must decide the
needs of the type mission to be flown and load his heli-
copter accordingly. For example, if all seats are occupied
and maximum baggage is carried, gross weight limitations

may require that less than maximum fuel be carried. On
the other hand, if the pilot is interested in range, he may
elect to carry a full fuel load but fewer passengers and less
weight in baggage.

Balance

Not only must the pilot consider the gross weight of his
helicopter, he must also determine that the load is ar-
ranged to fall within the allowable center-of-gravity range
specified in the helicopter weight and balance limitations
contained in the helicopter flight manual. The center of
gravity, often referred to as the “CG,” is the point where
the helicopter is in balance—the point at which all the
weight of the system is considered to be concentrated.
If the helicopter were suspended by a string attached
to the center-of-gravity point, the helicopter. fuselage
would remain parallel to the ground much as a perfectly
balanced teeter-totter (seesaw). The allowable range in
which the CG may fall is referred to as the CG range.
The exact location and length of this range is specified
for each helicopter, but it usually extends a short distance
fore and aft of the main rotor mast. For most types of
helicopters, the location of the CG must be kept within
much narrower limits than in airplanes—less than 3 inches
in some cases. '

The ideal condition is to have the helicopter in such
perfect balance that the fuselage will remain horizontal
in hovering flight, with no cyclic pitch control necessary
except that which may be made necessary by wind. The
fuselage acts as a pendulum suspended from the rotor.
Any change in the center of gravity changés the angle
at which it hangs from this point of support. If the
center of gravity is located directly under the rotor mast,
the helicopter hangs horizontal; if the center of gravity
is too far aft of the mast, the helicopter hangs with nose
tilted up; and if the center of gravity is too far forward
of the mast, the nose tilts down (fig. 45). Out of balance
loading of the helicopter makes control more difficult and
decreases maneuverability since cyclic stick” travel is re-
stricted in the direction opposite to CG location. Because
helicopters are relatively narrow and high sideward speeds
will not be attained, lateral balance presents no problems
in normal flight instruction and passenger flights, al-
though some light helicopters specify the seat from which
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solo flight will be made. However, if external loads are
carried in such a position that a large lateral displacement
of the cyclic stick is required to maintain level flight, fore
and aft cyclic stick movement will be very limited.

CG forward of allowable limits

This condition may arisc in a two-place helicopter when
a heary pilot and passenger take off withoat baggage or
proper ballast located aft of the rotor mast. The condi-
tion will become worsc as the flight progresses due to fucl
consumption, if the main fuel tank is also located aft of
the rator mast.

The pilot will recognize this condition after coming to
a hover following a vertical takcoff. The helicopter will
have a nosedow attitude and an excessive rearward dis-
placement of the cyclic stick will be required to maintain
a hover in a no-wind condition if hovering flight can be
maintained at all (fig. 43). Flight under this condition
should not be continued since the possibility of running
out of rearward cyclic control will increase rapidly as fucl
is consumed, and the pilor may find it impossible to de-
celerate sufficiently to bring the helicopter to a stop.  Also,
in case of cngine failure and the resulting autorotation,

sufficient cyelic control may not be available to flare prop--

erly for the landing.

* Hovering into a strong wind will make this condition
less easily recognizable since less rearward displacement
of ike cyclic control will be required than when hovering
in a no-wind condition, Therefore, in determining if a
critical balance condition exists, the pilot should consider
the wind velocity in which he is hovering and its relation
to the rearward displacement of the cyclic stick. '

CG aft of maximum limits
Without proper ballast in the cockpit, this condition

‘may arise when (1) a lightweight pilot takes off solo with

a full load of fuel located aft of the rotor mast: (2) a
lightweight pilot takes off with maximum baggage allowed
in a baggage compartment located aft of the rotor mast:
or (3) a lightweight pilot takes off with a combination
of baggage and substantial fuel where both arc aft of the
rotor mast. .

The pilot will recognize this condition after coming to
a hover following a vertical takeoff. The helicopter wili
have a tail-low attitude and an excessive forward displace-
ment of the cyclic stick will be required to maintain a
hover in a no-wind condition if a hover can be maintained
at all. If there is a wind, an cven greater forward dis-
placement will be required.

If flight is continued in this condition, the pilot may
find it impossible to fly in the upper allowable airspeed
range due to insufficient forward cyclic displacement to
maintain a nose-low attittde. This particular condition
may become quite dangerous if gusty or rough air accel-
erates the helicopter to a higher airspeed than forward
cyclic control will allow. The nose will start to rise and
full forward cyclic stick may not be sufficient to hold it
down or to lower it once it rises. '

Weight anc balance information

When a helicopter is delivered from the factory, the
empty weight, empty weight CG, and uscful load for
cach particular helicopter arc noted on a weight and bal-
ance data sheet included in the helicopter flight manual.
These quantities will vary for different helicopters of a
given series depending upon changes or variations in the
fixed cquipment included in each helicopter when de-
livered. '

If, after delivery, additional fixed equipment is added,
or if some is removed, or a major repair or alteration is

made which may affect the empty weight, empty weight

Figuri 45.—Effect of center of gravity on cyclic stick position and helicopter attitude during hovering flight.
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CG, or useful load, the weight and balance data must be
revised to reflect these new values, All weight and bal-
ance changes will be entered in the appropriate aircraft
record. This generally will be the aircraft logbook. The
latest weight and balance data should be used in comput-
ing all loading problems,

Sample weight and balance problems

In loading a helicopter for RAight the problemris't'wo-
fold:

® Is the gross weight within the maximum allowable
gross weight?

® Does the helicopter meet balance requirements,
i.e., is the CG within the allowable CG range?

To answer the first question, merely add the weight of
the items comprising the useful load (pilot, passcngers,
fuel, oil, and baggage) to the empty weight of the heli-
copter. {Obtain the latest empty weight information from
the appropriate aircraft record.) Then check the total
weight obtained to sce that it does not exceed maximum
allowable gross weight. 1f basic weight is used in comput-
ing weight and balance, then the weight of the cil is in-
cluded with this weight.

To answer the second question, use the loading chart
or loading table in the helicopter flight manual for the

_particular helicopter that is being flown.

Sample problem 1—Determine if the gross weight and
center of gravity are within allowable limits under the

following loading conditions for a helicopter based on
the loading chart in figure 46.

Pounds

Basicweight. .. ... ... ... . .. .. . ... . 1,040
Seat load:

Pilot .......... ... .. 135

Passenger ....... ... . ... e 200

Baggage ....... ... ... ... ... .. ... ... 25

Fuel (30 gallons).. ... ... ... ..... ... .. 180

Sorution: To use the loading chart for the helicopter
in this example, the items comprising the useful load
must be added to the basic weight in a certain order.
The maximum allowable gross weight is 1,600 pounds.

LPownds
Basic helicoprer weighe............... ..., 1,040
Seac load (pilot—135 pounds; passenger—
200 pounds). ... 335
Subtotal . ........... ... ... ... .. 1,375 (point A)
Baggage compartment load. ............... 25
Subtotal ... ... ... ... ... 1,400 (point B)
Fuelload.. ... ...... . .................. 180
Total weight. . ................ ..1.. 1,580 (point C)

The total weight of the helicopter does not exceed the
maximum allowable gross weight. By following the se-
quence of steps (locating points A, B, and C) on the load-
ing chart, it is found that the CG is within allowable limits -
(fig. 46).

Ficure 46.—Loading chart illustrating the solution to sample problems 1 and 2.

Aruitoxt provided by Eic:
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Sample problem 7.—For this example, assume that the
pilot in sample preblem 1 discharges his passenger after
using only 20 pounds of fuel.

Sorution: Pounds
Basic helicopter weighe................... 1,040
Seat load (pilot—135 pounds).............. 135
Subtotal.......... PP 1,175 (point D)
Baggage compartment load................. 25
Subtotal.............. sl 1,200 (point E)
Fuelload..........cooiviiiiiii i 160

1,360 (point F)

Although the total weight of the helicopter is well
below the maximum allowable gross weight, the CG falls
outside of the aft allowable limit as defined by the loading
chart (fig. 46).

This example illustrates the importance of reevaluating

’fbtal weight. ORISR -

the balance problem in a helicopter whenever a change is
made in the loading. In most airplanes, the discharging
of a passenger would have little effect on the CG. Be-
cause of this fact, the airplane pilot may not be aware of
the critical loading problems that he must constantly
keep in mind as a helicopter pilot. If the pilot in this
example takes off again after discharging his passenger,
he will find that he has insufficient forward cyclic stick
displacement to hover in a strong wind; it may be im-
possible to fly in the upper airspeed range due to insufficient
forward cyclic displacement to maintain a nose-low atti-

100 —

tude; and a dangerous situation will exist if gusty or rough
air accelerates the helicopter to a higher airspeed than
forward cyclic control will allow,

Just the opposite situation from that illustrated by
sample problems 1 and 2 could exist if a very heavy pilot
proceeded solo on a flight until a substantial amount of
fuel was used then stopped to pick up a very h.avy pas-

»r and proceeded on his flight without refueling.

:g the solo portion of the flight, the helicopter CG
v..uid be within allowable limits. During the second
portion of the flight with the passenger, the CG would
be forward of allowable limits. If this pilot did take off
with the passenger in this example, he would find that he
had insufficient rearward cyclic stick displacement to slow
the aircraft to a hover and, in case of an autorotative
landing, insufficient back cyclic stick available to flare
the helicopter for a landing.

Determining the CG without ‘the use of a loading
chart or table

An alternate method of computing the center of gravity
is to use the arm-weight-moment computation method.

" To use this method, we must know the empty weight

and empty weight CG (obtained from the appropriate air-
craft record) or ihe basic weight and basic weight CG, an/!
the weight and distance from the datum line of each por-
tion of the userul load—pilot and passengers, usable fuel,

baggage, and drainable o1l (unless basic weight is used).

rYyrrrrrrtrrTryrTr ot i T et Tttt
0 20 40 60 80 100 120 140
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160 180 200 220 240 260 280

Courtesy Hughes Tool Company, Aireraft Division

Ficure 47 —Datum line forward of helicopter.
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The following formulas will be used:

Weight X arm = Moment
Moment -+ moment = Total Moment
Total moment ‘

St et = CG

Total weight ¢

Some manufacturers choose the dati ~ line at or ahead
of the most forward structural point on e helicopter
in which case all moments are positive. Other manufac-
turers choose the datum line at some peint in the middle
of the helicopter in which case moments produced by
weight ahead of the datum line are negative and moments
produced by weight aft of the datum line are positive. A
sample problem will be shown for each type.

If external loads are carried, this is the method by which
the center of gravity will normally be computed.

Sample Problem 3—For this example, the datum line
is chosen ahead of the most forward structural point on the

helicopter (fig. 47).

Moment
Weight Arm (inch-

Irem (pounds)  (inches)  ponnds)
Basic weight.............. - Lo 101.0 101, 404
Fuel (25 gallons)........... 150 107.0 16, 050
Seatload.................. 330 83.9 27, 687
TOTALS.......... e 1, 484 145, 141
CG—TOHll MOMmeRt — 145’Ml=97.8 inches aft of datum line

" Total weight 1,484

Since the approved center-of-gravity limits are station
95 (95 inches from datum line) and station 100 and the
maximum allowable gross weight is 1,600 pounds, the
helicopter meets the weight and balance requirements for
flight. .

Figures 48 and 49 show how the charts in the heli-
copter flight manual would normally be used to compute
the CG in this helicopter. To compute the CG from these
charts, the first step is to determine the total weight of the
helicopter (in pounds) and the total moment (in thou-
sands of inch-pounds).

1. The empty weight and empty weight CG or basic
weight and basic weight CG are obtained from the latest
weight and balance information in the helicopter flight
manual. In this case, 1,004 pounds and 101.4.

2. The total moments for the fuel load and seat load
are found from the loading chart (fig. 48). Locate the
diagonal line indicating fuel quantities and stations.
Draw a horizontal line from the 25-gallon mark to the
left side of the chart where the moment is read to be 16.

3. Locate the point representing the seat load along the
bottom of the chart. From this point, draw a vertical line
until it intersects the diagonal line marked “Pilot and
Passenger.” From this point of intersection, draw a hori-
lmntal line to the left side of the chart where the moment

ERIC
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is réad as 27.7. Tabulating these results and totaling, we
have the following:

Item Weight Moment (thonsand's
(pounds) of inch-pounds)
Basic weight. .. ....... ... ... 1,004 101. 4
Fuel (25 gallons)...... ... 150 16.0
Seat load:............. .. .. 330 27.7
TOTALS. ............... I, 484 5.1

The second step is to locate the point on the center-of-
gravity chart (fig. 49) represented by the total weight
and total moment just computed. This point falls within
the center-of-gravity envelope; therefore, the helicopter is
loaded within center-of-gravity and weight limits.
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Courtesy Mughes Tool Compainy. Aireraft Division

Ficure 48.—Loading chart.
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Sample Problem 4.~—In this example, the datum line is
chosen at a point in the middle of the helicopter (fig. 50).

Weight = Arm  Moment (inch-pound)

Item (pounds) (inches)  Positive Negative
Empty weight..... 1,820 +6 10,920 .........
Fuel (41 gallons)... 246 +2 492 ...,
Seat load. ......... 330 —31 ..., 10, 230

TOTALS. ...... 2,396 11,412 10, 230

Total moment=11,412—10,230=1,182
_ Total moment _ 1,182 _ 4-0.5 inches aft of datum
Total weight ~ 2,396  line

Since the approved center-of-gravity limits are 3 inches
forward of station 0 to 4 inches aft of station 0, and the
maximum allowable gross weight is 2,850 pounds, the
helicopter meets the weight and balance requirements for
flight. -

Because the total positive moment exceeds the total nega-
tive moment, the center of gravity is aft of the datum
line. Had the negative moment exceeded the positive
moment, the CG would be forward of the datum line.
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Ficure 49.—Center-of-gravity cha.rt.
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Courtesy Rell Helicopter Corporation

Ficure 50.—~Datum line near rotor mast.
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Chapter 8. HELICOPTER PERFORMANCE

Assuming that a helicopter engine and all components
are operating satisfactorily, the performance of the heli-
copter is dependent on three major factors:

® Density altitude (air density)

® Gross weight .

® Wind velocity during takeof, hovermg, and
landing

Air density

Air, like liquids and other gases, is a ﬂ\nd Because
it is a fluid, it flows and changes shape under pressure.
Air is said to be “thin” at high altitudes; that is, there are
fewer molecules per cubic foot of air at 10,000 feet than
at sea level. The air at sea level is “thin” when com-
pared to air compressed to 30 pounds of pressure in an
automobile tire. A cubic inch of air compressed in an
automobile tire is denser than a cubic inch of “free” air
at sea level.

For example, in a stack of blankets, the bottom blanket
is under pressure of all blankets above it. As a result
of this pressure, the bottom blanket may be squeezed

down until it is only one-tenth as bulky as the fuffy .

blanket on top. There is still just as much wool in the
bottom blanket as there is in the one on top, but the wool
in the bottom blanket is 10 times more dense. If the
second blanket from the bottom of the stack were re-
moved, a force of 15 pounds might be required to pull
it out. The second blanket from the top may require
only 1 pound of force. In the same way, air layers near
the earth’s surface have much greater density than air
layers at higher altitudes. The lower the elevation of the
earth’s surface, -the greater the density of the air layers.
For example, the layer of air at sea level would be denser
than the layer of air at the earth’s surface at Denver, Colo.,
at approximately 1 mile above sea level.

The above principle may be applied in flying aircraft.
At lower levels, the rotor blade is cutting through more
and denser air, which offers more support (lift) and in-
creases air resistance. The same amount of power, ap-
plied at higher altitudes where the air is thinner and less
dense, propels the helicopter faster.

Density altitude

Density altitude refers to a theoretical air density which
exists under standard conditions of a given altitude.

C

" crease in altitude.

Standard conditions at sea level are:
Atmospheric pressure—29.92 in. of Hg (inches of
mercury)
Temperature—59° F. (15° C.)

Standard conditions at any higher altitude are based on:

Atmospheric pressure (reduced to sea 1evel)—29.92
in. of Hg

Temperature—59° F. (15° C.) minus 3‘/2 F. (2°
C.) per 1,000 feet elevation

For example, if the. atmospheric pressure (reduced to
sea level) at an airport located 5,000 feet above sea level
is 29.92 inches of mercury and the temperature is 59° —
(3.5°X5)=415° F. (5° C.), the air density is standard
at that altitude. (The actual barometric pressure at an
elevation of 5,000 feet under these conditions would be
approximately 24.92 inches of mercury since atmospheric
pressure decreases approximately 1 inch per 1,000-foot in-
The average temperature decrease
per 1,000-foot increase in altitude is 3.5° F.).
* Figure 51 shows a density altitude chart.
the 5° vertical line along the bottom of the chart, follow
this line vp to its intersection with the 5,000-foot diagonal
line, then follow the horizontal line to the left side of the
chart, we read a density altitude of 5,000 feet.

The four factors which affect density altitude are altitude,
atmospheric pressure, temperature, and moisture content

If we locate

of the air.

Altitude

We have already seen the effects of altitude on air
density in the first section of this chapter. The greater
the elevation of an airport or landing area, the less the
atmospheric pressure and, consequently, the less dense the
air. The less dense the air, the greater the density altitude.
What is the result when operating at a high density alti-
tude? Helicopter performance is decreased (fig. 52).
can be seen from the density altitude chart that, as altitude
increases, density altitude increases.

Atmospheric pressure

The atmospheric pressure at an airport or landing area
at a given elevation can change from day to day—some-
times a very noticeable amount which, when combined
with other factors, could be significant. The lower the
pressure at a given elevation, the less dense the air; the
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Ficurt S1.—Density altitude chart.

less dense the air, the higher the density altitude and, as a
result, the less performance the helicopter will have.

The daily and seasonal variations in atmospheric pres-
sure at a given place will not have as significant effect on
the density altitude as the daily and seasonal variations of
temperature and motsture.

The density altitude chart is based on pressure altitude,
not indicated altitude (fig. 51). To determine the pres-
sure altitude at any given place, if an altimeter is available,
adjust the altimeter setting to 29.92 and read the pressure
altitude directly from the altimeter. However, do not
forget to rese: +he altimeter to the current altimeter setting
if available, or tc field elevation if an altimeter setting is
not available.

50

Temperature

Even when elevation and pressure remain constant,
great changes in air density will be caused by temperature
changes. The same amount of air that occupies 1 cubic
inch at a low temperature will expand and occupy 2, 3,
or 4 cubic inches as the temperature rises. Therefore, as
temperature increases, air becomes less dense, density alti-
tude is increased, and the helicopter performance decreases
(fig. 53). A study of figure 51 easily reveals that, as tem-
perature increases, density altitude increases since the pres-
sure altitude lines slope upward to the right.

We have already used the density altitude chart to find
the density altitude at an elevation of 5,000 feet under
standard atmospheric conditions for that elevation, that is,
atmospheric pressure (reduced to sea level) 29.92 inches
of mercury, temperature 41.5° F, (5° C.).

When the atmospheric pressure, reduced to sea level,
at a given elevation is 29.92, the pressure altitude is the
same as the given elevation.

What would be the density altitude at this same eleva-
tion if the pressure altitude is still 5,000 feet but the tem-
perature is 95° F. (35° C.)? Locate the 35° vertical line
at the bottom of the chart, follow this line up to its inter-
section with the 5,000-foot pressure altitude (diagonal)
line, then move horizontally to the left side of the chart
where a density altitude of 8,400 feet is read. A helicopter
operating at this elevation under these conditions would be
flying in air with a density equivalent to that at the 8,400-
foot level. Therefore, the performance of the helicopter

. would be as though it were flying at the 8,400-foot level

rather than the 5,000-foot level.

" Moisture

When temperature and pressure are constant, changes
in the moisture content of the air will change air density.
Water vapor weighs less than dry air. Therefore, as the
moisture content of the air increases, air becomes less dense;
density altitude is increased with a resultant decrease in
helicopter performance (fig. 54.) The higher the tem-
perature the greater the amount of moisture the air can
hold. Relative humidity, which is expressed as a per-
cent, is the ratio of the amount of moisture in the air to
the amount it is capalle of absorbing at a given tempera-
ture. The moisture content of the air at a relative
humidity of 80 percent and a temperature of 100° F.
will be much greater than with a relative humidity of 80
percent and a temperature of 50° F. The greatest de-
érease in air density (increase in density altitude) due
to moisture content will be at a high temperature.

The density altitude chart (fig. 51) does not take the
1t should

moisture content of the air into consideration.
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Ficurg 52.—Helicopter performance is reduced at high elevations.

be remembered that the acual density altitude can be

much higher than that computed from this chart if the
air contains a high moisture content. The importance of
this added effect of moisture on helicopter hovering
performance will be seen shortly.

High density and low density altitude conditions

The terms high density altitude and low density altitude
should be thoroughly understood. In general, high den-
sity altitude refers to thin air; low density altitude refers
to dense air. Therefore, those conditions that result in
thin air—high elevations, high temperatures, high-
moisture content, or some combination thereof—would be
referred to as high density altitude conditions; those con-
ditions that result in dense air—low elevations, low tem-
peratures, low moisture content, or some combination
thereof—would be referred to as low density altitude con-
ditions. It is important to note that high density altitudes
may be present at low elevations on hot days with high
moisture content in the air,

EFFECT OF HIGH DENSITY ALTITUDES ON
HELICOPTER PERFORMANCE

High elevations, high temperatures, and high-moisture
content, all of which contribute to a high density altitude

conditior, lessen helicopter performance. Because the
difference between the power available and the power
required is so small for a helicopter, particularly in hever-
ing flight, density altitude is of even greater importance
to the helicopter pilot than it is to the airplane pilot.
Helicopter performance is reduced because the thinner
air at high density altitudes reduces the amount of lift
of the rotor blades. Also, the (unsupercharged) engine
does not develop as much power because of the thinner air |
and the decreased atmospheric pressure. '

Hovering flight

High density altitudes reduce the hovering capabilities
of the helicopter (fig. 55). Under any given load con-
dition, the higher the density altitude, the lower the
hovering ceiling; that is, the elevation at which the heli-
copter will be able to hover will be lowered as the density
altitude increases.

Figure 56 gives the hovering ceiling in ground effect
for one helicopter at various gross weights and tempera-
tures both in dry air and air at 80 percent relative humid-
ity. The following previously established points should
be easily recognized from this chart:

1. An Increase in temperature decreases the hovering
ceiling—For example, at 1,600 pounds gross weight in
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Ficure 53.—High temperature reduces helicopter performance. .

dry air, 4> the temperatures increases from —~20° F, to
100° F., the hovering ceiling decreases from 6,700 feet
to 3,000 feet. At 1,600 pounds in 80 percent relative
humidity, as the temperature increases from —~20° F. to
100° F., the hovering ceiling decreases from 6,500 feet to
1,300 feet. '

2. As the amount of moisture in the air increases, the
hovering ceiling decreases—For example, at 1,600 pounds
gross weight and 100° F., as the moisture content changes
from dry air to 80 percent relative humidity, the hovering
ceiling decreases from 3,000 feet to 1,300 feet; at
1,600 pounds:and 20° F., as the moisture changes from
dry air to 80 percent relative humidity, the hovering ceil-
ing decreases from 5,500 feet to only 5,200 feet.

3. The higher the temperature, the greater the amount

" of moisture which the air can hold —At 1600, pounds

gross weight, and temperatures of —20° F., 20° F., 60° F.,
and 100° F., the change in hovering ceiling from dry air
to 80 percent relative humidity is 200 feet, 300 teet, 400
feet, and 1,700 feet, respectively. This indicates that the
amount of moisture in the air at 100° F. and 80 percent

relative humidity is much greater than the amount pres-
ent at 60° F. and below, ’

Figure 57 illustrates the hovering ceiling in ground
effect for temperature and gross weight variations for one
helicopter but does not reflect the effect that moisture
content has on the performance. For example, at a gross
weight of 1,550 pounds and a temperature of 100° F., the
hovering ceiling is a pressure altitude of 4,100 feet.

Takeoff

For any given gross weight, the higher the density alti-
tude at point of departure, the more power that is required
to make a vertical takeoff to a hover (fig, 55). In fact, un-
der certain gross weight and density altitude conditions, a

helicopter may not have sufficient power to lift off verti-

cally in which case, if takeoff is made, it would have to
be a running takeoff.

Figure 58 shows a chart that is used to compute the
takeoff distance. required to clear a 50-foot obstacle under
various gross weight, pressure altitude, and temperature
conditions. A brief study of the chart immediately reveals
the previously established points, that is, as gross weight,
altitude, and temperature increase, the takeoff perform-
ance decreases. This chart is used in the following way:

1. In the first column, Incate the helicopter gross weight,
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Ficure 54.—High humidity (especially on hot days) reduces helicopter performznce.

2. In the second column, opposite the gross weight,
locate the pressure altitude at point of takeoff.

3. Follow this pressure altitude row out to the column
headed by the temperature at point of takeoff.

4. The figure at the intersection of the pressure altitvdce
row and the temperature column is the number of feet
required for this particular helicopter to take off and clear
a 50-foot obstacle.

5. If the gross weight, pressure altitude, or temperature,
or any combination of the three, fa'l between the listed
values, the interpolation process will have to be used to
compute the distance.

Sample Problem 1 —What distance is required to clear
a 50-foot obstacle if the helicopter gross weight is 2,500
pounds, the pressure altitude 1s 6,000 feet and the tem-
perature is 59° F.?

SoLuTioN: ~

1. In the first column, locate 2,500. o

2. In the second column opposite 2,500, locate 6,000.

3. Foilow this 6,000 row out to the column headed
by 59° F. where you read 848,

4. The distance required to clear a 50-foot obstacle
under these conditions then is 848 feet.

Sample Problem 2.—What distance is required to clear
a 50-foot obstacle if t.e helicopter gross weight is 2,850
pounds, the pressure altitude is 5,000 feet, and the tem-
perature is 95° F.? The solution requires interpolation.

SoLuTION:

1. In the first column, locate 2,850.

2. In the second column opposite 2,850, locate the
4,000- and 6,000-foot rows.

3. Follow each of these rows out to the column headed
by 95° F., where you read 1,102 and 1,538, respec-
tively.

4, Since 5,000.feet falls midway between 4,000 and

6,000, we assume that the takeoff distance at this
altitude falls midway between 1,102 and 1,538.
By taking half of the difference of the two distances
and adding it to 1,102 (or subtracting it from 1,538),
the distance required to clear a 50-foot obstacle under
the conditions of the problem is 1,320 feet.

!

Since this chart does not take into consideration the de- -
crease in air density due to moisture content, tzkeoff dis-
tances may be even greater than those computed from the
table.
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Figure 55.—High density altitudes reduce helicopter performance.

Gross Hovering Ceiling Hp - Ft.
Weight ' Temperature

Lbs. Dry Air 80% R. H.

-20°F -28.9°C 6700 6500

20°F -6.7°C 5500 5200

1600 60°F 15.6°C 4300 33900

100°F 37.8°C 3000 ’ 1300

-20°F -28.9°C 8100 : 7900

20°F -8.7°C 7100 ’ 6800

. 1500 60°F 15.6°C 5900 5600

100°F 37.8°C 4800 2900

-20°F -28.9°C : 9900 9700

20°F -6.7°C 8700 - 8400

1400 60°F 15.6°C 7400 7100

100°F 37.6°C 6300 - 4400

-20°F -28.9°C 11700 : 11400

20°F -6.7°C 10400 10100

1300 60°F 15.6°C 9400 9000

100°F 37.8°C . 8200 6100

Courtesy Brantly Helicopter Corporation

Figure 56.—Hovering ceiling (in ground effect) chart.
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Flcum; 57.—Hovering ceiling (in ground effect) chart.

Rate of climb

For any given gross weight, the higher the density alti-
tude, the Jess the rate of climb for any helicopter. Al-
though a helicopter may be able to take off and clear
obstacles close by, higher obstacles farther away may not
be cleared because of this reduced rate of climb.

Figure 59 illustrates the type of chart that is used to
compute the rate of climb for one model of helicopter.
The steps for using this chart are exactly the same as those
listed previously for the takeoff distance chart.

Figure 60 illustrates another type of chart used to com-
pute rate of climb for another model helicopter. To use
this chart, you must follow these steps:

1. Compute the density altitude at the departure point
using the density altitude chart (figure 51).

2. Locate this density altitude along the left side of the
chart (figure 60). _

3. Follow this altitude line horizontally unal it inter-
sects the diagonal line. ' .

4. From this point of intersection, move vertically down-

ward to the bottom of the chart where you read the rate

of climb under the existing conditions.
From the chart to the right in figure 60, you can determine

the best rate of climb airspeed under the various density
aititude conditions. From the density altitude at the left
side of the chart, move horizontally across until the line
intersccts the diagonal line on the right-hand chart.  From
this point of intersection, move vertically downward to the
bottom of the chart where you will read the best rate of
climb speed in miles per hour.

Landing

Because a pilot can hover at his takeoff point with a
certain gross seight, it does not mean that he can hover at
his destination. If his destination is at a higher altitude
and/or a higher temperature and moisture content prevail,
he may not have sufficient power available to hover at his
destination gross weight. The pilot will have to make a
running landing under these conditions.

The pilot should be able to predict whether he will have
sufficient power to hover at his destination through (1) a
knowledge of temperature, relative humidity, and wind
conditions at his destination; (2) the use of charts in the
helicopter flight nianual such as figures 56 and 57; and
(3) by making certain power checks in-flight prior to at-
tempting to land. These power checks will be discussed
later.

Figure 61 illustrates the type of chart that is used to
compute the total landing distance over a 50-foot obstacle
for one mode! of helicopter. The steps for using this chart
are exactly the same as those listed previously for the take-
off distance chart. Notice that the total landing distance
does not vary as much as the total takeoff distance (fig.
118) with equal variations in gross weight, altitude, or tem-
perature. ‘These charts apply to the same helicopter.

EFFECT OF GROSS WEIGHT ON HELICOPTER
PERFORMANCE

We learned earlier that the total weight of a helicopter
is the first force that must be overcome before flight is
possible. Lift is the force that is needed to overcome or
balance this total weight. It is easily seen that the
greater the gross weight of the helicopter, the more lift
that is required to hover. The amount of lift available is
dependent upon the angle of attack at which the rotor
blades can operate and still maintain required rotor RPM.
The angle of attack at which the blades can operate at
required rotor RPM is dependent upon the amount of
power available. Therefore, the heavier the gross weight,
the greater the power required to hover and for flight in
general, and the poorer the performance of the helicopter
since- less reserve power is available (fig. 62); or, to state
it another way, the heavier the gross weight, the lower the
hovering ceiling.
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TAKE-OFF DISTANCE-FEET TO CLEAR 50 FOOT OBSTACLE
AT 50 MPH 3200 RPM

Gross Pressure At At At At
Weight Altitude -13°F 23°F 59°F 95°F
Pounds Feet -25°C -5°C 15°C 35°C
2150 SL 373 401 430 458
2000 400 434 461 491

4000 428 462 494 527

6000 461 510 585 671

8G00 567 674 779 896

2500 SL 531 569 613 652

' 2000 568 614 660 701

4000 611 660 709 759

6000 654 27 848 986

r 8000 811 975 1144 1355
2850 SL 743 806 864 929
2000 R & {4 876 ' 929 1011

4000 861 940 1017 1102

6000 939 1064 1255 1538

8000 1201 1527 - -

Courtesy Bell Helicohter Corporation

Fiéure 58.—Takeoff distance chart.

A study of the hovering ceiling chart (fig. 56) reveals

the following interesting information for one helicopter, °

and this is fairly typical for all helicopters (with unsuper-
charged engines). At 60° F. in dry air, the hovering ceil-
ings for gross weights of 1,300, 1,400, 1,500, and 1,600
pounds are 9,400 feet, 7,490 feet, 5,900 feet, and 4,300 feet,
respectively. An increase of 300 pounds in gross weight
decreases the hovering ceiling by more than half. At
gross weights of 1,300, 1,400, 1,500, and 1,600 pounds at
a temperature of 100° F. in air with a relative humidity
of 80 percent, the hovering ceilings are 6,100 feet, 4,400
feet, 2,900 feet, and 1,300 feet, respectively. In the latter
case, an increase of 300 pounds in gross weight reduces the
hovering ceiling by almost-80 percent. A comparison of
the two examples illustrates vividly the reduction in per-
formance brought about by a combination of heavy grass
- weight and high density altitudes.
Of the three major factors affecting the performance of
a helicopter at high elevations (density altitude, wind, and
gross weight), the pilot can control only the gross weigh.
It should be obvious that the gross weight carried on any
flight must be considered—not only for takeoff under the
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existing density altitude, wind conditions, and power
available at point of departure, but also under the expected
density altitude, wind conditions, and power available at
the landing destination. Smaller amounts of fuel may
be carried to improve performance or to increase useful
load. It must be remembered, however, that this neces-
sitatos a sacrifice in range.

The importance of loading a helicopter within the ap-
proved center-of-gravity limits and the ill effects on per-
formance if this is not properly accomplished, have been
discussed in the preceding chapter. .

EFFECT OF WIND ON HELICOPTER
PERFORMANCE

We have seen earlier that when the horizontal airspeed
of the helicopter reaches approximately 15 miles per hour,
an abrupt increase in lift is experienced. This we called
effective translational lift. Actually, from the moment the
helicopter begins forward flight, translational lift is pres-
ent, but is not very apparent or effective under about 15

miles per hour.



MAXIMUM RATE OF CLIMB
R/C MAX, FEET PER MINUTE AT 50 MPH-3200 RPM
Gross Pressure At At At At
Weight Altitude -25°C -5°C 15°C 35°C
Pounds Feet ~13°F 23°F 59°F 95°F
(1) §(2) (1) ] (2 (1) §(2) (1) §()
2150 SL 1095 J 1235 1065 § 1210 1040 | 1190 1015 1145
2,000 1065 | 1220 1040 | 1155 1015 § 1065 985 -
4,000 1040 § 1085 995 - 910 - 830 -
6,000 9251 -~ 835} - %0 - 675 -
8,000 0] -~ 685] - 600§ - 530 -
10,000 615 -~ 535 - 4551 - 380 -
2500 SL 805 945 780 915 750 885 730 850
2,000 7803 915 750 ] 855 7251 775 705 -
4,000 755] 800 710§ - 630 - 560 -
6,000 650} - 565 - 4851 - 410 -
8,000 5050 -~ 420 - 340 - 265 -
10,000 360 - 275 - 195 - 120 -
2850 SL 560 685 535 ] 660 500] 625 470§ 580
2,000 535§ 660 505] 600 4701 515 435 =
4,000 505) 545 4551 - 351 - 205 -
+ 6,000 400§ - 315§ - 2351 - 155 -
8,000 260 - 175§ -~ 85 - 15 -
10,000 115] - 5] - - - - -
 NOTE:
(1) Continuous Power ,
(2) Two Minute Power Rating d

Courtesy Bell Helicopter Corporation
Ficure 59.—Maximum rate of climb chart.

Translational lift is created by airspeed, not ground-
speed. Therefore, translational lift is also present when
the helicopter is hovering in a wind. If the wind velocity

is 15 miles per hour or more, the helicopter will be ex-

periencing effective translational lift in a hover. Due to
this increased lift, less power will be required to hover
than would be required for hovering in a no-wind con-

dition (fig. 63); or, a greater gross weight could be carried

when takeoff is to be made in a wind exceeding 15 miles
per hour than could be carried if takeoff is to be made
in a no-wind condition.

No-wind conditions increase the amount of power neces-
sary to hover or require that a lighter load be carried.
Thus, no-wind conditions reduce helicopter performance.
Since wind decreases the power required for hovering or
permits taking off or landing with greater loads, helicopter

‘performance is improved. If the wind exceeds 15 miles

§09-304 O~ 73 -5

per hour, performance is improved considerably; how-
ever, wind gusts over 30 to 35 miles per hour may tend
to destroy the additional lift obtained between 15 and 30
miles per hour.

.PRACTICAL METHODS FOR PREDICTING
HELICOPTER PERFORMANCE

" Certain practical methods for predicting helicopter
performance were developed through engineering and
flight tests for a particular model helicopter used by the
Army. These practical methods for this particular heli-
copter are given in this handbook to give the reader a
clearer understanding of factors influencing helicopter per-
formance, and sound principles on which to base flight
decisions. We wish to emphasize the fact that these rules
are for a particular helicopter used by the Army and the
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Figure 60.~Rate of climb and best rate of climb spewd chart.

acal figures will apply only to this particular helicopter.
Even though such practical aids are developed for a heli-
copter, they should nut be used as substitutes for experi-
ence and good judgment.

Manifold pressure and payload

“ Tests on this particular helicopter showed that 1 inch

of manifold pressure was equivalent to 6 horsepower
(hp), and that 1 hp would lift 13.5 pounds of weight
while hovering. When combined, these two facts give
rise to this practical rule:

Rule No. 1—One inch of manifold pressure will lift §0
pounds of poyloud.

With this knowledge, the pilot can obtain an estimate
of the addition 1l weight he can safely carry to be able to
hover and then to enter flight. This rule may be applied
before landing at destination in this manner:

1. Momentarily apply full throttle at 100 feet, or less,
above the ground and determine the maximum manifold
pressure that can be obtained. This will be approxi-
muately equa! to the maximum manifold pressure avail-
able for takeoff. :

2. While hovering, check manifold pressure required
for the hover.

RICss
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3. Find the difference between maximum available
manifold pressure and manifold pressure required to
hover.

4. The difference in manifold pressure changed into its
equivalent in weight (1 inch of manifold pressure is
cquivalent to 80 pounds) gives the approximate addi-
tional payload which can be carried to lift to a hover for
safe takeoff.

Temperature, winds, altitude, and gross weight are in-
cluded in the above practical method for this particular
helicopter and need not be considered separately.

Manifold pressure and hovering ceiling ’

By using available manifold pressure to determine
hovering ceiling, a pilot can predict whether or not he
can hover at a destination.

Rule No. 2—If wind velocity at point of intended land-
ing is approximctely the same as at point of takeoff, and
the flight is madv within the same air mass (no radicai
temperature change), for each inch of manifold pressure
in excess of that required to hover, add 1,000 feet to the
point-of-takeoff altitude. This computed altitude will
represent the approximate hovering ceiling.

This practical rule may be applied as follows:
1. Check manifold pressure at a normal hover prior to
eparture.
2. While hovering, momentarily apply full throttle and
note the maximum manifold pressure available.
3. The difference in these two manifold pressure read-
ings is equivalent to 1,000 feet altitude per inch of excess
manifold pressure. This additional altitude added to the

_point-of-takeoff altitude will give the maximum altitude
(above sea level) at which the helicopter may be hovered

(m ground effect).
Payload and wind

In winds from 0 to about 15 miles per hour, the hover-
ing ceiling of the helicopter will increase about 100 feet
for each mile per hour of wind. In winds from about 15
MPH to 26 MPH, the hovering ceiling will increase about
350 feet for each mile per hour of wind.

- Rule No. 3—The payload may be increased 8 pounds for

each mile per hour of wind from O to 15 miles per hour,

or may be increased 28 pounds for each mile per hour
of wind from 15 mph to 26 mph.

Hovering and skid height

The hovering altitude over level terrain for this par-
ticular helicopter is ideal with a skid clearance of approxi-
mately 4 feet (height of skid above the ground). Vari-
able hovering altitudes, due to obstacles cr rough terrain,
have a decided effect on helicopter performance in deter-



TOTAL LANDING DISTANCE IN FEET OVER 50 FOOT OBSTACLE
POWER-OFF AT 50 MPH

Gross Pressure At At At At
Weight Altitude -25°C -5°C 15°C 35°C
Pounds Feet -13°F 23°F 59°F 95°F
2150 SL 243 253 265 277
2000 253 267 278 293
4000 264 278 294 319
6000 218 293 310 327
8000 293 310 330 350
2500 SL 248 258 270 282
2000 258 272 283 298
4000 269 283 299 314
6000 283 298 315 332
8000 298 316 335 355
2850 SL 282 294 307 . 320
2000 293 309 32 338
4000 306 322 340 357
6000 322 340 358 378
8000 340 359 380 403

Courtesy DBeil Helicopter Corporation

Ficure 61.—Landing distance chart.

mining hovering ceiling and payload. These effects are
best estimated as follows: ~
Rule No. 4—(1) To hover under 4 feet, add 300 feet to
the hovering ceiling ar 24 pounds to the payload for
each 6 inches of decrease in skid height from the 4-foot
hover. )
(2} To hover between 4 feet and 10 feet, subtract 300
feet from the hovering ceiling or 24 pounds from the
payload for each foot of increase in skid height.

Hovering ceiling and gross weight
The hovering ceiling will vary in proportion to the gross
weight of the helicoptér. To determine hovering ceiling
for a known gross weight, apply the following rule:
Rule No. 5—(1) A 100-pound REDUCTION in gross
weight increases hovering teiling in or out of ground
effect about 1,300 feef.
{2) A 100-pcund INCREASE in gross weight decreases
hovering ceiling about 1,300 feet.
Service ceiling and gross weight
The service ceiling- of the helicopter varies with gross
weight. (For all practical purposes, service ceiling is the
maximum obtainable altitude.) To determine the effects
of gross weight on service ceiling, apply the following rule:
Q
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Rule No. 6—~A 100-pound DECREASE in gross weight
adds 800 feet to the service ceiling, and, conversely, a
100-pound INCREASE in gross weight reduces the service
ceiling 8OO feet.
We wish to re-emphasize that these rules are for one
particular helicopter used by the Army and the actual

figures will apply only to this helicopter.

BRIEF SUMMARY

A thumbnail summary of this chapter might be as -
follows: v

1. The most favorable conditions for helicopter per-
formance are the combination of a low-density altitude,
light gross weight, and moderate to strong wind (fig. 64).

2. The most adverse conditions for helicopter per-
formance are the combination of a high-density altitude,
heavy gross weight, and calm or no wind (fig. 64).

3. Any other combination of density altitude, gross
weight, and wind conditions falls somewhere between the
most adverse conditions and the most favorable condi-

tions.
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FiGure 62.—Heavy loads (high gross weights) decrease helicopter performance.
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Chapter 9. SOME HAZARDS

Retreating blade stall

A tendency for the retreating blade to stall in forward
flight is inherent in all present-day helicopters, and is a
major factor in limiting their forward airspeed. Basically,
the stall of the wing limits the low airspeed capabilities
of the airplane. The stall of a rotor blade limits the high
airspeed potential of a helicopter. The airflow over the
retreating blade of the helicopter slows down as forward
airspeed of the helicopter increases; the airflow over the
advancing blade speeds up as forward airspeed increases.
The retreating blade must, however, produce the same
amount of lift as the advancing blade. Therefore, as the
airflow over the retreating blade decreases with forward
airspeeq, the blade angle of attack must be increased to
help equalize lift throughout the rotor disc area. As this
increase in angle of attack is continued, the retreating
blade will stall at some high forward airspeed. The ad-
vancing blade has relatively low angles of attack and is
not subject to blade stall. Blade stall occurs during
powered flight at the tip of the retreating blade, spread-
ing inboard as forward airspeed increases. Retreating
blade stall does not occur in normal autorotations.

When operating at high forward airspeeds, the follow-
ing conditions are most likely to produce blade stall:

1—High gross weight.
2—Low RPM.

3—High density altitude.
4—Steep or abrupt turns.
5—Turbulent air.

The major warnings of approaching retreating blade
stall conditions in the order in which they will generally
be experienced are:

l—Abnormal 2 per revolution vibration in two-bladed
rotors or 3 per revolution vibration in three-bladed rotors.

2—Pitchup of the nose. )

3—Tendency for the helicopter.to roll in the direction

- of the stalled (left) side.

At the onset of blade stall vibration, the pilot should
take the following corrective measures:

1—Reduce collective pitch.
2—Increase rotor RPM.:

OF HELICOPTER FLIGHT

3—Reduce forward airspeed.
4—Minimize mancuvering.

When operating under flight conditions likely to pro-
duce blade stall, a helicopter may quickly advance into
severe blade stall by a steep turn, pullup, or other abrupt
maneuver. The stall reaction will be rapid and violent.
The vibrations, pitchup, and roll tendencies of the heli-

copter will present a serious threat to helicopter control

and structural limitations. When flight conditions are
such that blade stall is likely, extreme caution should be
exercised when maneuvering.

As the altitude increases, the never-exceed airspeed (red
line) for most helicopters decreases. Figure 65 shows a
chart from the helicopter flight manual for one model from
which the V. (never exceed) speed can be determined
for the various altitudes. At sea level, Vi, is 86 miles
per hour; at 6,000 feet and 2500 RPM, it is 65 MPH;
and at 6,000 feet and 2700-2900 RPM, it is 78 MPH.

." This chart immediately points up the effect that rotor RPM

has on the airspeed at which retreating blade stall is ex-
perienced.
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FiGURE 65.—Chart showing never-exceed (Vne) speed limits.
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Settling with power

This condition of flight is sometimes described as set-
tling in your own downwash. It involves high vertical rates
of descent and the addition of more power produces an
even greater rate of descent. The helicopter is descending
in turbulent air that has just been accelerated downward
by the rotor. Reaction of this air on rotor blades at high
angles of attack stalls the blades at the hub (center of the
rotor) and the stall progresses outward along the blade as
the rate of descent increases. The following combination
of conditions are likely to cause settling with power:

1—A vertical or nearly vertical descent of at least 300
feet per minute.  Actual critical rate depends on the gross

weight, RPM, density altitude, and other pertinent factors.

2—The rotor system must be using some of the avail-
able engine power (from 20 to 100 percent).

3—The horizontal velocity must be no greater than -

approximately 10 miles per hour.

A pilot may experience settling with power accidentally.
Situations that are conducive to a settling-with-power
condition are:

1—Attempting to hover out of ground effect at altitudes
above the hovering ceiling of the helicopter;

2—Attempting to hover out of ground effect without
maintaining precise altitude control; or

3—A steep power approach in which airspeed is per-
mitted to drop nearly to zero.

In recovering from a settling-with-power condition, the
tendency on the part of the pilot to first try to stop the
descent by increasing collective pitch will result in in-
creasing the stalled area of the rotor and increasing the
rate of descent. Since inboard portions of the blades are
stalled, cyclic control will be reduced. Recovery can be
accomplished by increasing forward speed, and/or par-
tially lowering collective pitch.

Ground resonance

Ground resonance may develop when a series of shocks
cause the rotor head to become unbalanced. This condi-
tion, if :llowed to progress, can be extremely dangerous
and usually results in structural failure. In general, if

ground resonance occurs, it will occur only in helicopters

possessing three-bladed, fully articulated rotor systems and

using landing wheels. The rotor blades in a three-bladed -

helicopter are equally spaced around the rotor hub (120°
‘apart), but are constructed to allow some horizontal
movement. This horizontal movement is called drag and
the vertical hinge that makes this possible is the drag
hinge. '

As the name implies, groind resonance occurs when
G"m helicopter makes contact with the ground during

~ ciated with the main rotor.

- in both at the same time.

landing or while in contact with the ground during an
attempted takeoff. When one wheel of the helicopter
strikes the ground first, a shock is transmitted through the
fuselage to the rotor. This shock may cause the blades
straddling the contact point to be forced closer together.
The spacing might then be 122°, 122°, and 116°. When
one of the other wheels strikes, the unbalance could be
aggravated and become even greater. This establishes a
resonance which sets up a pendulumlike oscillation of the
the fuselage—a severe wobbling or shaking similar to the
oscillations of a siiver dollar, or similar object, when
dropped striking the floor at an angle. Unless imme-
diate corrective action is taken, the oscillations will increase
rapidly and destruction of the helicopter will result. Cor-
rective action could be an immediate takeoff if RPM is in
proper range, or an immediate closing of the throttle and
placing the blades in low pitch if RPM is low.

ABNORMAL VIBRATIONS

Abnormal vibrations in the helicopter will generally fall
into three ranges:

1—Low frequency—100 to 400 cycles per minute (epm).

2—Medium frequency—1,000 to 2,000 cpm.

3—High frequency—2,000 cpm or higher.

Low-frequency vibrations

Abnormal vibrations in this category are always asso-
The vibration will be some
frequency related to the rotor RPM and the number of
blades of the rotor such as one vibration per revolution
(1 per rev.), 2 per rev, or 3 per rev. Low-frequency
vibrations are slow enough that they can be counted.
The frequency and the strength of the vibration will

“cause the pilot or passengers to be bounced or shaken

noticeably. If the vibration is felt through the cyclic stick,
it will have the same definite kick at the same point in the
cycle. These low-frequency vibrations may be felt only
in the fuselage or only in the stick or they may be evident
Whether the tremor is in the
fuselage or the stick will, to some extent, determine the
cause.

Those vibrations felt through the fuselage may be classi-
fied in three ways—lateral, longitudinal, or vertical—or"
they may be some combination of the three. A lateral
vibration is one which throws the pilot from side to side.
A longitudinal vibration is one which throws the pilot
forward and backward, or in which the pilot receives a
periodic kick in the back. A vertical vibration is one in
which the pilot is bounced up and down, or it may be
thought of as one in which the pilot reccives a periodic
kick in the seat of the pants. Describing the vibrations to



the mechanic in this way will also help him determine the
cause. o

If the vibration is felt definitely in both the stick and
fuselage, the cause is generally in the rotor or the rotor
support. A failure of the pylon support at the fuselage is
also a possible cause.

If the low-frequency vibration in the fuselage occurs
only during translational flight or during a climb at certain
airspeeds, the vibration may be a result of the blades strik-
ing the blade rest stops. This can be eliminated by avoid-
ing the flight condition that causes it.

For low-frequency vibrations felt predominantly
through the stick, the most likely place to look for trouble

is in the control system linkage from the stick to the rotor
head.

Medium-frequency vibrations

Medium-frequency vibrations arv . result of trouble
with the tail rotor in most helicopters. Improper rigging,
unbalance, defective blades, or bad bearings in'the tail
rotor are all sources of these vibrations. If the vibration
occurs only during turns, the trouble may be caused by
insufficient tail rotor flapping action. Medium-frequency
vibrations will be very difficult if not impossible to count
due to the fast rate.

High-frequency vibrations

High-frequency - vibrations are associated with the
engine in most helicopters, and will be impossible to count
. due to the high rate. However, ihey could be associated
with the tail rotor for helicopters in which the tajl rotor
RPM is approximately equal to or greater than the engine
RPM. A defective clutch or missing or bent fan blades
will cause vibrations which should be corrected. Any
bearings in the engine or in the transmission or the tail
rotor drive shaft that go bad will result in vibrations with
frequencies directly related to the speed of the-engine.

Experience in detecting and isolating the three dif-
ferent classes of vibrations when they first develop makes
+ it possible to correct the vibrations long before they be-
come serious.

TRANSITION FROM POWERED FLIGHT TO
AUTOROTATION

It is obvicus that there are some transitions that are
necessary in establishing and stabilizing a_helicopter in
autorotative flight following a power failure. A power
failure immediately results in a dissipation of rotor RPM
while the airflow through the rotor system is changing
from the downward flow present in powered flight to the
upward flow occurring during autorotative flight. Rotor
RPM decreases at a rapid rate if immediate action is not

taken to decrease the pitch angle of the rotor blades. This
decrease continues (even aftcr the upward flow of air has
stabilized) to the point that controlled flight may not
even be possible depending upon the pitch angle at the
time of power failure. After the pitch angle is lessened
and the upward flow of air stabilizes, the rate of descent
will not stabilize at its minimum urtil the rotor RPM
builds back up to its maximum for that particular pitch
angle setting and helicopter gross weight.

The successtul entry from powered flight to autorota-
tion consists of the following transitions:

1—Changing of airflow from a downward flow to an
upward flow.

2—Lowering collective pitch to maintain a tolerable
angle of attack which would otherwise increase beczuse
of the descent.

3—Regaining rotor RPM and stabilizing rate of
descent.

It is well to note that the magnitude of these transitions
depends on the mode of flight. If power failure occurs
in a descent, there is very little transition. A vertical
climb requires large transitions because of the helicopter’s
upward inertia and the high rotor blade pitch angle re-
quired for the vertical climb,

Altitude versus airspeed charts

Figure 66 is an altitude versus airspeed chart excerpted
from the helicopter flight manual for one helicopter. This
type ofchart is often referred to as the “height-velocity
curve” or diagram and “dead man’s curve.” Such charts
are prepared by the manufacturer and, as required by
regulations, are published in the helicopter flight manual
generaily under the performance section.

A helicopter pilot must become familiar with this chart

for the particular helicopter that he flies. From it, he

is able to determine at what altitudes and airspeeds he can
safely make an autorotative landing in case of an engine
failure; or, to restate it in another way, he is able to deter-
mine those altitude-airspeed combinations from svhicli
it would be nearly impossible to successfully complete an
autorotation landing. The altitude-airspeed combinations
that should be avoided are represented by tiie shaded areas
of the chart.

Imagine, if you will, the difficulty of entering and estab-
lishing a stabilized autorotation from the shaded areas
of the “dead man’s curve” (fig. 66). This chart is assum-
ing the lack of vertical velocity and acceleration (that is,
flight at a constant altitude and airspeed} and that an en-
gine failure in these areas is complete and instantaneous.
In either of these shaded areas, it would be nearly impos-
sible to complete all the transitions to autorotation before
the helicopter would be at ground level. When the heli-
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Figure 66.—Airspeed vs. altitude limitations chart.

copter is “pushed over” (that is, when the nose is lowered)
into a glide, the -otor system angle of attack is diminished.
This causes the helicopter to accelerate downward and
lengthens the time required to'complete the autorotational
transitions. 'That is, the time required for the helicopter

airspeed, rotor RPM, and rate of descent to stabilize would

be greater than if the helicopter were already in the auto-
rotative descending attitude with best autorotational air-

* speed at the time of engine failure.

In case of engine failure in the low altitude, low air-
speed area of figure 66 (area A), a choice must be made
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by the pilot either to “freeze” the collective pitch to save
the remaining rotor RPM and upward collective travel
for cushioning the ground contact, or to lower the collec-
tive pitch all the way, or to partially lower the collective
pitch so that more upward collective trave! will be available
to cushion the ground contact. It is strictly a judgment
decision on the part of the pilot based on his skill, expe-
rience, and knowledge of. his helicopter and e altitude~

. airspeed combination at the time of engiue failure. In

any case, the rate of descent at ground contact will be much
greater than it would be from a normal autorotation in
which all transitions could be made in time for the rate
of descent to stabilize. )

In the low altitude, high airspeed area of figure 66
(area B), the pilot’s immediate choice is to flare or lower
collective pitch or to decide how much of each may be
done. The type of landing area would be a factor in this
instance; however, even though a smooth landing area
of sufficient length is available, the pilot still risks a high-

speed landing in an aircraft which is not stressed for it.

Ascent of the helicopter in area A and forward accelera-
tion in area B make the occurrence of a power failure
doubly hazardous because of the magnitude of the in-
duced airflow and collective pitch transitions required to
enter a stabilized autorotation. A glide through either
area is much less hazardous in case of power failure be-
cause most of the transitions have already been accom-

plished.

ANTITORQUE SYSTEM FAILURE

Antiturque system failure coisld be the result of a failure

in the tail rotor blades, a failure in the mechanical linkage

between the pedals and the pitch-change mechanism of
the tail rotor, or a failure in the tail rotor drive shaft
between the transmission and the tail rotor.

Antitorque system failure in forward cruising flight

If the antitorque system fails in forward cruising flight,
the nose of the helicopter will usually pitch slightly and
yaw to the right. The direction in which the nose will
pitch depends on the particular helicopter and how it is
loaded. Violence of the pitching and yawing is generally
greater when the failure occurs in the tail rotor blades
and is usually accompanied by severe vibration.

The pitching and yawing can be overcome by holding
the cyclic stick near ncutral and entering autorotation.
Cyclic control movements should be kept to a minimum
until all pitching subsides. Avoid abrupt rearward move-
ments of the cyclic stick.  [f it is moved rearward abruptly,
the main rotor blades could flex downward with sufficient
force to strike the tail boom. If unsuitable terrain exists,
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‘tinued to an acceptable landing arca.

cautiously add power to determine if flight can be con-
If dangerous atti-

tudes are incurred due to this addidon of power, re-enter,

autorotation.

If sufficient forward speed is maintained, the fuselag:
remains fairly well streamlinec; however, if descent is
attempted at slow speeds, a continuous turning movement
to the left can be expected.
recommendations in case of tail rotor failure for each
particular helicopter you fly. This will generally be
found under Emergency Procedures in the helicopter flight
manual.) Directional control should be maintained pri-
marily with cyclic control and, secondarily, by gently ap-
plying throttle momentarily, with ncedles join2d, to swing
the nose to the right. '

(Know the manufacturer’s

A landing may be made with forward speed or by flar-
ing. The best and safest landing technique, terrain per-
mitting, is to land directly into the wind with approxi-
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mately 20 miles per hour airspeed. The helicopter will
turn to the left during the flare and during the sub- -
sequent vertical descent. An important factor to remem-
ber is that the helicopter should be level or approximately
level at ground contact.

Antitorque system failure while hovering

If tke antitorque system fails during hovering flight,
quick action must be taken by the pilot. The turning mo-
tion to the right builds up rapidly because of the torque
reaction produced by the relatively high-power setting.
The throttle should be closed immediately (without vary-
ing collective pitch position) to eliminate this turning
cffect. Simultaneously, the cyclic stick should be adjusted
to stop all sideward or rearward movements and to level
the helicopter for touchdown. From this point, the pro-
cedure for a hovering autorotation (p. 88) should be
followed. ’
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Chapter 10. PRECAUTIONARY MEASURES AND
o CRITICAL CONDITIONS

Because of its unique flight characteristics, a helicopter
is capable of many missions no other aircraft can perform.

A helicopter pilot must, however, realize the hazards in-

volved and know what precautions to take that may save
his helicopter or even his life.

General precautionary rules

I. Do not perform acrobatic maneuvers.

2. Do not check magnetos in flight.

3. Use caution when adjusting mixture in flight.

4. Always taxi slowly.

5. Always check ballast prior to flying.

6. Use caution when hovering on the leeward side of
buildings or obstructions.

7. Do not hover at an altitude that will place you in the

shaded area of the height~velocity chart.

8. Always hover for a moment before beginning a new
flight.

9. When flying in rough
maintain proper RPM. -

10. When practicing hovc,..g turns, sideward fight,
and similar low airspeed maneuvers, be especially careful
to maintain preper RPM. -

1. Always clear the area overhead, ahead, to each side,
and below before entering practice autorotations.

12. Make sure any object placed in the cockpit of a
helicopter is secured to prevent fouling of the controls.

ty air, use special care to

13. ‘Except in sideward or rearward flight, always fly the
helicopter from references ahead. '

Rotor RPM operating limits

"Limits of rotor RPM vary with each type of helicopter.
In general, the lower limit is determined primarily by the
control characteristics of the helicopter during autorota-
tion. Since the tail rotor is driven by the main rotor, a
minimum main rotor RPM exists at which tail rotor thrust
is sufficient for proper heading control. Below this mini-
mum main rotor RPM, full pedal pressure will not main-
tain heading control under certain conditions of Hight.

The upper limit for rotor RPM is based on both auto-
rotative characteristics and structura) strength of the rotor
system. Structural tests pius an adequate margin for
safety are required by FAA safety standards for the cer-
tification of aircraft.

°

Extreme attitudes and overcontrolling

Design characteristics of a helicopter preclude the pos-
sibility of safe ‘inverted flight. Avoid all maneuvers
which would place a helicopter in danger of such an ex-
treme attitude. ]

Avoid loading a helicopter so as to cause an extreme
tail-low attitude when taking off to a hover. Aft center
of gravity is dangerous while hovering and even more
dangeréus while in flight because of limited forward
cyclic stick travel.

Avoid heavy loading forward of the center of gravity.
The result is limited aft cyclic stick travel endangering
controllability.

Avoid an extreme nose-low attitude when executing a
normal takeoff. Such an attitude may require more power
than the engine can deliver and will allow the helicopter
to settle to the ground in an unsafe landing attitude. . In
the event of a forced landing, only a comparatively level
attitude can assure a safe touchdown.

Avoid abrupt application of rezvward cyclic control.
The violent backward-pitching action of the rotor disc may
cause the main rotor blades to flex downward into the
tail boom. )

Avoid large or unnecessary movements of the cyclic
control while at a hover. Such movements of the cyclic
control can, under certain conditions, cause sufficient loss
of lift to make the helicopter settle to the ground.

Flight technique in hot weather

1. Make full use of wind and translational lift.

2. Hover as low as possible and no longer than
necessary. :

3. Maintain maximum allowable engine RPM.

4. Accelerate very slowly into forward flight.

5. Employ running takeoffs and landings when neces-
sary.

6. Use caution in maximum performance takeoffs and
steep approaches.

7. Avoid high rates of descent in all approaches.

Effect of altitude on instrument readings

The thinner air of higher altitudes causes the airspeed
indicator to read ‘“too low.” True airspeed may be
roughly computed by adding to the indicated airspeed, 2

-
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-perccnt of the indicated airspeed for each 1,000 feet of

altitude above sea level. For example, an indicated air-
speed of 80 MPH at 5,000 feet will be a true airspeed of

approximately 88 MPH. This computation may be made '

more accurately by using a computer.

Manifold pressure is reduced approximately 1 inch for
each 1,000 feet of increase in altitude. If a maximum
manifold pressure of 28 inches can be obtained at an eleva-
tion of 1,000 feet, only 22 inches of manifold pressure will
be available at 7,000 feet. This loss of manifold pressure
must be considered when planning flights from low alti-
tudes to high altitudes. '

High altitude pilot technique

Of the three major factors limiting helicopter perform-
ance at high altitudes (gross weight, density altitude, and
wind), only gross weight may be controlled by the pilot
of a helicopter with an unsupercharged engine: At the
expense of range, smaller amounts of fuel may be carried
to improve performance or to increase the number of pas-
sengers or the amount of baggage. Where practical, run-
ning landings and takeoffs should be used. Make
maximum use of favorable wind, with landings and take-
offs directly into the wind if possible. '

When the wind blows over large obstructions such as
mountain ridges, a condition is set up similar to that
depicted in the upper right of figure 81; however, it is a
much more disturbed condition. The wind blowing up
the slope on the windward side is usually relatively
smooth. However, on the leeward side the wind spills
rapidly down the slope, similar to the way water flows

down a rough streambed, setting up strong downdrafts
and causing the air to be very turbulent (fig. 67). The
downdrafts can be very violent and may cause aircraft to
strike the sides of the mountains. Therefore, when ap-
proaching mountain ridges against the wind, it is sound
practice to inake an extra altitude allowance to assure safe
terrain clearance. Where pronounced mountain ridges
and strong winds are present, a clearunce of 2,000 or 3,000
feet abe.+ the terrain is considered a desirable minimum.
Also, it is advisable to climb to the crossing altitude well
before reaching the mountains to avoid having to make
the climb in a persistent downdraft.

When operating over mountainous terrain, fly on the
upwind side of slopes to take advantage of updrafts.
When landing on ridges, the safest approach is usually
made lengthwise of the ridge. Fly near the upwind edge
to avoid possible downdrafts and to. be in position to
autorotate down the upwind side of the slope in case of a
forced landing. “Riding” the updraft in this manner
results in a lower rate of descent, improved glide ratio,
and greater choice of a landing area.

Tall grass and water operations _

Tall grass will tend to disperse or abscrb the ground
cushion, More power will be réquired to hover, and
takeoff may be very difficult. - Before attempting to hover
over tall grass, make sure that at least 2 or 3 inches more
manifold pressure is available than is required to hover
over normal terrain.

Operations over water with a smooth or glassy surface
renders accurate alidtude determination very difficult.

Ficure 67.—Windflow over mountains and its effect on atrcraft in fight.
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Thus, caution must be exercised to prevent the helicopter
from inadvertently striking the water. This problem
does not exist over rough water but a very rough water
surface may disperse the ground effect and thereby requise
more power to hover. Movements of the water surface,
wind ripples, waves, currentflow, or even agitation by the
helicopter’s own rotor wash tend to give the pilot a false
feeling of helicopter movement.

CARBURETOR ICING

Carburetor icing is a frequent cause of engine failure.
The vaporization of fuel, combined with the expansion of
air as it passes through the carburetor, causes a sudden
cooling of the mixture. The temperature of the air pass-
ing through the carburetor may drop as .nuch as 60° F.
within a fraction of a second. Water vapor in the air is
“squeezed out” by this cooling, and if the temperature in
the carburetor reaches 32° F. or below, the moisture will
be deposited as frost or ice inside the carburetor passages.
Even a slight accumulation of this deposit will reduce
power and may lead to complete engine failure, particu-
larly when the throttle is partly or fully closed.

Conditions favorable fo: carburetor icing

On dry days, or when the temperature is well below
freezing, the moisture in the air is not generally enough
to cause trouble. But if the temperature is between 20°-F.
and 70° F., with visible moisture or high humidity, the
pilot should be constantly on the alert for carburetor ice.
During low or closed throttle settings, an engine is par-
ticularly susceptible to carburetor icing:

Indications of carburetor icing

Indications of carbusetor ice include unexplained loss
of RPM or manifold pressure; the carburetor air tempera-
ture indicating in the “danger” (red arc) or “caution”
(yellow arc) range; and engine roughness. A loss of
manifold pressure will generally give the first ‘indication;
however,-due to the many small control (setting) changes

-made in the throttle and collective pitch, this may be less

noticeable. Therefore, a close check of the carburetor air
temperature gage is necessary so that carburetor heat may
be adjusted to keep the carburetar air temperature gage
out of the red and yellow arcs.
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Carburetor air temperature gage

Carburetor air temperature gages are marked with a -
green arc representing the range of desired operating
temperatures; a yellow arc representing the range of tem-
peratures in which caution should be exercised since icing
is possible; and a red line representing the maximum
operating temperature limit. Sometimes a red arc is
used to represent the most dangerous range in which car-
buretor ice can be anticipated. The carburetor heat con-
trol should be adjusted so that the carburetor air temper-
ature remains in the green arc. '

Use of carburetor heat

The carburetor heater is an anti-icing device that pre-
heats the air before it reaches the carburetor. This pre-
heating can be used to mclt ice or snow entering the in-
take duct, to melt ice that {forms in the carburetor passages
(provided the accumulation is not too great); and to
keep the fuel mixture above the freezing point to prevent
formation of carburetor ice.

When conditions are favorable for carburetor icing, the
pilot should make the proper check to see if any is present.
He should check the manifold pressure gage reading, then
apply full carburetor heat and leave it on until he is
certain that if ice was present, it has been removed. (Dur-
ing this check a constant throttle and collective pitch
setting should be maintained.) The carburetor . heat
should then be returned to the OFF (cold) position. 1f
the manifold pressure gage indicates higher than when
the check was initiated, carburetor ice was present.

When there are indications of carburetor icing, full
carburetor heat should be applied until the manifold pres-
sure returns to normal and the engine is running smooth-
ly. The carburetor heat should then be adjusted so that
the carburetor air temperature gage indicates a safe op
erating range.

Fuel injection

Fuel injection systems have replaced carburetors in sc_)rhe
helicopters. In the fuel injection system, the fuel is
normally injected into the system either directly into the
cylinders or just ahead of the intake valve. In the car-
buretor system, the fuel enters the airstream at thé throt-
tle valve. The fuel injection system is generally considered
to be less susceptible to icing than the carburetor system.
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Chapter 11. HELICOPTER FLIGHT MANEUVERS

" From the foregoing chapters in this handbook, it should
be obvious that the variable factors of wind, temperature,
humidity, gross weight, and structural differences of vari-
ous helicopter models greatly affect the operation of the
helicopter.  Even when flying the same model helicopter,
two flights are seldom exactly alike to the pilot because
of variation in wind and density altitude. Therefore, it
is practically impossible to prescribe helicopter attitudes
for the performance of each flight maneuver since this
handbook should generaily apply to all helicopters having
the characteristics set forth on page 1. Attitudes, air-
speeds, altitudes, and power settings must of necessity vary
slightly to suit the weather, the particular helicopter, and
the loading. For example, on a day with a 20-MPH wind
and a 1,000-foot density altitude, a certain nose-low atti-
tude and power setting will be required to hover and to
initiate a departure from a hover to commence a normal
takeoff; the following day, with a no-wind condition and
a 2,500-foot density altitude, both the nose attitude and
the power setting for hovering and initiating a departure
from the hover' may differ considerably in degree from the
previous day. Obviously, then, it would be impossible for

_the handbook to outline a specific nose attitude and power
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setting for departure from a hover. Therefore, this chap-
ter does not detail each and every attitude of a helicopter
in the various flight maneuvers nor each and every move
a pilot must make in order to perform a given maneuver.

VERTICAL TAKEOFF TO A HOVER

A vertical takeoff (or takeoff to a hover) is a maneuver
in which the helicopter is raised vertically from a spot
on the ground to the normal hovering altitude with a
minimum of laterzl and/or fore and aft movement.

TECHNIQUE:

1. Head helicopter into the wind.

2. Place cyclic stick in neutral position.

3. Be sure that the collective pitch stick is in the full
down position.

4. Increase the throttle smoothly to obtain and maintain
proper hover RPM.

5. Raise the collective pitch. Use smooth, continuous
movement, coordinating throttle to maint:in proper RPM

509-304 O~ T3 -6

setting.  As collective pitch is increased and the helicopter
becomes light on the skids, torque will tend to cause the
nose to swing to the right unless the pilot adds a sufficient
amount of left pedal pressure to maintain a constant head-
ing.

6. As the helicopter becomes light c.1 the skids, make
necessary cyclic stick corrections to eny'ire a level attitude
on becoming airborne, pedal corrections to maintain head-
ing, and collective pitch corrections to ensure continuous
vertical ascent to normal hovering altitude.

The higher the density altitude the lower the hovering
altitude should be. :

7. When hovering altitude is reached, adjust throttle
and collective pitch as required to maintain proper RPM
and altitude. Coordinate pedal changes with throttle and
collective changes to maintain heading and use cyclic as
necessary to maintain a constant position over the spot.
Remember—collective pitch controls altitude, cyclic pitch
controls attitude and position. _ _

8. Check engine and control operation, manifold pres-
sure required to hover, and note cyclic stick position.
Cyclic stick position will vary with amount and distribu-
tion of load and wind velocity.

COMMON ERRORS:

1. Failing to maintain level attitude as the helicopter
becomes airborne.

2. Pulling through on the collective after becoming air-
borne, causing the helicopter to gain too much altitude.
This, in turn, necessitates comparatively large throttle and
collective pitch changes.

3. Overcontrolling the pedals, which not only changes
the headiug of the helicopter but also changes RPM, thus
necessitating constant throttle adjustment.

4. Reducing throttle rapidly in situations where proper
RPM has been exceeded which usually results in violent
changes of heading to the left and loss of lift resulting in
loss of altitude.

HOVERING

Hovering is a maneuver in which the helicopter is
maintained in nearly motionless flight over a reference
point at a constant altitude and on a constant heading.
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The maneuver requires a high degree of concentration
and coordination on the part of the pilot. When hover-
ing, a pilot holds the helicopter over a selected point by
use of cyclic control; maintains altitude by use of collective
pitch control; and maintains a constant heading with anti-
pedals.  Only by proper coordination of all controls can
successful hovering flight be achicved.

should  be rather than

Control corrections
abrupt movements. A constant pressure on the desired
pedal will result in a smooth rate of turn; pronounced
movements tend to jerk the nose around. It the heli-

copter tends to move forward, a slight amount of back

pressure

pressure on the cyclic control stick will stop the forward
movement, Just before maovement stops, back pressure
must be released or the helicopter will come to a stop,
and start into rearward flight. Avoid waiting out heli-
copter moves; make all corrections immediately. Stop-
ping and stabilizing the helicopter at a hover requires a
number of small pressure corrections to avoid over-
controlling.

The attitude of the helicopter determines its movements
over the ground. While the attitude required to hover

varies with wind conditions and center-of-gravity location,

there is a particular attitude which can be found by experi-
mentation to keep the helicopter hovering over a selected
point. After this attitude has been determined, deviations

~can be noted and necessary corrections made before the

helicopter actually starts to move from the point.
Hovering altitude is maintained by use of collective
pitch, coordinated with the throttle, to maintain a con-
stant RPM. The amount of collective pitch needed to
maintain hovering altitude varies with wind, air density
(density altitude), and gross weight. When a steady
wind is blowing, very little adjustment of the collective
pitch stick should be required to hold a desired altitude.
Only under variable and gusty wind conditions should
any great collective pitch control changes be required.’
Coordination of all controls cannot be everemphasized.
Any change on one control will almost always require a
coordinated correction on one or more of the other controls.

Hovering can be dccomplished in a precision manner only

when corrections are small, smooth, and coordinated.

COMMON ERRORS:

I. Tenseness and late reactions to movements of the
helicopter.

2. Failure to allow for lag in cyclic and collective pitch
control which leads to overcontrolling.

3. Confusing altitude changes for attitude changes re-
sulting in the use of improper cockpit control. ‘

4. Hovering too high.

5. Hovering too low, resulting in occasional touchdown.
;
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HOVERING TURN

A hovering turn is a maneuver performed at hovering
altitude in which-the nose of the helicopter is rotated left
or right while maintaining position over a reference point
on the ground. This maneuver requires the coordina-
tion of all flight controls and demands precision control
near the ground. Constant altitude, rate of turn, and

RPM should be maintained.
TFCHNIQUE:

. Initiate the maneuver from a normal hovering alti-
tude headed into wind by starting a smooth application
of pedal in the desired direction of turn.

2. As the nose begins to swing, and throughout the
remainder of the turn, use cyclic contro! to maintain posi-
tion over the ground reference point, use pedals to'main-
tain a slow, constant rate of turn, and use collective pitch
along with proper throttle coordination to maintain a
constant altitude and proper operating RPM.

3. As the 180° position is approached, anticipate the use
of a small amount of opposite pedal. As the tail of the
helicopter swings from a position into the wind to a posi-
tion downwind, the helicopter will have a tendency to
whip or increase its rate of turn as a result of the weather-
vaning tendency of the tail surface. The higher the winds
the greater will be this whipping action.

4. As the desired heading on which the turn is to be
completed is approached, apply opposite pedal pressure
as necessary to stop the turn on this heading.

3. 1t should be noted that, during a hovering wrn to
the left, the RPM will decrease if throttle is not added; in a
hovering turn to the right, RPM will increase it throttle s
not reduced slightly. (This is duc to the amonnt of
engine power that is being absorbed by the tail rotor which
is dependent upon the pitch angle at which the tail rotor
blades are operating.)  Avoid making large corrections in
RPM while turning since the throttle adjustment will
result in erratic nose movements due to torque changes.

6. To determine the amount of left pedal availabie,
make the first hovering turn to the left. If a 90° turn
to the left cannot be effected, or if an wnusual amount
of pedal is required to complete a 45° hovering turn to
the left, do not attempt a turn to the right since sufficient
left pedal may not be available to prevent an uncontrofled
turn. Hovering power requires a large amount of left
pedal to maintain heading. Sufficient left pedal in excess
of this amount must be available to prevent an uncon-
trolted turn to the right once the turn has begun.

. 7. Hovering turn< should be avoided in winds strong
enough to preclude sufficient back cyclic control to main-
tain the helicopter on the selected ground reference point
when headed downwind. Check the helicopter flight



manual for the manufacturer’s recommendations for this -

limitation.
COMMON ERRORS:

I. Failing to maintain a slow, constant rate of turn.

2. Failing to maintain position over the reference point.

3. Failing to keep the RPM within normal operating
range.

4. Failing to maintain constant altitude.

5. Failing to use pedals smoothly and cautiously.

HOVERING—FORWARD FLIGHT

Fenward hovering flight can generally be used to move
the helicopter to a specific area unless. strong winds pro-
hibit crosswind or downwind hovering. A hovering turn
is utilized to head the helicopter in the direction of the
desired area then forward flight at a slow speed is used
to move to the area.
groundspeed, altitude, and heading should be maintained.

TECHNIQUE:

During the maneuver, a constant

L. Before starting forward fight, pick out two references
directly in front of the helicopter and in line with it.
These reference points should be kept in line throughout
the maneuver (fig. 68).

2. Initiate the maneuver from a normal hovering alti-
tude by applying forward pressure on the cyclic stick.

3. As movement begins, return the cyclic stick toward
the neutral position to keep the groundspeed at a low
rate—no faster than normal walliig speed. At this
speed, ground effect will be retained, thus reducing the
need for power and pedal corrections.

4. Throughout the maneuver, maintain a constant
grounspeed and ground track with cyclic stick, a con-

_CORRECT GROUND.
e

stant heading with pedals, a constant altitude with collec-
tive pitch control, and proper operating RPM with throttle,

5. To stop the forward movement, apply rearward
cyclic pressure until the helicopter stops. As forward

* motion stops, the cydic must be returned to the neutral

position to prevent rearward movement. Forward move-
ment can also be stopped by simply applying enough
rearward cyclic pressure to level the helicopter and let it
drift to a stop.

COMMON ERRORS:

1. Erratic movement of the cyclic stick. resulting in
overcontrol and uneven movement over the ground.
. Failure to use proper pul ls proerlv. resulting in
£XCCSSIVe nose movement,
3. Failure to maintain a hovering altitude.
4. Failure to maintain proper RPM.

HOVERING—SIDEWARD FLIGHT

Sideward hovering flight may be necessary to move the
helicopter to a specific area when conditions make it im-
possible to use forward flight. During the maneuver, a
constant groundspced altitude, and heading should be
maintained.

TECHNIQUE:

1. Before starting sideward flight, pick out two refer.
ence points in a line in the direction sideward flight is to
be made to help you maintain proper ground track (fg.
69). These reference points should be kept in line
throughout the maneuver.

2. Initiate the maneuver from a normal hovering alti-
tude by applying pressure on the cyclic stick toward the
side in which movement is desired.

Ficure 6B.—Use of refetence points in maintaining proper ground track in forward or rearward hovering flight.

Aruitoxt provided by Eic:
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Ficure: 69.~—Use of reference points in maintaining proper ground track in sideward hovering flight,

3. As movement begins, return the cyclic stick toward

“the neutral ‘position to keep the groundspeed at a low

rate—no faster than normal walking speed. At this
speed, ground effect will be retained, reducing the need
for power and pedal corrections.

4. Throughout the maneuver, maintain a constant
groundspeed and ground track with cyclic stick, a constant
heading perpendicular to the proposed ground track with
pedals, a constant altitude with collective pitch control,
and proper operating RPM with throttle.

5. To stop the sideward movement, apply cyclxc pres-
suic in the direction opposite to that of movement, and
hold until the helicopter stops. As motion stops the cyclic
stick must be returned to the neutral position to prevent
movement in the opposite direction. Sideward movement
also can be stopped by simply applying enough opposite
cyclic pressure to level ‘the helicopter. Then it will drift
to a stop.

COMMON ERRORS:

1. Erratic movement of the cyclic stick, resulting in
overcontrol and an uneven movement over the ground.

2. Failure to use proper antitorque control, resulting in
excessive nose movement. )

3. Failure to maintain a hovering altitude.

4. Failure to maintain proper RPM.

5. Failure to make clearing turns prior to starting the
maneuver,

HOVERING—REARWARD FLIGHT

Rearward hovering flight may also be necessary at times
to move the helicopter to a specific area when the situation
is such that forward or-sideward flight cannot be used.
During the maneuver, a constant groundspeed, altitude,

and heading should be maintained. The area behind the

RICS

Aruitoxt provided by Eic:

~pressure and hold until the helicopter stops.

helicopter must be carefully cleared before the maneuver
is begun. .

TECHNIQUE:

1. Before starting rearward flight, pick out two ref-
erence points in front of, and in a line with the helicopter
to help you maintain proper ground track (fig. 68). The
movement of the helicopter should be such that these
reference points remain in a line.

2. Initiate the maneuver from a normal hovering alti-
tude by applying rearward pressure on the cyclic stick.
After movement has begun, position the cyclic stick to
maintain a slow groundspeed so that ground cffect can be
maintained.

3. Throughout the maneuver,
groundspeed and ground track with cyclic stick, a con-
stant heading with pedals, and a constant altitude with
collective pitch control along with throtle coordinatior:

maintain a constant

to maintain proper RPM.

4. To ston rearward movement, apply forward cyclic
As motion
stops, return the cyclic stick to the neutral position. Also,
as in the case of forward and sideward flight, forward
eyclic can be used to level the helicopter and let it drift to
a stop,

COMMON ERRORS:

1. Erratic movement of the cyclic stick, resulting in
overcontrol and an uneven movement over the ground.

2. Failurc to use pedals propcrly, rcsultmg in excessive
nosc movements. -

3. Failure to maintain hovering altitude.

4, Failure to maintain proper RPM.

5. Failure to make clearing turns prior to starting the

maneuver.

-
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Aruitoxt provided by Eic:

TAXIING

Taxiing is the intentional movement of the helicopter,
under its own power. while remaining in. contact with
the surface,

TECHNIQUE:

. The helicopter sheuld be in a stationary position on
the surface with the collective piteh full down, and the
RPMthe same as that which is used for hover operations.

2. Move the eyclie slightly Torward of the neutral posi-
tion and apply « gradual upward pressure’on the collective
pitch to move forward along the surface.  Use pedals to
maintain heading and cyclic to maintain ground track.

3. The collective pitch controls starting, stopping, and
rate of speed avhile taxiing, The higher the collective
pitch, the faster the taxi speed.” Never taxi at a speed
greater than a normal walk.

4. During crosswind taxi. the cyelic «hould be held
into the wind-a sufficient amount to climinate any drifting
movement.

5. Maintain proper RPM at all times,

COMMON ERRORS:
1. Improper usc of cyclic stick—using the cyclic to con-
trol starting, stopping, and rate of speed.
2. Failure to use pedals for hieading control.
3. Tmproper usc of controls during crosswind operations.
4. Failure to maintain proper RPM.

NORMAL TAKEOFF FROM A HOVER

Takeoff from a hover is an orderly transition to for-
ward flight and is executed to increase altitude salely and

_expeditiously.

TECHNIQUE:

I. Lift the helicopter to a hover. Check engine and
control operation. Note the cyclic stick position to deter-
mine if the aircraft is loaded properly.” Check the mani-
fold pressure required to hover to determinc the amount
of excess power available.

2. Clear the area all around.

3. Smoothly and slowly ease the cyclic stick forward.

" Apoly just enough forward cyclic pressure to start the

helicopter moving forward over the ground (fig. 70).

4. As the helicopter starts to move forward, increase
collective pitch as necessary to prevent settling upon de-
parting from ground effect and adjust throttle to maintain
RPM. The increase in power will require an increase in
left pedal pressure to maintain heading. A straight take-
off path should be maintained throughout the takeoff.

5. As you accelerate to effective translational lift, the

.helicopter will begin to climb and the nose will tend to

rise due to increased lift. At this point adjust collective.
pitch to obtain normal climb power and apply enough
forward cyclic stick to overcome the téndency of the nose
to rise. Hold an attitude that will allow a smooth accelera-

Ficure 70.—Normal takeoff from a hover.
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tion toward climbing airspeed and a commensurate gain
in altitude so that the takeoff profile will not take you
through any of the cross-hatched area of the height-
velocity chart for the particular helicopter. As airspeed
is increased, the streamlining of the fuselage reduces
engine torque effect, requiring a gradual reduction of left
pedal. _ '

6. As the helicopter continues ;s climb and airspeed
approaches normal climb speed, apply aft cyclic stick
pressure to raise the nose smoothly to the normal climb
attitude. A

COMMON ERRORS:

1. Failing to use sufficient collective pitch to prevent set-
tling between the time the helicopter leaves ground
effect and picks up translational lift.

2. Adding power too rapidly at the beginning of the
transition from hovering to forward flight without for-
ward cyclic compensation, causing the helicopter to gain
excessive altitude before acquiring airspeed.

‘3. Assuming an extreme nose-down attitude near the
ground in the transition from hovering to forward flight.

4. Failing to maintain a straight flight path over the
ground (ground track). ' ]

5. Failing to maintain proper airspeed during the climb.

6. Failing to adjust the throttle to maintain proper
~RPM. :

Crosswind considerations during takeoffs

\ . . i
If a takeoff is made in a crosswind, the helicopter is

flown in a slip (p. 79) during the early stages of the
maneuver. The cyclic pitch is held into the wind to
maintain the selected ground track tor the takeoff, and the
heading is kept straight along the takeoff path with the
antitorque pedals (fig. 71). Thus, the ground track and
fuselage are alined with each other. In other words, the
rotor is tilted into the wind so that the sideward movement
of the helicopter is just enough to counteract the wind
drift. To prevent the nose from turning in the direction of
rotor tilt, it will be necessary to increase pedal pressure on
the side opposite to rotor(;ﬂf The stronger the crosswind
component, the greater the amount of opposite pedal
pressure required to maintain heading.

After approximately’ 50 feet of altitude is gained, a
heading {crab) into the wind (fig. 71) should be estab-
lished by a coordinated turn to imaintain the desired
ground track. The stronger the crosswind component,
the more the helicopter will have to be turned into the
wind to maintain desired ground track. Once straight-
and-level flight on the desired heading is obtained, the

" pedals should continue to be used as necessary to com-

pensate for torque to keep the helicopter in longitudinal
trim.

NORMAL TAKEOFF FROM THE SURFACE

The normal takeofT from the surface is uscd to move
the helicopter from a position on the surlace into effective

MOVEMENT

Ficure 71.—Comparison of the slip method and crub method of wird drift .correctirn.



translational lift and a normal climb using 2 minimum
amount of power.

TECHNIQUE:
1. Place the helicopter in a stationary position on the
surface, lower the collective pitch to the full down position

and reduce the RPM below operating RPM.
clear the area and select terrain features or other objeets

Visually

to aid in maintaining the desired track during the takeofl
. and climbout. -

2. Increase the throttle to proper RPM and raise the
collective pitch slowly until the helicopter is light on the
skids. Hesitate momentarily and adjust tyclic and pedals
as necessary to prevent any surface movement.

3. Continue to apply upward colleetive pitch and as the
helicopter breaks ground, use cyclic as necessary to assure
forward movement as altitude is gained.

4. Continue to accelerate the aircraft aund, as effective
translational lift is attained, the helicopter will begin to
climb.  Adjust attitude and power, if necessary, to climb
in the same manner as a takeofl from a hover,

COMAMON ERRORS:

1. Departing the surfuce in an attitude that is too nose-
low. This situation requires the use of excessive power to
initiate a climb.

2. Using excessive power combined with too level an
attitude which causes a vertical climb.

3. Too abrupt application of the collective pitch when
departing the surface, causing RPM and heading control

- CITOES.

STRAIGHT-AND-LEVEL FLIGHT

-Straight-and-level flight is flight in which a constant
altitude and heading are maintained. (The straight-and-
level flight attitude is the attitude of the helicopter neces-
sary to maintain straight-and-level flight. The level-flight
‘attitude is the atttude of the helicopter necessary to main-
tain altitude. These terms are used throughout this
handbook.)

The airspeed is determined by the attitude of the heli-
copter. The attitude of the helicopter is controlled by
the movement of the cyclic control stick; altitude is p'ri-
marily maintained by usc of the collective pitch. In
order to maintain forward flight, the rotor tip-path plane
must be tilted forward to obtain the necessary horizontal
This will gen-
_crally result in a nose-low attitude.  The lower the nose,

thrust component from the muin rotor.

the greater the poaer required to maintain alvtude (and
the higher the resulting speed). Conversely, the greater
the power used, the lower the nose must be to maintain
altitude.

ERIC

Aruitoxt provided by Eic:

When in’ straight-and-level flight, an increase in collec-
tive pitch while holding airspeed constant with the cyclic
control causes the helicopter to climb; a decrease in collec-
tive pitch wl.'le holding airspeed constant causes a descent.
A correction on the collective pitch control requires co-
ordinated correction on the throttlz control in order to
maintain a constant RPM and on the antitorque pedals to
maintain heading and to keep the helicopter in longitudi-
nal trim. Coordinated flight should be maintained (that
is, neither slipping nor skidding). '

To increase airspeed in straight-and-level flight. gently
apply forward pressure on the cyclic control stick and raise’
the collective pitch as necessary to maintain altitede. To
decrease -airspeed, gently apply aft pressure on the cyclic
control stick and lower the collective pitch as necessary to
maintain altitude.

Although cyclic pitch control is sensitive, there is a
slight delay in control reaction and it will be necessary to
anticipate actual movement of the helicopter. In making
cyclic corrections to control the attitude or airspeed of a
helicopter, care should be taken not to overcontrol. If
the nose of the helicopter rises above the level-flight atti-
tude, forward pressure is applied to the cyclic stick to bring
the nose down. If this correction is held too long the
nose will drop too low. Since the helicopter will continue

to change attitude momentarily after the controls reach

neutral, return the cyclic stick control to neutral slightly
before the desired attitude is reached. This principle
holds true for any cyclic pitch control correction.

The helicopter is inherently unstable.
lence cause the nose to drop, it will tend to continue drop-
ping instead of returning to a straight-and-levei attitude as
would a fixed-wing aircraft. A pilot must remain alert
and FLY the helicopter at all times.

COMMON ERRORS:

1. Failure to trim properly, tending to hold pedal pres-
sure and opposite cyclic.

If gusts or turbu- .

2. Failure to hold kest airspeed. Aft cyclic pressure
dissipates airspeed without significant climb.

3. Failure to recognize proper control position for
maintaining crab-type drift correction.

TURNS

A turn is a maneuver used to change the heading of the
helicopter. The aerodynamics of a turn have been dis-
cussed previously—lift components, loss of vertical lift,

- and load factors—and should be thoroughly understood.
- Before beginning any turn, the area in the direction of

the turn should be carefully cleared above, below, and at
the flight level. To enter a turn from straight-and-level
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flight, apply sideward pressure on the cyclic stick in the
" direction the turn is to be made. This is the only control
movement necessary to start the turn. Do not use the
pedals to assist the turn. The pedals should be used to
compensate for torque to keep the helicopter in longi-
tudinal trim. The more the cyclic stick is displaced, the
steeper the angle of bank; therefore, adjust the cyclic stick
to obtain and maintain the desired bank throughout the
turn. Increase collective pitch as necessary to maintain
altitude at the same time coordinating throttle to maintain
RPM and increase left pedal pressure to counteract the
added torque effect and to maintain longitudinal trim.
Depending on the degree of bank, additional forward
cyclic pressure may be required to maintain airspeed.

Recovery from the turn is the same as the entry except
that pressure on the cyclic stick is applied in the opposite
direction. Since the helicopter will continue to turn as
long as there is any bank, start the rollout before reaching
the desired heading.

The discussion on level turns is equally applicable to
making turns while climbing or descending, the only dif-
ference being that the helicopter will be in a cliinbing or
descending attitude rather than the level flight at-
titude. If a simultaneous entry is desired, merely com-

bine the techniques of both maneuvers—climb or descent -

entry and turn entry.

Skids

A skid occurs when the helicopter slides sideways away
from the center of the turn. It is caused by too much
pedal pressure in.the direction of turn or too little in the
direction opposite the turn, in refation to the amount of
collective stick (power) used.. If the helicopter is forced
to turn faster with increased pedal pressure instead of
increasing the degree of bank, it will skid sideways away
from the center of turn. Instead of flying in its normal
curved pattern, it will fly a straighter course. ,

In a right climbing turn. if insufficient left pedal is ap-
plied to compensate for increased torque effect, a skid
will occur. In a left climbing turn, if excessive left pedal
is applied to compensate for increased torque effect, a skid
will occur. . '

In a right descending turn, if excessive right pedal is
applied to compensate for decreased torque, a skid will
occur. ‘Inaleft d :ending turn, if insufficient right pedal
is applied to compensate for tle decreased torque effect, a
skid will occur. » :

A skid may also occur when flying straight-and-level
if the nose of the helicopter is allowed to move sideways
" along the horizon. -This condition occurs when improper

pedal pressure is held to counteract torque and the heli-

copter is held level with cyclic control.
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Slips

A slip occurs when the helicopter slides sideways to-
ward the center of the turn. It is caused by an insufficient
amount of pedal in the direction of turn (or too much in
the direction opposite the turn) in relation to the amount
of collective stick (power) used. In other words, if im-
proper pedal pressure is held, keeping the nose from fol-
lowing the turn, the helicopter will slip sideways toward
the center of turn.

In a right climbing turn, if excessive left pedal is ap-
plied to compensate for the increased torque effect, a slip
will occur. . In a left climbing turn, if insufficient left
pedal is applied to compensate for the increased torque
effect, a slip will occur.

In a right descending turn, if insufficient right pedal
is applied to compensate for the decreased torque effect,
a slip will occur. In a left descending turn, if excessive
right pedal is applied to compensate for the decreased
torque effect, a slip will occur.

A slip may also occur in straight-and-level flight if one
side of the helicopter is low and the nose is held straight
by pedal pressure. This is the technique used in correct-
ing for a crosswind during an approach and during a
takeoff when at a fow altitude. :

Summarizing then, a skid occurs when the race of turn
is too fast for the amount of bank; a slip occurs vhen the
rate of turn is too slow for the amount of bank.

COMMON ERRORS:

1. Failure to hil+ altitude.

2. Using pedal pressures for turns. This is not neces-
sary for small helicopters.

NORMAL CLIMB

The entry into a climb from a hover has already been
discussed under “Normal Takeoff From a Hover.” This
discussion will be limited to a climb entry from cruising
flight. k
TECHNIQUE:

1. To enter a climb from cruising flight, apply aft
pressure on the cyclic stick to obtain the approximate
climb attitude; simultaneously increase collective pitch to
obtain c!limb manifold :ressure, adjust throttle to maintain
or obtain climb RPM, and increase left pedal pressure
to compensate for the increased torque. '

2. As the airspecd approaches normal climb airspeed,
make further adjustments of the cyclic control to obtain
and hold this airspeed. _

3. Throughdut the maneuver, maintain climb attitude
and airspeed with cyclic control, climb manifold pressure



and RPM with collective pitch and throttle, and longi-
tudinal trim and heading with antitorque pedals.

4. To level off from a climb, start adjusting attitude to -

the level flight attitude a few feet prior to reaching the
desired altitude. The amount of lead will depend upon
the rate of climb at the time of level-off—the higher the
rate of climb, the more the lead. Apply forward cyclic
pressure to adjust to and maintain the level flight attitude
which will be slightly nose low; maintain climb power
until» airspeed approaches desired cruising airspeed at
which time the collective should be lowered to obtain
cruising manifold pressure and throttle adjusted to obtain
and maintain cruising RPM. Throughout the level-off,
maintain longitudinal trim and a constant heading with

pedals.
COMMON ERRORS:

1. Failure to hold proper marifold pressure and air-
speed. ,

2. Holding too much or too little left pedal pressure.

3. In level-off, decreasing power before lowering nose to
cruising attitude. ‘

NORMAL DESCENT

A normal descent is a maneuver in which the helicopter
loses altitude at a controlled rate and while in a controlled
attitude.

TECHNIQUE:

1. To establish a normal descent from straight-aad-
level flight at cruising airspeed, lower collective pitch to
obtain proper manifold pressure, adjust throttle to main-
tain RPM, and increase right pedal pressure to maintain
heading. If cruising airspeed is the same as, or.slightly
above descending airspeed, simultaneously apply the nec-
essary cyclic stick pressure to obtain the approximate
descending attitude. If cruising airspeed is well above
descending airspeed, the level flight attitude may he main-
tained until airspeed approaches descending airspeed, at
which time the nose should be lowered to the descending
attitude.

2. Throughout the maneuver, maintain descending .

attitude and airspeed with the cyclic control, descending
manifold pressure and RPM with oollective pitch and
throttle, and Leading with pedals.

3. To level off from the descent, lead the desired alti- »

tude by an amount that will depend upon the rate of
descent at the time of level-off, for example, the higher the
rate of descent, the greater the lead. At this point, in-

- crease collective pitch to obtain cruising manifold pressure,
adjust throttle to maintain RPM, increase left pedal pres- -

.by the pilot.

sure to maintain heading, and adjust cyclic stick to obtain
cruising airspeed and the level-flight attitude as the desired
altitude .is reached.

COMMON ERRORS:
1. Failure to hold constant angle of descent (training

purposes only).
2. Failure to adjust pedal pressures for changes in

powcr.

APPROCACHES

An approach is a transition mancuver in which the
helicopter is flown from traffic pattern altitude at cruising
airspeed to's hover at normal hovering altitude and with
zero groundspeed. It is basically a power glide made at
an angle of descent corresponding to the type of approach
that is made.

A helicopter pilot should be proficient in performing
three basic types of approaches—normal, steep, and ‘shal-
low. He should know how to analyze influential outside
factors and to know how tc plan an approach to fit any
particular situation. Choice of approach is governed by
the size of the landing area, barriers in the approach path,
type of ground surface, temperature, altitude, density -
titude, wind direction, wind speed, and gross weight.

All approaches should be regarded as precision -ap-
proaches and should be made to a predetermined point.
Rate of descent and airspeed are independently controlled
Therefore, little tolerance should be given
to overshooting or undershootinig a chosen landing spot.
In order to maintain a rhaximum margin of safety in
each type of approach, cffective translational lift should
be retained as long as practicable.

Factors to consider when making ar proaches

Evaluatioa of existing wind conditions must be made
before initiating an approach. Although the approac’
generally made into the wind, conditions may indicate
that entry will have to be made from a downwind or

" crosswind position. The traffic puciern is genera!’y flown

at normal cruise airspeed. The velocity of the vind de-
termines the airspeed that will be maintained after the
approach is initiated. Airspeed should be increased in
proportion to any increased wind velocity. Angle of de-
scent should remain constant regardless of wind velocity.

Before attempting normal and steep approaches to a
hover, the pilot should know that sufficient hovering
power is available. For a shallow approach terminating
in a running landing, a ground area of sufficient length
and smonthness must be available.
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pedals.

B e o et

o e e im0 s e b a2 i e o
. .® ADJUST TO APPROACH
: POWER AND RPM.. . -

® ENTER DESCENT AT RECOMMENDED

AIRSPEED; MAINTAIN APPROACH
ANGLE WITH COLLECTIVE, AIRSPEED -
“WITH CYCI.IC

® AT APPROXIMATELY 50 OF ALTITUDE.
- (OR AS RECOMMENDED BY MFGRJ, .
FROGRESSIVELY DECREASE GROUNDSPEED
_ TO ARRIVE AT HOVER OVER SPOT. -~ :
- " INCREASE COLLECTIVE AS TRANSLATIONAL
- RIS LIFT ISEI.OST 10 mmnm APPROACH

| “12° DESCENT .

_. CHECK SKIDS LEVEL APPROACHING HOVER'
ALTITUDE; MAKE FINAL POWER ADJUSTMENT‘ MOVER,

-

FicURe 72.—~Normal approach to a hover.

Crosswind approaches are made by crabbing or slip-
ping or a combination of both. To make running land-
ings in’ strong crosswinds, it may be necessary to touch
down initially with the windward (upwind) skid to avoid
drifting.

RPM should remain constant during all approﬁches. If
RPM is allowed to fluctuate or change abruptly, varia-
tions of tarque forces will cause the fuselage to yaw around
the vertical axis and control will be difficult. To main-
tain proper directional control, changes in. RPM and/or
collective pitch settings must be made smoothly and must
bz accompanied by appropriate changes in antitorque

NORMAL APPROACH TO A HOVER

A normal approach to a hover is basically a power
glide made at an angle of descent of approximately 12°
(fig. 72). This type of approach is used in the majority
of cases.

TECHNIQUE: —

1. The entry to the downwind leg should be made at

a 45° angle to the downwind leg so that the actual turn -

to the downwind leg will be accomplished opposite the
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middle one-third of the runway. The #-.c tica froin
downwind leg to the final approach leg may v mad- H‘;
two-90° turns in which a definite base leg is -Mabx s

or by a 180° turn. At all times during this transitior,
sufficient altitude should' be available so that in care ,,F
engine failure, an autorotative landing can be comple'..
into the wind. The point in the traffic pattern at whxch
the power reduction is made should be determined by this
fact.

2. Initiate the approach by lowering the collective pitch
control the amount required to descend at an angie of
approximately 12° on the final approach leg. As collec-
tive pitch is lowered, increase right pedal pressure as neces-
sary to compensate for the change in torque reaction to
maintain heading and-adjust throttle to maintain proper
RPM. Deeclerate to the approximate airspeed, then fur-
ther adjust attitude as necessary to maintain approach-
airspeed.

3. The angle of descent is primarily aomrollul by collec-
tive pitch, the airspeed is primarily controlled by the cyclic -
control, and heading on final approach is maintained with
pedal control. However, only by the coordination of all
controls can the approach be accomplished successfully.

4, The approach airspeed should be maintained until
the point on the approach is reached where, through
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® ADJUST TO APPROACH ~  ~ Ng
POWER AND RPM.

- ® ENTER DESCENT AT RECOMMENDED

AIRSPEED; MAINTAIN APPROACH ANGLE .
WITH COLLECTIVE, AIRSPEED WITH CYCLIC.

® AT APPROXIMATELY 50' OF ALTITUDE (OR AS
RECOMMENDED. BY MFGR.), PROGRESSIVELY
o DECREASE GROUNDSPEED TO ARRIVE AT HOVER .
R OVER SPOT. INCREASE COLLECTIVE AS TRANSLATIONAL

20° DESCENT

LIFT 15 LOST. TO MAINTAIN APPROACH ANGLE.

© @ CHECK SKIDS LEVEL APPROACHING HOVERING ALTITUDE;
| MAKE FINAL POWER ADJUSTMENTS;HOVER.

‘Fwoure 73.—Steep approach to a hover.

evaluation of apparent groundspeed, it is determined that
forward airspeed must be progressively decreased in order
to arrive at hovering altitude and attitude at the intended
landing spot with zero groundspeed.

5. As forward airspeed is gradually reduced by the ap-
plication "of rearward cyclic pressure, additional power
(collective pitch) must be applied to compensate for the
decrease in translational lift and to maintain the proper
angle of descent. As collective pitc.h is increased, left
pedal pressure must be increased to maintain heading,
throttle adjusted to maintain RPM, and cyclic pitch co-

ordinated to maintain the proper rate of closure to._tl]c

desired spot (a continual decrease in groundspeed ).

6. The approach is terminated at hovering altitude
above the intended landing point with zero ground-
speed. If power has been properly applied during the
final portion of the approach, very little additional power

should be required during the termination,

?. If the condition of the landing s.;;ot is unknown, the
approach may be terminated just short of the spot so that
it can be checked before moving forward for the landing.

COMMON ERRORS:

1. Failing to maintain proper RPM during the entire
approach. - .

2. Improper use of the collective pitch in controlling the
angle of descent. :

3. Failing to make pedal corrections to compensate for
collective pitch changes during the approach.

4. Failing to arrive at hovering altitude, hovering atti-
tude, and zero groundspeed almost simultaneously,

5. Low RPM in transition to the hover at the end of tie
approach.

6. Using too much aft cyclic stick close to the ground
which may result in the tail rotor striking the ground.

Crosswind considerations in approaches

During the early stages of a crosswind approach, a crab
and/or a slip may be used (fig. 71). During the final
stages of an approach, beginning at approximately 50 reet
of altitude, a slip should be"used to 2line the fuselage with
the ground track. The rotor s tilted into the wind (with
cyclic pressure) enough so that the sideward movement of
the . heli_copter “and wind drift counteract each other.
Heading is maintained along the ground track with the
antitorque pedals. (See “Crosswind Considerations Dur-
ing Takeoffs.”) This vzchnique should be used on any
type of crosswind approack—shallow, normal, or steep.

NORMAL APPROACH TO THE SURFACE

When it is known or suspected that loose snow or dust
exists on your landing spot, an approach to the surface
may be used.
unfavorable for a’ ruhning tanding, and high density

It may also be used when the surface is

altitude or heavily loaded conditions exist.
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TECHNIQUE: _

The approach is the same as the normal approach to a
hover. However, the approach should be continued to
touchdown, terminating in a skids-level attitude with no

forward movement.
COMMON ERRORS:
I. Terminating at a hover, then nnkmq a vertical

l'mdmg

2. Touching down with forward movement.

3. Approaching too slow, requiring the use of excessive
-power during the trermination.

4."Approaching too fast, causing a hard landing.

STEEP APPROACH TO A HOVER

A steep approach is used primarily when there are ob-
stacles in the approach path that are too high to allow a
normal approach. A steep approach will permit entry
into most confined areas and is sometimes used to avoid
areas of turbulence around a pinnacle. An approach
angle of between 12° and 20° is normally used for steep
approaches (fig. 73).

TECHNIDQUE: ,

1. Entry is made in the same way as for a normal ap-
proach, except that a greater reduction of collective pitch
is usually required at the beginning of the approach to
start the descent than for a normal approach. As collec-
tive pitch is lowered, increase right pedal pressure to
maintain heading and adjust threttle to maintain RPM.

2. As in a normal approach, the angle of descent is pri-

marily controlled by collective pitch, and the speed is
primarily controlled by the eyclic control. However, only
by the coordination of all controls can the approach be
accomplished successfull: .

3. The approach airspeed should be maintained until
the point on the approach is reached where, through evalu-

ation of apparent groundspeed, it is determined that for-

ward airspeed must be progressively decreased in order tc
arrive at hovering altitude. at the intended landing spot
with zero groundspeed. ‘This is very important since a
flare should not be made near the ground due to the dan-
ger of the tail rotor striking the ground.

4. As forward airspeed is gradually reduced by the ap-
plication of rearward cyclic pressure, additional power
(collective pitch) must be applied to compensate for the
decrease in translational lift and to maiatain the proper
angle of descent. As collective pitch is increased, left
pedal pressure must be increased to maintain heading,
throttle adjusted to maintain RPM, and cyclic pitch co-
orditated to maintain the proper change in forward air-
speed. ' ' '

ERIC
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5. Since the angle of descent on a steep approach s much
stccper than for a normat approach. the collective pitch
must be used'much sooner at the bottom of the approach.
The approach is terminated at hovering altitude above
the intended landing point with zero groundspeed.
Ii" power has been properly applied during the final por-
tion of the approach. very little additional power should be
required during the termination.

COMMON ERRORS:

1. Failing to maintain proper RPM durmg the entire
approach

2. Improper use of colleetive pitch in controlling the
angle of descent.

3. Failing to inake pedal corrections to compensate for
collective pitch changes during the approach. '

4. Slowing airspeed excessively in order to remain on
the proper angle of descent.

5. Failing to arrive at hovering altitude, hovering atti-
tude, and zero groundspeed almost simultaneously.

6. Low RPM in transition to the hover at the end of
the approach.

7. Using too much aft cyclic stick close to the ground
which may result in the tail rotor striking the ground.

LANDING FROM A HOVER

In this maneuver, the helicopter is landed vertically

from a hover.

TECHNIQUE

1. From a hover, begin a descent by applymg a slow
but very gradual downward pressure on the collective
pitch stick. This smooth application of collective pitch -
should be such that a constant rate of descent is main-
tained to the ground. As the skids descend to within a
few inches of the ground, the effect:of ground cushion
becomes very noticeable and the helicopter tends to stop
its descent. At thi~ point, it may be necessary to further
decrease the collective pitch stick a slight amount in order
to maintain the constant rate of descent.

2. When the skids touch the ground,-lower’ the collec-
tive pitch smoothly and firmly to the full down position,
adjust the throti= tn keep RPM in the proper range, and.
at the same time add right pedal pressure as needed to -
maintain heading.

3. Throughout the descent and unsil the time the skids
are firmly on the ground and the collective pitch is in full
down position, make necessary corrections with pedals to
maintain a constant heading, and necessary corrections
with the cyclic contrél to maintain a level attitud: ‘and
prevent movement over the ground.



COMMON ERE  .:

1. Overcontrolling the cyclic control during descent re-
sulting in movement over the ground on contact.

2. Failing to use collective pitch smoothly.

3. Pulling back on the cyclic stick prior to or upon
touchdown.

4. Failing to reduce the collective pitch smoothly and
positively to the full down position upon contact with the
ground. o

5. Failing to maintain a constant rate of descent.

6. Failing to maintain proper RPM. -

SHALLOW APPROACH AND RUNNING
LANDING

A shallow approach and running landing (hg. 74) are
used when a high density altitude or a high gross weight
condition or some combination thereof is such that a nor-
mal or steep approach cannot be made because of insuffi-
cient power to hover. To compensate for this lack of
power, a shallow approach and running landing makes
use of translational lift until ground contact is made. The
glide angle is from 5° t0.12°, depending on wind condi-
tions. Since a-running landing follows a shallow ap-
proach, a ground-area of sufficient length and smoothness
must be available. '

TECHNIQUE:
1. A shallow approach is initiated in the same manner

as the normal approach except that a shallower angle of
descent is maintained,

The power reduction to initiate

S
e
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the desired angle of descent will be less than that for a
normal approach since the angle of descent is less. As
collective pitch is lowered, maintain heading by increasing
right pedal pressure, adjust throttle to maintain RPM,
and. use cyclic as necessary to maintain the desired ap-
proach airspeed. o

2. As in normal and steep approaches, the angle of
descent and rate of descent are primarily controlled by
collective pitch, and the groundspeed is primarily con-
trolled by the cyclic control. The coordination of all
controls is needed, however, if the approach is to be accom-

plished successfully.

5. Approach airspeed should be maintained until an
altitude of approximately 50 feet above the ground has
been reached.. At this point, very gradually apply aft
cyclic stick to start dissipating airspeed and coordinate a
slight downward pressure on the collective pitch to main-
tain the angle of descent. The deceleration of the air-
speed should be enough so that the helicopter will tend
to descend to the ground due to the decreased effect of
translational lift just as the landing spot is reached.  Since
translational lift diminishes rapidly at slow airspeeds, the
deceleration must be smoothly coordinated, at the same
time keeping enough lift to prevent the helicopter from
settling abruptly.

4. On the final part of the approach, prior to making
ground contact, the helicopter should be placea i+ a level
attitude with cyclic control, pedals should be used to
maintain heading, and cyclic stick should be useu as
necessary so that heading and ground track are identical.
Allow the helicopter to descend gently to the ground in a

/ » " Ficure 74.—Running landing.
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straight-and-level attitude,  cushioning the landing - by
proper manipulation of the collective pitch. '

5. After ground contact, the cyclic control should” be
placed slightly forward of neutral to tilt the main rotor
away from the taii boom; antitorque pedals should be
used to maintain heading; throttle .hould be used to'main:
tain RPM; and cyclic stick should be used to maintain
ground track. Normally, the collective pitch is held sta-
tionary after touchdown until the helicopter comes to a
complete stop. However, if braking action is desired or
required, the collective pitch may be lowered cautiously.
To ensure directional control, normal rotor RPM must be
maintained until the helicopter stops.

COMMON ERRORS:

I. Assuming excessive nose-high attitude at approxi-

mately 10 feet.
2. Insufficient collective pitch and throttle to cushion

landing.

3. Failing to add left pedal as collective pitch is addea
to cushion landing resulting in a touchdown while in a
left skid. '

4. Touching down at an excessive groundspeed for the
existing conditions (20 MPH groundspeed in most cases
would be considered maximum allowable).

5. Failing to touch down in a level attitude.

.6, Failing to maintain proper rotor RPM during and
after touchdown.

7. Poor directional control upon touchdown.

Aruitoxt provided by Eic:

RUNNING TAKEOFF

A running takeoff (fig. 75) is used when condirions of
load and/or density altitude prevent a sustained hover at
normal hovering altitude. It is often referred to as a
high-altitude takeoff. With insufficient power to hover,
at least momentarily or at a very low aititude, a running
takeoff is not advisable. No takeoff should be attempted
if the helicopter cannot belitted off the ground momentar-
ily at full power because:

1—If the helicopter will not hover, its performance is
unpredictable.
~ 2—If the helicopter cannot be raised off the ground. at
al}, sufficient power might not be available for a sate run-
ning takeoff. .

A running takeoff may be accomplished safely only if
ground area of sufficient length and smoothness is avail-
able, and if no barriers exist in the flight path to interfere
with a shallow climb.

TECHNIQUE:

1. Head the helicopter into the wind.

2. Increase the throttle to obtain takeoff RPM.

3. Hold cyclic sdck slightly forward of the hovering
neutral position. Apply collective pitch slowly to accel-
erate into forward movement. (For practice a manifold
pressure of 1 to 2 inches below that required to hover may
be used.) '

4, Maintain a straight ground track with lateral cyclic
control and heading: with antitorque pedals until a climb
is established.

Ficure 75.—High altitude (rdn;ing) takeoff.
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5. As cffective translational lift is gained, slight back
pressure on the cyclic stick will take the helicopter into
airborne flight smonthly, in a level attitud::;, with little or
no pitching.

6. Maintain an altitude not to exceed 10 feet to allow

" airspeed to increase toward normal climb speed and fol-
low a climb profile that will take you through the clear
area .of the height-velocity curve for the particular heli-
copter,

7. During practice maneuvers, climb to 5C feet then ad-
just power to riormal climb power and attitude to normal
climb attitude.

COMMON ERRORS:.

L. Failing to aline heading and ground track te keep
ground friction to a minimum.

2. Attempting-to pull the helicopter off the ground be-
fore effective translational lift is obtained.

3. Lowering the nose too much after becoming airborne
resulting in the helicopter settling back to the ground
again.

4. Failing to remain below approximately 10 feet of
altitude until airspeed approaches normal climb speed.

MAXIMUM PERFORMANCE TAKEOFF

A maximum performance takeoff is used to climb at a
steep angle in order to clear barriers in the flight path
(fig. 76). It can be used when taking off from small
fields surrounded by high obstacles. Before attempting a
maximum performance takeoff, you must know thor-
oughly the capabilities and limitations of your equipment.
You must take into consideration the wind velocity, tem-
perature, altitude, density altitude, gross weight, center-
of-gravity location, and other factors affecting your tech-
nique and the performance of the helicopter. To safely
accomplish this typ: of takeoff, sufficient power to hover
must be available to_prevent the helicopter from sinking
back to the ground after becoming airborne. This ma-
neuver will result in a steep climb, affording maximum
altitude gair: in a minimum distance forward. -

The angle of climb for a maximum performance take-
off will depend on existing conditions. The more criti-
cal the conditions—high density altitudes, calm winds,
etc—the shallower the angle of climb sho:ld be. Use
caution in climbing steeply. If the airspeed is allowed to
get too low, the helicopter may setile back to the ground.
‘The height-velocity (H/V'} chart for the particular heli-
~ copter should ‘be fully considered before making any
maximum p:rformance takeoff. An engine failure at
low altitude und airspeed would place the ' licopter in
a aangerous position, requiring a high degree- of skill in
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making a safe autorotative landing. It may be necessary

to operate in the shaded aica of the H/V diagram during

the beginning of this maneuver wiien operating in ligat”
or no-wind conditions. The angle of climb and resulting
airspeed will be dictated by the proximity and height of
the obstacles to be cleared. The pilot must be aware of
the calculated risk involved when operating in the shaded

area of the H/V diagram.
TECHNIQUE:

1. The helicopter should be headed generally into the
wind and the cyclic stick placed in what would be the
neutral position for hovering under the existing load and
(This position could be checked by
hovering the helicopter momentarily prior to preparing to
execute a maximum performance takeoff.)

2. Establish the proper RPM setting and apply sufficient
collective pitch to lighten the helicopter on its landing:
gear (fig. 76). Apply the maximum amount of collec-
tive pitch that can be obtained without reducing RPM
and simultaneously add full throttle and sufficient for-
ward cyclic stick to establish a forward climbing attitude
as the helicopter leaves .the ground. Apply necessary
antitorque pedal control to maintain heading. RPM must
not be sacrificed in order to obtain increased pitch on
the rotor blades. If RPM starts to decrease under a full
power condition, it can be regamed only by reducing col-

wind conditions.

lective pitch.

3. Utilize full power until the heiicopter is clear of .
all obstacles, after which :. normal climb can be established
and power reduced.

COMMON ERRORS:

1. Too much forward cyclic stick mmally allowing the
nose to go down too far. ’

2. Failure to maintain maximum permissible RPM.

3. Control movements too abrupt.

- AUTOROTATIONS

In helicopter flying, an autorotation is a maneuver that
can be performed by the pilot whenever the engine is no
longer supplying power to the main rotor blades. A
‘helicopter transmission is designed to allow the main

 rotor to rotate freely in its original direction if the engine

stops. At the instant of engine failure, the blades will be
producing lift and thrust from their angle of attack and
velocity. By immediately lowering collective pitch (which
must be done in case of engine failure), lift and drag
will be reduced, and the helicopter will begin immediate -
descent, thus producing an upward flow of air through
the rotor system. The impact of this upv ard flow of air.
on the rotor blades jroduces a “ram” effect which pro-
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vides sufficient thrust to maintain rotor RPM throughout
the descent. Since the tail rotor 1s driven by the main
rotor during autorotation, heading control can be main-
tained as in normal flight.

Several factors affect the rate of descent in autorota-
tion—air density (density altitude), gross weight, rotor
RPM, and airspeed. The pilot’s primary control of the
rate of descent is the airspeed. Higher or lower airspeed
is obtained with the cyclic control just as in normal flight.
A pilot has a choice in angle of descent varying from
vertical descent to maximum range (minimum angle of
descent). Rate of descent is high at zero airspeed and
deercases to a minimum somewhere in the neighborhood
of 50 to 60 miles per hour depending upon the particolar
helicopter and the factors just mentioned.  As the air-
speed increases beyond that which gives minimum rate of
descent, the rate of descent inereases again. When an
autoratative landing is to ne made, the energy stored in
the rotating blades can be used by the pilot ta decrease the
rate of descent and make a safe landing. A greater
amount of rotor energy is required to stop a helicopter

“with a high rate of descent than is required to stop a heli-

copter that is descending more slowly. Tt follows then
that autorotative deseents at very low ar very high air-
speeds are more eritical chan those performed at the praper
airspeed for the minimum rate of descent.

Each type of helicopter has a spcc1ﬁc alrspeed at which
a power-off glide is most efficient. The best airspeed is
the one which combines the most desirable (greatest) glide
range with the most desirable (slowest) rate of descent.
The specific airspeed is somewhat different for each :vie

of helicopter, yet certain factors affect all configurations i1

the sare manner. For specific autorotation airspeeds for
a parti.ular helicopter refer to the helicopter flight manual.

The specific airspeed for autorotations is established for
each type of helicopter on the basis of average weather

and wind conditions, and normal loading. When the

helicopter is operated with excessive loads in high density
alttude or strong gusty wind conditions, best perform-
ance is achieved from a slightly increased airspeed in the
descent.  For autorotations in light winds, low density
altitude, and light loading, best performance is achieved
from a slight decrease in normal airspeed. Following this
general procedure of fitting airspeed to existing cor:ditions,
a pilot can achieve approximately the same glide angle in
any set of circumstances and estimate his touchdown point.

When making turns during an autorotative descent,
gener. Iy use cyclic control only. Use of antitorque pedals
to assist or speed the turn causes loss of airspeed and
downward pitching of the nose-~especially when left pedal
s used.  When the autorotation is initiated, sufficient right

-pedal pressure should be used to maintain straight flight

Q
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and prevent yawing to the left. This pressu should not
be changed to assist the turn.

If rotor RPAM becomes too high during an autorotative
approach, collective pitch should be raised sufficiently to
decrease RPM to the normal operating range, then low-
ered all the way again. This procedure may be repeated
as necessary. ’

If the throttle hat not been closed in practice autorota-
tions, it wili.le necessary to reduce it as collective pitch
is raised; otherwise, the engine and rotor will re-engage.
After the collective is lowered, the throttle should be re-
adjusted to maintain a safe engine RPM.
RPM is most likely to increase above the maximum limit
during a turn due to the increased back cyclic stick pres-
sure which induces a greater airflow through the rotor
system. The tighter the turn and the heavier the gross
weight, the higher the RPM will be.

HOVERING AUTOROTATION

As the name implies, hovering autorotations are per-
formed from a nover. They are practiced so that a pilot
may-become proficient in the proper control technique so
that he will automatically make the correct response when
confronted with engine stoppage or certain other in-flight
emergencies while hovering.

TECHNIQUE:

1. To practice hovering autorotations, establish a nor-
mal hovering altitude for the particu]m" helicopter, con-
sidering its load and atmospheric conditions, and keep it
headed into the wind. Hold maximum allowable _RPM.
- 2. To enter autorotation, close the throttle quickly to
ensure a clean split of the needles.. This disengages the
driving force of the engine from the rotor, thus eliminat-
ing torque eftect. As throttle is closed, right pedal pres-
sure must be applied to maintain heading. T'sually, a
slight amount of right cyclic stick will be necessary to
keep the helicopter from drifting, but use cyclic control
as required  to ensure a vertical descent and a level atti-
tude. Leave the collective pitch where it is on entry.

3. In helicopters with low inertia rotor systems, the
aircraft will begin to settle immediately. Keep a level
attitude and ensure a veriical descent with cyclic control,
heading with pedals, and apply upward collective pitch
as necessary (generally the full amount is required) to
slow the descent and cushion the landing. As upward
collective pitch is applied, the throttle will have to be held
in the closed position to prev=nt the rotor from re-engaging.

4. In helicopters with nigh inertia rotor systems, the
aircraft will maintair. altitude momentarily after the

throttle is closed. Ther, as the rotor RPM decreases, the

helicopter will start to settle.  As it settles, apply upward
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collective pitch while holding the thro-tle in the closed
position to slow the The
timing of this collective pitch application :nd the rate at
which it should he applied will depend upen the particu-
lar helicopter, iis gross weight, and the atmospheric con-
ditions, Cyclic control is used to maintain a level atti-

. w«ent and cushion the landing.

tude and cnsure a vertical descent. Heading is main-
tained with pedals.

5. Wher the weight of the helicopter is entirely on the

skids, the aj plication of upward collective pitch shouid
be stopped. When the helicopter has come to a complete
stop, lower the collective pitch all the way.
- a most impor-
tant consideration. If it is applied too soon, the remain-
ing RPM will not be sufficient to effect a smooth [~nding.
On the other hand, if collective pitch is initiated too late,
ground contact will be made before sufficient blade pitch
is available to cushion the landing.

7. When entering the autorotation, the throttle should
be rotated to the closed or override position to prevent

6. The timing of the collective pitch

the engine from re-engaging during the collective pitch
application. A
COMMON ERRORS:

1. Fuiling to use sufficient right pedal when power is
reduced.

TTOM COIECTIVE; CLO
THROTTLE TO-SPLIT NEEDLES

2. Failing to stop all sideward or backward movement
prior to touchdown.

3. Failing to time up-collective pitch properly resulting
in a hard touchdown. ‘

4. Failing to toich down in a level attitude.

NO.FLARE AUTOROTATION

A no-flare autorotation can be used when the selected
landing area is sufficiently long and smooth to permit a
ground run. Practice no-flarc autorotations may be cxe-

cuted as follows.
TECHNIQUE:

I. When the desired position for initiating th: auto-
rotation has been reached, smoothly place the collective
pitch stick in the full *wn position, maintaining criising
RPM with throttle.
split of the needles and apply sufficient right pedal to
maintain the desired heading.  After splitting the needles,

1, crease throttle to ensure a clean

readjust the throttle 50 as to keep engine RPM well above
normal idling speed but not high enough to cause rejoir -
ing of the ncedles.  (The manu.acturer will often recom-
mend the RPM to use.)

2. Adjust attitude with cyclic control to obtain the best
gliding speed (slowest rate of descent). Be sure to hold

Ficure 77.—Flare autorotation and touchdown.

Aruitoxt provided by Eic:
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collective pitch ia the full down positioa. 1f it is per-
mitted to rise, rotor RPil will decrease due to the in-
creased drag from the inzreased pitch angle of the blades.
At approximately 50 feet ahove the ground (check the
manufacturer's recommendation for each helicopter),
raise the nose slightly to obtain the desired landing speed
and to slow the rate of descent.

3. If a landing is to be made from the autorotative ap-
proach, the throttle should be rotated to the closed or over-
ride position at this time and held in this position as col-
lective pitch is raiscd so that the rotor will not re-engage.

As the helicopter approaches normal hovering altitude.

maintain a level attitude with cyclic control, maintain
heading with pedals, apply sufficient collective pitch
(while holding the throttle in the closed position) to
cushion the tauchdown, and he sure the helicopter is land-
ing parallel to its direction of motion upon con: ict with the
ground. Avoic landing on the heels of the skid gear.
The timing of the collective pitch application and the
amount applied will be dependent on the rate of descent.

4. After ground contact is made, collective pitch may
be increased smoothly (while holding the throttle in the
closed position) to keep the helicopter light on the skids
and allow it to slow down gradually; or it may be held
stationary resulting in a shorter ground run; or it may
be lowered cautiously for additional braking action if re-
quired due to a fast touchdown and limited landing area.
Cyclic control stick should be held slightly forward of
neutral and used to maintain direction if lariding is made
in a crosswind. Pedals should be used to maintain head-
ing. In the event of insufficient pedal to maintain heading
1§ the rotor RPM decreases after touchdown, cyclic
control shou.d be applied in the direction of the turn.

5. After the helicopter has stopped, lower tiv:
pirch to the full down positien.

collective

6. If a power recovery is to be made from practice
autorotative approaches, the procedures in (3), (4), and
(5) should be .replaced with the procedures given under
“Power Recovery From Practice Autorotations.”

'COMMON ERRORS:

1. Failing to use suﬁicxent right pedal when power is

reduced.

2. Lowering the nose too abruptly when power is re-
duced, thus placing the helicopter in 4 dive.

3. Failing to maintain full down collective pitch during
the descent.

4. Application of up-collective pitch at an excessive al-
titude resulting in a hard landing, loss of heading control,
and possible damage to the tail rotor and to the main
rotor blade stops.

5. Pulling the nose up ]ust prior to touchdown.

FLARE AUTOROTATION

A flare autorotation (fig. 77) enables the pilot to land a
helicopter at any speed between that resulting in little or
no landing run up to that of a no-flare autorotation; that
is, anywhere between a zero groundspeed and the spead
of touchdown resulting from a.no-flare autorotation. The
speed at touchdown and the resulting ground run will

~upend on the rate and amount of the flare—the greater

the degree of flare and the longer it is held, the slower
the touchdown speed and the shorter the ground run.
The slower the speed desired at touchdown from an auto-
rotation, the more accurate must be the timing and speed
of the flare, especially in helicopters with low inertia rotor
systems, /

TECHNIQUE:

L. Enter the flare autorotation in the same manner as
the noflare autorotation. The technique is the same
down to the point where the flare is to begin. This point
is slightly lower than the point at which the nose is raised
in the no-flare autorotation. :

2. At appoximately 35 to 60 feet above the ground, de-
pending on the helicopter {(check the manufacturer’s
recommendations), initiate the flare by moving the cyclic
stick smoothly to the rear. Heading is maintained by the
pedals. Care must be exercised in the execution of the
flare so that the cyclic control is not moved rearward so
abruptly as to cause the helicopter to climb, nor should it
be moved so slowly as to allow the helicopter to settle so
rapidly that the tail rotor might strike the ground. As
forward motion decreases to the desired groundspeed,
move cyclic control forward t, level the helicopter in
preparation for landing. (If a landing is to be made, the

_throttle should be rotated to the closed or override position

at this time; if a power recovery is to be made, it should
Le made as the helicopter reaches the level attitude.)

3. The a'titude at this time should be approximately 3
to 10 £-:t, depending on the helicopter. If a landing is
to be made, aliow the helicopter to descend vertically.  Ap-
ply collective pitch smoothly as necessary to check the
descent and cushion the landing.  As collective pieh s
increased, hold the throttle in the closed position se that
Additional right pedal is
required to mintain heading as collective pitch is raised

the rotor wi'l not re-engage.

due to the reduction in rotor RPM and the resulting re-
duced effect of the taii rotor.

4. After touchdown and the helicopter has come to &
complete stop, lower the collective pitch to the full down
position.

COMMON ERRORS:

1. Failing tu use sufficient right pedal ‘when power is
reduced.
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© 1. CRUISING AIRSPEED;  ® 2. DECREASE COLLECTIVE
SAFE ALTITUDE. SLIGHT BACK cYCLIC, ..

® 3, &°4. CONTINUE DOWN
" COUECTIVE AND BACK
CYCLIC TO DECREASE

: . 5. FORWARD CYCI.IC ® 6 87 SE‘ITLE TO
" UP COLLECTIVE. A NORMAL HOVER.

GROUNDSPEED.

Fioure 78.—Rapid deceleration or quick stop.

2. Lowering the nose too abruptly when power is re-

duced, thus placing the helicopter in a dive.

3. Failing to maintain full down-collective pitch dur-

ing the descent.
4. Application of up-collective pitch at an excessive al-

titude resulting in a hard landing, loss of heading con-
trol, and possible damage to the tail rotor and to the main

rotor blade stops.

5. Applying up-collective pitch before a level amtude is
obtained. (If timing is late, it may be necessary to apply
up-collective before a level attitude is obtained.)

6. Pulling the nose up just prior to touchdown on full

autorotation.

POWER RECOVERY FROM PRACTICE
AUTOROTATIONS

A power recovery is used to terminate practice autorota-
After the
power recovery, a landing can be made or a go-around

tions at a point prior to actual touchdown.

‘initiated.
TECHNIQUE:
1. To effect a power recovery after the fl-2 or le\el off

from an autorotation, coordinate upward collective pitch"

and increased throttle to join the needles at operating RPM.
The throttle and collective pitch must be coordinated
properly.
an engine overspeed will occur; if throttle is increased too
slowly or too little in proportion to the increase in collec-
Usc sufficient

If the throttle is increased too fast or to.» much,

“tive pitch, a loss of rotor RPM will result.

)

collective pitch to check the descent and coordinate left
pedal pressure with the increase in collective pitch to
maintain heading. '

2. If a go-around is.to be made, the cyclic control should.
be moved forward smoothly to re-enter forward ﬂxght.
If a landing is to be made following the power recovery,
the helicopter can be brought to a hover at normal hover-
ing altitude. :

3. In transitioning from a practice autorotation to a
go-around, care must be exercised to avoid an altitude-
atrspeed combination which would place the helicopter
in an unsafe area of the hel, ht-velocity chart for that
particular -helicopter. '

COMMON ERROKS:

1. Initiating recovery too late requiring a rapid appli-
cation of controls and resulting in overcontrolling.

2. Failing to obtain and maintain a level attitude near
the ground.

3. Adding throttle before the collectlve pitch.

4. Yailing to coordinate throttle and collective pitch
properly resulting in an engine overspeed or loss of RPM.

5. Failing to coordinate left pedal with the incre.se in
power.

RAPID DECELERATION OR QUICK STOP -

Although used primarily for coordination practice, de-
celerations (fig. 73) can be u I to effect a quick stop'in
the air. The purpose of the maneuver is to maintain
constant altitude, heading, and RPM while slowing the
helicopter to a desired groundspeed. The maneuver re-



Ficure 79.—Slope landing or takeofl,

quires a high degree of coordination of all controls. It
is practiced at «n altitude that will permit a safe clearance
between tail totor and ground throughout the maneuver,
especially at the point where the pitch attitude is highest.
The altitude at completion should be no higher than :he
maximum safe-hovering altitude prescribed by the manu-
facturer. In selecting an altitude ut which to begin the
maneuver, the overall length of the helicopter and the
height—velocity chart must be considered.

Although the mancuver is called a rapid deceleration

or quick stop, this does not mean that it should be rushed

to completion. The ratc of deceleration is at the discre-
tion of the pilot. A quick stop is completed when the heli-
copter comes to a hover during the recovery.
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" TECHNIQUE:

I. Begin the mancuver at a0 fait hover speea neaded

‘o the wind at an altitude high enough to aveid danger

to the il rotor during the flare but low enough 10 stay
qut of the height-velocity chart shaded arca throughout
the performance.  This ahitude should be low enough
that the helicopter can be brought 1 a hover during the
FCCOVEs® .

2. Tie deeeleration is initiated by applying aft evelic
to reduce forward specd. Simultaneausly. the collective
pitch should be lowered as necessary o counteract any
climbing tendency. The tming must e exact. 11 oo
linde down collective is applicd for the amount of aft cvelic,
a climb will result. Conversely, it too much down collee
tive is applied for the amount of alt cyclic, a descent .l
result.  The more rapid th : application of aft cvelie. the
more rapic he down collective application,  As collective
pitch is lowered, right pedal should be increased to main-
tain heading and throule should be adjusted to maintain

CRPM,

3. After speed has been reduced to the desired amount,
recovery is initiated by lowering the nose and allowing
the helicopter-to descend to a normal havering altitude in
leve! flight and zero groundspeed. During the recovery,
collective pitch should be increased as necessary to stop
the helicopter at normal hovering altitade; throttle shouid
be adjusted to maintain RPM; and left pedal pressure
should be in reased as necessary to maintain heading.

COMMON ERRORS:

I. Initiating the mancuver with down cellective.

2. Applying aft cyclic stick too rapidly initially, cans-
ing the helicopter to “balloon” {a sudden gain in altitude).

3. Failing 10 effectively control the rate of deceleration
to accomplish the desired results.

1. Auowing the helicopter to stop forward motion in a
tail-low attitude. o

5. Failing to maintain proper RPM.

SLOPE OPERATIONS

The approach to a slope is not materially different from
the “approach to any other landing area. During slope
operations, allowance must be made for wind, barriers,
and forced landing sites in case of engine failure. Since
the slope may constitute an obstruction to wind passage,

“turbulence and downdrafts must be anticipated.

Slop'e. landing ,

Tt is usually best to land the helicopter cross-slope rather
than upslope. Landing downslope or downhill is not
recommended because of the possibility of sniking the
tail rotor on the ground.
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TECHNIQUE:

1. At the termination of the approach, move slowly
toward the slope being especially careful not to turn the
tail upslope. The heiicopter should be hovered in posi-
tion cross-slope over the spot of intended landing (fig. 79).

2. A slight downward pressure on the collective pitch
will start the helicopter descending slowly. As the up-
slope skid touches the ground, apply cyclic stick pressure
in the direction of the slope. This will hold the skid
against the slope while the helicopter is continuing to be
let down with the collective pitch.

3. As collective pitch is reduced, continue to move the
cyclic stick toward the slope to maintain a fixed position.
The slope must be shallow encugh to allow the pilot to
hold the helicopter against it with the cyclic stick during
the entire landing. (A slope of 5° is considered maxi-
mum for normal operation of most helicopters. Each
make of helicopt~- wili generally have its own peculiar
way of indicatis , to the pilot when he is about to run out
of lateral cyclic stick such as the rotor hub hitting the
rotor mast, vibrations felt through the c;clic stick, and
others. A landing should not be made in-these instances
since this indicates to the pilot that the slope is too steep.)

4. After the downslope skid is on the ground, continue
to lower the collective pitch ail the way to the bottom.

‘Normal operating RPM should be maintained until the

full weight of the helicopter is on the skids. This will assure
adequate. RPM for immecdiate takeoff in case the heli-
copter should start to slide down the slope.  Pedals should
be used s necessury throughout the landing to maintain
heading.

COMMON ERRORS:

I. Failure to, maintain proper’ RPM  througheut the
entire mancuver.

2. Letting the helicopter dov 1 too rapidly.

Slopz takeoff

The procedure for a slope takeoff is almost the exact
reverse of that for a slope landing (fig. 79).

TECHNIQUE:

1. Adjust throtte to obtain takcoff RPM and move the
cyclic stick in the dicection of the slope sa that the rotor
rotation is parallel to the true horizontal rather than the
slope. - :

2. Apply up-collective pitch smoothly.  As ihe heli-
copter becomes light on the skids, apply pedal as needed
to maintain heading.

3. When the downsiope skid has risen and the heli-
copter approaches a level attitude, move the cyclic stick
back to the neutral position. Céntinue to apply up-col-
lective pitch and take the helicopter straight up to a hover
before moving away fron: the slope. In moving away
from the slope, the tail should not b iurned upslope be-
cause of the danger of the tail rotor striking the ground.

COMMON ERRORS:

1. Failure to adjust cyclic stick to keep the helicopter
from sliding downslope.

2. Failure to maintain proper RPM.
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RECOVERY FROM LOW ROTOR RPM

Recovery from low rotor RPM is a procedure used to
return to the normal rotur operating RPM.  This recovery
procedure i performet properlyowill nesmally regain lost
rotor RPA while sull maintaining flight. .\ low rotor
RPM condition is the result of having an angle of atack
on the main rotor blades (induced by toc much upward
colleetive pitch) that has created a drag so grec that
engine power available, or being ntilized. is not sutlicien:
to maintain normal rotor operating RPN, '

Whon a low rotor WDPN condition is realized. immedi-
ately lower the collective pitch. This action will decrease
the angle of attack of the main rotor dlades which, because
of reduced rot ¢ drag. will momentarily, relieve excessive
engine load,  This action will also canse the helicopter
to settle becanse some Tt will be lost. As the helicopter
bezins o settle. smoothly raise the colleetive pitch just
enough ta stop the settling motion. This procedure,
under critical cenditions, may have to be repeated severa!
times to regain normal rotor RPAML Whan operating at
sufhicient altitndes above the surface, however, it may be
necessary to lower the collective pitch only once to regain
sufficient rotor RPM. The amount that the collective
pitch can be lowered will depend on the altitade available

When

hovering near the surface, the collective pitch should be

at the time the fow rotor RPM condition aceurs.

lowered eautiously to preclude hard contact with the ter-
rain.  When the votor RPM hegins to rise and atains ap-
proximately normal rotor operating RPM, anticipate de-

creasing the throttle slowly to prevent the engine from

. \
overspeerany.

If recovery from a low rotcr RPM condition is not
effected soon enough, lifting powcr of the main rotor
blades will be lost, as well as pedal control. Pedal con-
trol loss occurs as a result of the loss of tail rotor RPM -
because the tail rotor is driven by the main rotor and its
RPM is -Jirectly proportional to the main rotor RPM.
If pedal control is lost and the altitude is such that a land-
ing can be effected before the turning rate increases
dangerously, decrease collective pitch slowly, maintain a
level attitude with cyclic control, and land.

“§” TURNS

“S” turns present one of the most clum_cntm"y problems .
in the practical application of the tuin and in the correc-
tion for wind drift in turns. The reference line used;”"
whether a roaﬂ, railroad, or fence, should be straight for
a constderable distance and should extend 2s nearly per-
pendicular to the wind as possible. 4

The object of “S™ turns is to fly a.pattern of two half
circles of equal size on opposite sides of the reference line

(g, 80). The mancuver should be started at an altitnde
of 300 feer above the terrain and a constant altitude main-
tained throughom “ST wirns may be started

at any point. However, during early training, it may be

Lk uver.

beneficial to start on a downwird heading. Entering
downwind permits the immediate selection of the steepest
bank that is desired through-+t the mareuver. The dis-
cussion that follows is based on choosing a 1eference line
that is perpendicular to the wind and starting the
maneuver en a downwind heading.

As the nelicopter crosses the refererce line, a bank is
immediately established. This initial bank will be the
steepest used throughout the maneuver since the helicopter
is headed directly downwind. The bank should be grad-
ually reduced as necessary to describe a ground track in
a half circle. The turn should be timed so that, as the
rollout is completed, the helicopter is crossing the vefer-
ence line perpendicular to it and headed directly upwind.
A bank js immediately entered in the opposite direction
to begin the sccond half of the “S™
is on an upwind heading, this bank (and the one just
completed before crossing the reference line) will be the
shallowest in the maneuver. It should be gradually in-
creased as necessary to describe a ground track which is
a half circle identical in size to the one previously com-
pleted on the other side of the reference line. The steepest
bank in this turn should be attained just prior to rollout
(when the helicopter is approaching the reference line
nearest to a downwind heading). This bank, along with:
the initial bank entered at the beginning of the maneuvc.,
will be the steepest bank used in S
should be timed so that, as the rollout is complete’d, the
helicopter is crossing the rcference line perpendicular to

turns.  The turn

it and again headed directly downwind.

Since the helicoprer:

As a summary, the angle of bank required at any‘

given point in the maneuver is dependent on the ground-
speed—the faster the groundspeed, the steeper ‘he bank;
the slower the groundspeed, the shallower the bank. Or,

- to-express it another way, the more nearly the helicopter

is to a downwind heading, the steeper the bank; the more
nearly it 1s to an upwind heading, the shallower the bank.

In addition to varying the angle of bank to correct for
drift in order to maintain the proper radius of turn, the
helicopter must also be flown with a drift correction angle
(crab) in relation to &s ground track, except, of course,
wher it is on direct upwind or downwind headings or
there is no wind. One would normally think of the fore
and aft axis of the helicopter as being tangent to the ground
track pattern at each point. However, this is not the
case. During the turn on the upwind side of the refer-
enée line (side from which the wind is blowing), the nose
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of the helicopter will be crabbed toward the outside of
the circle. During the turn on the downwind side of the
reference line (side of the reference line opposite to the
direction from which the wind is blowing), the nose of
the helicopter will be crabbed toward the inside of the
circle. In either case, it is obvious that the helicopter is
being crabbed into the wind just as it is when trying to
maintain a straight ground track. The amount of crab
depends upon the wind velocity and how nearly the heli-

copter is to a crosswind position. The stronger the wind,
the greater the crab angle at any given position for a turn
of a given radius. The more nearly the helicopter is to a
crosswind position, the greater the crab angle. The max-
imum crab angle should be at the point of each half circle
farthest from the reference line.

A standard radius for S turns cannot be specified. ‘This
radius will depend on the airspeed of the helicopter, the
velocity of the wind, and the initial bank chosen for entry.
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Chapter 12. CONFINED AREA, PINNACLE,
AND RIDGELINE OPERATIONS .

A confined area is ar area where the flight of the heli-
copter is limited in some direction by terrain or the presence
of obstructions, natural or manmade. For example, a
clearing in the woods, a city street, a road, a building roof,
and so on, can each be regarded as a confined area.

Barriers on the ground and the ground itself may inter-
fere with the smooth flow of air, resulting in turbulence.
This interference is transreitted to upper air ievels as
larger but less intense disturbances. Therefore, the great-
est turbulence is usually found at low altitudes. Gusts
are unpredictable variations in wind velocity. Ordinary
gusts are dangerous only in slow flight at very low alti-
tudes. The pilot may be unaware of the gust and its ces-
sation may reduce airspeed below that required to sustain
flight due to the loss in effective translational lift. Gusts
cannot be planned for or anticipated. Turbulence, how-
ever, can generally be predicted. Turbulence will be
found in the following arcas when wind velocity exceeds
10 MPH (fig. 81):

I—Near the ground on the downwind side of trees.
buidings, hills, or other obstructions. The turbulent aiea
is always rclative in size to that of the obstacle, and
relative in intensity to the velocity of the wind.

2——Near the ground on the immediate upwind side of
any soiid barrier such as trees in leaf and buildings. This
condition is ‘not gencrally dangerous unless the wind
velocity is approximately 20 MPH or higher.

3—In the air, above and slightly downwind of any
sizable obstruction, such as a hill or mountain range.
The size of the obstruction and the wind velocity govern
the height to which the turbulence extends and also its
severity.

GENERAL RULES FOR CONFINED AREA
OPERATIONS

Some general rules can be stated that apply w helicopter
operations in any type of confined area. The following
are some of the more important ones to consider regard-
less of whether such areas are enclosed, or are slopes or
pinnacles. . : ' :

. Know the direction .and approximate speed of the
wind at all times and plan landings and takeoffs with

these wind conditions in mind. T'his does not niecessarily
mean that takeoffs and landings will always be made into
the wind, but wind must be considered, and many times
its velocity will determine proper avenues of approach and
takeoff. : . '

2. If possible, plan a Hight path over areas suitable for
forced landings in case of engine failure. It may be nec-
essary to choose hetween an approach which is crosswind
but over an open area and one directly into the wind but
over heavily wooded or extremely rough terrain. where a
safe forced landing would be impossible. Perhaps the
initial phasc of the approach can be made crosswind over
the open area and then it may he possible to execute a
turn inio the wind for the final portion of the approach.

3. Always operate the helicopter as closely to its normal
capalsilities as possible considering the situation at hand.
In all confined area operations, with the exception of the
pinnacle operation, the angle of descent should be no
steeper than is nccessary to clear any barrier in the avenue
of approach and still land on the sclected spot. The angle
of climb, on takeoff, should not be stecper than is neces-
sary to clear any barrier. It is better to clear the harrier
by a few fect and maintain normal operating RPM, with
perhaps a reserve of power, than it is to clear the obstruc-
tion by a wide margin but with a dangerously low KPM
apd no power reserve.

4. Always make the landing to a specific point and not
to just some general area. The more coafined the area,
the more essential it is that the helicopter be landed vre-
cisely at a definite point. Tnis spot must be kept in sight

during the entire final approach.

5. Any material increase in elevation hetween the point
of takeoff and the point of intended landing must be given
due consideration as sufficient power nyust be available to
bring the helicopter to a hover at the point of the intended
landing. A decrease in wind should also be aliowed for
because of the presence of obstructions.

6. When flying a helicopter near obstructions, always
consider the tail rotor. A safe angle of descent over bar-
riers must be established to ensure tail rotor clearance of
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Ficure 81.—Eddy currents are formed when the wind flows over uneven ground or obstructions.

all obstructions. After coming to a hover, care must be
taken to avoid swinging the tail into obstructions.

7. 1f possible, a normal takeoff from a hover should be
made when departing a confined area.  However, if bar-
riers of sufficient height exist that would make this impos-
sible, then a maximum performance takeoff should be
made. ‘

PINNACLE AND RIDGELINE OPERATIONS

A pinnacle is an area from which the yround drops
away steeply on all sides. A ridgelineis « long area from
which the ground drops away steeply on one or two sides,
such as a bluft or precipice. Barriers are not usually pres-
ent on pinnacles or ridgelines; but if they are, a combina-
tion of pinnacle and confined area operations may be nec-
essary when operating into and out of such arcas. That
is, an arca may require a pinnacle-type operation during

the approach and landing, but if the strength of the wind

* dictates the takeoff path and barriers exist under that path,
a confined arca-type takeoff may be required when de-
parting that arca. Conversely, conditions and terrain
may justify a ceafined area-type approach into an area
and a pinnacle-type departure from that area.

The abscence of barriers docs not necessarily lessen the
ditheulty of pinnacle. or ridgeline operations.  Updraits,
downdrafts, and turbulence, together with unsuitable ter-
rain in which to make a forced landing, miay still present
extreme hazards,

ERIC,
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General rules for pinnacle and ridgeline operations

The following are some of the more impertant rules to
consider when conducting pinnacle or ridgeline opera-
tions:

L If necessary to climb to a pinnacle or ridgeline, the
climb should be performed on the upwind side, when
practicable, to take advantage of any updrafts.

2. Load, altitude, wind conditions, and terrain eaturces
determine the angle to use in the final pareof an approach.
A steeper-than-normal approach may be used when bar-
ricrs or excessive downdrafts exist. A shallower-than-
normal approach may be used when there are no barriers
or downdrafts and when it is suspected that the helicopter
cannot be hovered out of ground effect.  In this case, an
approach to the ground may be necessary.

3. The approach path to a ridgeline is usually parallel
to thar ridgeline and as nearly into the wind as possible.
If a crosswind exists, remain clear of downdrafts on the
leeward or downwind side of the ridgeline. If the wind
velocity makes the crosswind landing hazardous, a low
coordinated turn into the wind may ke made just prior
to terminating the approach.

4. When making an approach to a pinnacle, avoid lee-
ward turbulence and keep the helicopter within reach of
a forced landing area as long as possible.

5. Since pinnacles and ridgelines are generally higher
than the immediate surrounding terrain, gaining airspeed
on the takeoff is more important than gaining altitude.
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The airspeed gained will cause a more rapid departure
from the arca. In addition to covering unfavorable ter-
rain rapidly. a higher airspeed affords a more favorable
glide angle and thus contributes to the chances of reach-
ing a safe area in the event of a forced landing. 1f no
suitable area is available, a higher airspeed will permit a
more cffective flare prior to making an autorotative
landing.

HIGH RECONNAISSANCE

The primary purpose of the high reconnaissance is to
determine (e suitability of an area for a landing. In a
high reconnaissance, the following items should be ac-
cumplished:

1—Determine wind direction and speed.

2—Select the most suitable flight paths in and out of
the area, with particular consideration being given forced
landing areas.

3—Plan the approach and select a point for touchdows.

4—Locate and determine the size of harriers, [ any,
immediately around the area. ‘

A high reconnaissance is flown at approximately 500
fect; however, a higher altitude may be required in some
helicopters. A general rule to follow is to ensure that
sufficient altitude is available at all times to land into the
wind in casc of engine failure. This means the greatest
altitude will be required when headed downwind. A
complete circle of the area should be made if possible. A
45° angle of observation will generally allow the best esti-
mate of the height of barriers, the presence of obstacles,

the size of the area, and the slope of the terrain. Safe.

altitudes and airspeeds should be maintained and a forced
landing area should be kept within reach whenever
possible. :

The approach path should be ger--ally into the wind
and over terrain that minimizes the time that the heli-
copter is not in reach of a forced landing area. If by fly-
ing at an angle to the wind, a forced landing area can
be kept in reach, then do so. It is more important to
have an available forced landing area than to fly directly
into the wind, especially if the wind is not too strong.
The decision should be made as to the type of approach.
If at all possible, a normal approach should be made;
however, if there are high barriers, a steeper approach will
be required.

LOW RECONNAISSANCE

In the low reconnaissance, verify what was seen in the
high reconnaissance and pick up anything new that may

have been missed. Check especially for wires, slopes, and
small crevices because these are especially difheult to sce
from a higher altitude.

A low reconnaissance. begins shortly after catry to the
approach and ends ar touchdown.  During this timc,
objeets on the ground can be beter identified and the
height of barriers, if any, better estimated.  The view of
the approach path is greatly improved.  The approach
should be as close 1o normal as possible. It new informa-
tion warrants a change in tlight path or angle of deseent,
it should be made: however, if w major change in angle
of descent is required. a go-around should be made. If
a decision to go around is made, it should be done prior
to losing efféctive translational lift.

If a decision is made to complete the approach, the ter-
mination should normally be to a hover so the linding
spot can be carefully checked before the landing is made.
Under certain conditions, however, it may be desirable to
terminate the approach o the ground. Whether ter-
minating at a hover or on the ground, once the helicopter
is on the surface. operating RPM should be maintained
until the stability of the helicopter is checked to be sure of

a sccure and safe position,

GROUND RECONNAISSANCE

Before takeoff, a ground reconnaissance is made 1o de-
termine the type takeofl to be performed, to determine
the point from which the takeoff should_be. initiated 1o
ensure the maximum amount of available area and, finally,
how to best get the helicopter from the landing spot to the
proposed takeoff position.

The first thing to check is the wind. If the rotor is
left turning, walk a sufhcient distance from the helicopter
to ensure that the downwash of the blades does not in-
terfere.  Light dust or grass may be dropped and the
direction observed in which they are blown.

The next step is to go to the downwind end of the
available area and. mark a position for takeoff so that
the tail and main rotors will have sufficient clearance from
the obstructions, if any, behind the helicopter. A sturdy
marker such as a heavy stone or log should be used so
that it will not blow away.

If rearward flight is required to reach the takeoff posi-
tion, reference markers should be placed in front of the
helicopter in such a way that a ground track can be safely
followed to the takeoff posicion and so the pilot can see
the marker for the takeoff position without going beyond
it. If wind conditions and available area permit, how-
ever, the helicopter should be slowly hovered downwind
from the landing position to the takeoff position.
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REFERENCES FOR ADDITIONAL STUDY

The following publications, which were available at the
time this publication went to press, are recommended for
additional study by applicants for a helicopter class rating.

I. Federal Aviation Regulations

2. Airman’s Information Manual ( AIM)

3. National Transportation Safety Board Procedurat
Regulations, Part 430. May be ordered, without charge,
from: National Transporation Safety Board. Publications
Branch, 800 Independence Ave., SW., Washington, D.C.
20591

4 Aviation Weather, AC 00-6

5. Pilot's Handbook of Acronautical Knowledge, AC
61-23A

6. VIR Exam-O-Grams

You may visit any General Aviation District Office for

further suggestions pertaining to additional study mate-

ERIC
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rial, or vou may refer to Federal Aviation Administration
Advisory Circdar Cheeklist and Status of Regulutions,
AC 00-2 (latest revision), for a listing of FAA publica-
tions. This circular is free and can be obtained by writ-
ing to:

Department of Transportation

Distribution Unit, TAD 4843

Washington, D.C. 20590

FAAapproved  helicopter flight manuals can be ob-
tained from individual aircraft manufacturing companies
VER Exam-O-
Grams can be obtained. without charge, from the FAA
Acronautical Center, Flight Standards ‘Technical Division,
Operations Branch, P.O. Box 25082, Oklihoma City,
Oklahoma, 73125,

or from local dealers and distributors.
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GLOSSARY

advancing blade—That half of the rotor disc in which
the rotation of the blade is moving in the same direc-
tion as the movement of the helicopter. If the heli.
copter is moving forward, the advancing blade will
be in the right half of the rotor disc; if moving back-
ward, it will be in the left half; if moving sideward
io the left, it will be in the forward half; and if mov-
ing sideward to the right, it will be in the rear half.

airfoil—Any surface designed to obtain a useful reacticn
from the air through which it moves in the form of
lift.

angle of attack—The acute angle measured between the
chord of ar. airfoil and the relative wind.

articulated rotor—A rotor system ia which the blades
are free to flap, drag, and feather.

blade damper—A device {spring, friction, or hydraulic)
installed on the vertical (drag) hinge to diminish or

dampen blade oscillation (hunting) around this hinge. -

blade loading—The load placed on the rotor blades of a
helicopter, determined by dividing the gross weight
of the helicopter by the combined area of ail the rotor
blades.

center of gravity—An imaginary point where the result-
ant of all weight forces in the body may be considered
to be concentrated for any position of the body.

center of pressure—The imaginary point on the chord
line where the resultant of all aerodynamic forces of
an airfoil section may be considered to be concen-
trated.

centrifugal force—The force created by the tendency of

a body to follow a straight-line path against the force

which causes it to move in a curve, resulting in a force
which tends to pull away from the axis of rotation.

chord—An imaginary straight line between the leading
and trailing edges of an airfoil.

collective pitch control—The method of control hy
which the pitch of all rotor blades is varied equally
and simultaneously. _

coriulis effect—The tendency of a mass to increase or
decrzase its angular velocity when its radius of rota-
tion is shortened or lengthened, respectively.

cyclic pitch control—The control which changes the
pitch of the rotor blades individually during a cycle
of revolution to control the tilt of the rotor disc,

and therefore, the direction and velocity of horizontal
flight.

delta h.nge (flapping hinge)—The hinge with its axis
parallel to the rotor plane of rotation, which permits
the rotor blades to flap to equalize lift between the
advancing blade half and retreating blade half of the
rotor disc. ‘

density altitude—Pressure altitude corrected for tempera-
ture and humidity.

disc area—The area swept by the blades of the rotor.
This is a circle with its center at the hub axis and a
radius of one blade length.

disc loading—The ratio of helicopter gross weight to
rotor disc area (total helicopter weight divided by che
-rotor disc area).

dissyrametry of lift—The uncqual lift across the rotor
disc resulting from the difference in the velocity of
air over the advancing blade half and retreating blade
half of the rotor disc area.

feathering axis—The axis about which the pitch angle

« of a rotor blade is varied. Sometimes referred to as

the spanwise axis.

feathering action—That action which changes the pitch
angle of the rotor blades periodically by rotating them
around their feathering (spanwise) axis.

flapping—The vertical movement of a blade about a delta
(flapping) hinge.

freewheeling unit—A component part of the transmis-
sion or power train which automatically disconnects
the main rotor from the engine when the engine stops
or slows below the equivalent of rotor RPM.

ground effect—The cushion of denser air confined be-
neath the rotor system of a hovering helicopter which
gives additional lift and thus decreases the power
required to hover.

gyroscopic precession—A characteristic of all rotating
bodies. When 2 force is applied to the periphery of a
rotating body parallel to its axis of rotation, the rotat-
ing body will tilt in the direction of the applied force
90° later in the plane of rotation.

hovering in ground effect—Maintaining a fixed posi-
tion over a spot on the ground or water which com-
presses a cushion of high-density air. between the
main rctor and the groind or water surface and thus
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increases the lift produced by the main rotor. Nor-
mally the main rotor must be within one-half rotor
diameter to the ground or water surface in order to
produce an efficient ground effect.
hovering out of ground effect—Maintaining a fixed
position over a spot on the ground or water at some
altitude above the ground at which no additional lift
is obtained from ground effect.
hunting—The tendency of a blade (duc to coriolis effect)
' to seek a position ahead of or behind that which
would be determined by centrifugal force alone.
‘pitch angle—The angle betwcen the chord line of the
‘rotor blade and the reference plane of the main rotor
hub or the rotor plane of rotation.
rigid rotor—A rotor system with blades fixed to the hub
in such a way that they can feather but cannot flap
or drag.
semirigid rotor—A rotor system in which the blades are
fixed to the hub but are free to flap and feather.
slip—The controlled flight of a.helicopter in a direction
not in line with its fore and aft axis.
solidity ratio—The ratio of total rotor blade area to total

rotor disc area.

standard atmosphere—Atmospheric conditions in which
(1) the air is a dry, perfect gas; (2) the temperature
at sea level is 59° F, (15° C.); (3) the pressure at
sea level (or reduced to sea level) is 29.92 inches of
Hg: and (4) the temperature gradient is approxi-
mately 3.5° F. per 1,000-foot change in altitude.

tip-path plane—The plane in which rotor blade tips
travel when rotating. v

tip speed—The rotative speed of the rotor at its blade
tips.

tip stall—The stall condition on the retreating blade whxch
occurs at high forward airspeeds.

torquo—A force or combination of forces that tends to
produce a countering rotating motion. In a single
rotor helicopter where the rotor turns counterclock-
wise, the fuselage tends to rotate clockwise (looking
down on the helicopter).

translational lift—The additional lift obtained thmugh
airspeed because of increased efficiency of the rotor
system whether it be when transitioning from a hover
into horizontal flight or when hovering in a wind.
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